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The references in this course have been selected solely on the basis of their educational value to the IFMA 

Facility Management Learning System and on the content of the material. IFMA does not endorse any 

services or other materials that may be offered or recommended by the authors or publishers of the books 

and publications listed in this course. 

 

Every effort has been made to ensure that all information is current and correct. However, laws and 

regulations are constantly changing. Therefore, this program is distributed with the understanding that the 

publisher and authors are not offering legal or professional services. 
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 Introduction 

Role of facility 
managers as 
related to 
Operations and 
Maintenance 
competency 

According to the IFMA global job task analysis: 

 
The primary role of facility managers is to manage/oversee an 
operating facility. To do this, facility managers must have a working 
knowledge of building systems, structure, interiors and exteriors and 
grounds so the facility and all of its required systems function 
efficiently, reliably, safely, securely and in a manner consistent with 
existing regulations and standards. 

 

 In addition, the various aspects of O&M are constantly changing due to wear 

or deterioration, new regulations or requirements, operational modifications, 

occupant expectations and many other individual but interrelated 

circumstances. Managing a facility means continually managing change.  

 

Overview of 
Operations and 
Maintenance 
competency 

Exhibit 4-1 describes the content covered in the following chapters. 

 

Exhibit 4-1: Overview of Operations and Maintenance  
 Competency (continued on next page) 

 

Chapter Content 

1. Introduction to Operations and 
Maintenance 

 

 Relating the operations and maintenance 
tactical plans to the strategic facility plan 

 Requirements for creating O&M tactics 

2. Assess Facility Needs 

 

 Elements of building structures (e.g., 
foundations, substructures) and possible 
deficiencies 

 Exterior structures and elements (e.g., roof, 
signage) and common deficiencies 

 Building systems (e.g., lighting, HVAC) and 
their vulnerabilities; factors affecting O&M 
decisions, such as sustainability and safety 

 Interior elements, including furnishings, fixtures 
and facility equipment; factors affecting O&M 
decisions, such as health effects of facility air 
quality and hazardous materials in the 
workplace 

 Typical features of facility grounds (e.g., 
landscaping and hard surfaces) and the O&M 
challenges they pose 
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Exhibit 4-1: Overview of Operations and Maintenance Competency (concluded) 
 

Chapter Content 

3. Manage/Oversee Operations 
and Maintenance of Building, 
Systems and Equipment 

 

 Cycle of acquiring, installing, maintaining, operating 
and replacing building systems, materials and/or 
equipment 

 Related concepts: 

• Life-cycle cost 

• Commissioning 

• Facility technology 

• Types of maintenance 

• Maintenance management workflow 
 

4. Manage/Oversee Occupant 
Services 

 

 Occupant services 

 Developing level-of-service guidelines 

 Modifying occupant services 

5. Select the Best Resources 

 

 Service level agreements, incorporating level of 
service, statement of work and key performance 
indicators 

 Selecting service providers; outsourcing appropriate 
tasks 

 Negotiating, monitoring and resolving disputes related 
to service level agreements 

6. Measure Operations and 
Maintenance Performance 

 

 Life-cycle costs 

 Measuring performance of work tasks and occupant 
satisfaction 
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Chapter 1: Introduction to Operations and Maintenance 

 

 

After completing this chapter, students will be able to: 

 Understand the role of operations and maintenance in facility management. 

 Identify the duties and responsibilities of a facility manager in support of an 

organization’s missions and goals. 

 Understand how to develop, recommend and manage/oversee a strategic facility plan 

and associated O&M tactical plans. 

 Identify facility assets and appropriate O&M schedules. 

 
 

 Topic 1: Operations and Maintenance Overview 

 This competency addresses operations and maintenance as a whole. It provides 

insights into O&M tasks and knowledge so that the facility manager can: 

 Assess the condition of the facility systems, structure, interiors, exteriors 

and grounds. 

 Manage/oversee facility operations and maintenance (hard) services. 

 Manage/oversee occupant (soft) services such as custodial, parking and 

security. 

 Develop specifications and performance requirements for services and select 

the best resources. 

 Measure, manage and plan for performance, efficiency, sustainability and 

mission-related expectations. 

 

Definitions 

 

The following are some key definitions related to facility O&M. 

 

 Operations involves assuring that the facility’s infrastructure provides a 

satisfactory work environment, complies with laws and regulations, meets 

financial performance goals, reflects efficient utility services and costs, 

and protects the surrounding community and environment. 

 

 Maintenance deals with assuring that all elements of the infrastructure are 

serviced so they operate efficiently and are reliable and safe. It includes 

scheduling and conducting regular, periodic predictive, preventive and 

corrective maintenance activities. 

 

Thus, operations keeps the facility functioning for its intended purpose, and 

maintenance sustains the asset’s anticipated useful life.  
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 Building infrastructure consists of building systems, building structures, 

interior elements (including furniture, fixtures and equipment), exterior 

envelope, separate structures and grounds. 

 

  Facility management (from an operations and maintenance perspective) 

is at the center of occupant needs, business and communication processes, 

management and workflow technologies and the physical infrastructure 

itself, as shown in Exhibit 4-2. 

 
Exhibit 4-2: Interacting Responsibilities 

 

People Facility management 

(operations and 

maintenance)

Place

Processes

Techno-

logy

 

 
 

Facility 
manager duties 
and 
responsibilities 

Operations and maintenance represents a cost center, as it adds directly to 

the cost of an organization but only indirectly to its profit. O&M produces 

a total expense second only to the salary or pay of occupants in a typical 

facility. This makes operating and managing facilities efficiently critical to 

the overall success of the entire organization. 

 

Directly responsible for the physical asset and its function, facility 

managers bring together methods and procedures to recognize, maintain, 

adjust and improve that functionality. They measure the success of those 

efforts with productivity and performance results rather than just activity 

requirements.  

 

Exhibit 4-3 summarizes how FM competencies and responsibilities affect 

facility attributes. 
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Exhibit 4-3: Facility Manager Competencies and Tasks 
 

 
 

 Understand the overall 
nature of the entire 
organization and its culture  

 Know mission-critical 
issues 

 Understand impact of 
financial planning and 
budgeting 

 Anticipate and adapt to 
change 

 Understand service 
contracts and agreements. 

 Understand the automated 
facility management 
technology 

 Report on service activities 
to decision makers 

 

 • Manage systems for lowest 
total cost 

• Manage programs (e.g., 
recycling, sustainability) 

• Develop, recommend and 
manage planning 
requirements (e.g., set 
points, replacement 
schedules) 

• Comply with codes and 
regulations 

• Manage space for greater 
efficiency, effectiveness and 
occupant comfort 

• Provide support services 
• Manage and develop facility 

staff 
• Manage facility emergency 

response plans 
• Liaise and consult with other 

departments 
 

 • Occupant safety 
• Healthy environment 
• Optimal occupant 

comfort and productivity 
• Sustainable 
• Satisfactory and 

aesthetic appearance 
 

 

 

 Topic 2: Begin with a Plan 

 To accomplish their duties, facility managers should have a detailed and 

complete management plan. Planning is important in anticipating both long-term 

needs and short-term requirements. It becomes the basis for how facility O&M 

is successfully applied to all assets of the infrastructure so that 

occupants/customers are satisfied and the organization’s mission is 

accomplished. It helps the facility manager to determine: 

 The level of service expected and wanted. 

 Operations and maintenance policies and procedures. 

 Operational requirements. 

 Maintenance program requirements in detail and specified through service 

level agreements. 

 Operational and capital improvement projects based on total cost of 

ownership and life-cycle cost analysis. 

 Availability and capability of facility management organization resources. 

 Services and tasks to contract. 

Input:  

FM Competencies 

Processes:  

FM Duties 

Output:  
Facility Attributes 
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 Programs for quality control and assurance. 

 Key performance indicators and balanced scorecard measurements. 

 

All of these aspects are defined and discussed in greater detail throughout this 

competency. They are merely introduced here at the highest level. 

 

Plans generally begin at a high strategic level and proceed to the ever greater 

detail of tactics to accomplish the strategy. For O&M, basic levels of plans may 

include the following: 

 The strategic purpose and strategic planning levels (the top two levels 

shown in Exhibit 4-4) consider the requirements and expectations of 

occupants or customers and align them with the mission, vision, values and 

culture of the entire organization. 

 By understanding the entire organization’s identified strategy, the facility 

manager works within the strategic goals to support or develop a three- to 

five-year strategic facility plan (shown as the third level in the exhibit).  

 O&M tactical plans detail steps required to accomplish the goals in the 

strategic plan. Tactical plans are usually short-range activities (generally 

covering a year or less) and could include maintenance schedules, 

operational activities, service delivery outcomes, equipment replacement 

timelines and other O&M tasks. 

 
Exhibit 4-4: Strategic Planning Overview Model 

 

Tactical 

Planning 

Level

Strategic 

Planning 

Level

Strategic 

Purpose Level

Facility Management Organization

Strategic Facility Plan

Portfolio, Facility Master Plans (Real Estate Master Plans)

Customers

Operations and Maintenance

Maintenance 

Plans

Operations 

Plans

Entire Organization Strategic Plan (Corporate Strategy)

Mission, Vision, Values, Culture, Strategic Objectives

Other 

Business 

Units’ Plans

Business Unit 

Strategic 

Planning Level
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 Parallel aspects of facility management, such as preparing budgets, developing 

design and construction plans and preparing for capital renewal, are discussed 

in the Project Management and Finance and Business competencies. 

 

 To create O&M tactics, facility managers must: 

 

 Determine physical assets as an inventory. It is critical to know what a 

facility actually contains in order to manage and maintain it. In addition, the 

facility manager needs to understand and incorporate plans for capital renewal 

and repairs in a complete program for managing the physical infrastructure. If a 

complete, good-quality inventory/register is not available, the facility manager 

should initiate an inspection to create one. 

 

 Determine maintenance and repair cycle. The proper operation and 

maintenance of a facility should be a precise and orderly management of 

preventive and corrective activities. The facility manager orchestrates these 

activities in a controlled, predetermined cycle that incorporates the range of 

operational aspects, such as: 

• Equipment and systems operations, maintenance and repair. 

• Renewal, alterations, and relocations or moves. 

• Energy management. 

• Waste management and recycling. 

• Fire/life safety, disaster recovery and security. 

 

 Determine maintenance schedule. 

• Planned maintenance is any maintenance activity for which a 

predetermined job procedure has been documented and for which all labor, 

materials, tools and equipment required to carry out the task have been 

estimated and their availability assured before commencement of the task. 

• Unplanned or unscheduled maintenance is any maintenance work that 

has not been included on an approved maintenance schedule prior to its 

commencement. It generally addresses failed equipment or components  

or an unsatisfactory level of service. (Level of service is discussed in 

Chapter 5.) 

 

 Determine applicable regulations, codes and standards. 

• Regulations are laws or rules prescribed by an authority to regulate 

conduct; an official governmental regulatory act that transmits a stated 

purpose. 

• Codes are systems of regulations that define scoping requirements. They 

establish predictable and consistent minimum standards that are applied to 
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the quality and durability of construction materials and building systems. 

Construction must meet minimum standards that determine what is 

practical and adequate for protecting life, safety and the welfare of the 

public. Internationally and in the United States, model codes (such as those 

provided by International Code Council, or ICC) are adopted, amended and 

enforced at the local level.  

• Standards state the minimum level of acceptability and incorporate the 

technical installation requirements of the code when/where referenced. 

 

 Determine agreed-upon occupant services and requirements. 

The facility manager needs to understand what services and requirements 

occupants and facility owners/decision makers need and expect. They form the 

basis for operations plans and routine facility management activities, and the 

facility manager must work within the approved funds and staff resources 

available to supply them. It is important that services and their requirements are 

not only understood but also agreed upon among the people who use the 

services and those who provide them. This mutual understanding provides the 

basis for satisfaction on all sides. 
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Progress Check Questions 

Directions: Read each question and respond in the space provided. Answers and page references follow 

the questions. 

 

Match the following facility management terms with their description. 

1.   Operations 

2.   Maintenance 

3.   Asset inventory/register 

a. Materials, equipment and systems found in 

infrastructure 

b. Assuring how facility infrastructure is used 

c. Assuring how infrastructure elements are serviced 

 

4. If a complete, good-quality inventory/register is not available, what should the facility manager do? 

( ) a. Begin to create one as new assets are acquired and installed. 

( ) b. Initiate an inspection to create one. 

( ) c. Observe how individual assets are functioning based on work logs and condition reports. 

( ) d. There is nothing a facility manager can do. 

 

5. A maintenance and repair cycle is typically 

( ) a. an examination of facility assets and capital improvement expectations. 

( ) b. an energy management review. 

( ) c. precise and orderly management of preventive and corrective activities. 

( ) d. a methods and resources schedule. 

 

6. Maintenance activities may be routinely divided into 

( ) a. operable and inoperable. 

( ) b. predictive and unnecessary. 

( ) c. strategic and tactical. 

( ) d. planned and unplanned. 
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Progress check answers 

1. b (p. 4-3) 

2. c (p. 4-3) 

3. a (p. 4-7) 

4. b (p. 4-7) 

5. c (p. 4-7) 

6. d (p. 4-7) 
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Chapter 2: Assess Facility Needs 

 

 

After completing this chapter, students will be able to: 

 Understand what are generally regarded as building structures, systems, interiors, 

exteriors and grounds. 

 Recognize common deficiencies in building structures, systems, interiors, exteriors 

and grounds. 

 Understand security, health and safety considerations relative to building structures, 

systems, interiors, exteriors and grounds. 

 
 

 Topic 1: Assess Condition of Building Structure 

Typical 
building 
structures and 
common 
deficiencies 

Building structures are the construction elements that support the architecture. 

They enable buildings to resist forces of users (occupants, visitors), nature 

(wind, rain, earthquakes) and the equipment that maintains the structure’s living 

comfort. Elements of building structures include those listed in Exhibit 4-5. 

Exhibit 4-5: Elements of Building Structures 
 

Building Structures Elements 

Foundations  Drilled piers and shafts, also known as caissons 

 Driven and bored piles (steel, wood, precast concrete) 

 Shallow spread and strip footings (simple concrete footings bearing 
on ground support columns, concrete foundation walls or the grade 
beams above them) 

 Special foundation systems (such as structural mats, which are 
thick, deeply positioned slabs) 

In some countries the foundation is considered to be the area 
surrounding the footings such as an earth or rock foundation or concrete 
footing. For the purposes of this course, foundations describe load-
bearing elements at or below grade. 

Substructure (below-
grade) frames 

 Structural concrete framing and walls 

 Steel framing 

Superstructure  Cast-in-place concrete (typically reinforced and post-tension) 

 Prefabricated/precast concrete columns, beams and joists 

 Steel frame with trusses, beams and joists 

 Wood for low-rise construction 

Floor slabs (as part of 
superstructure) 

 Slab-on-grade 

 Elevated or suspended structural slabs 
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 Generally building structures are not visible to casual observation. All aspects of 

a facility’s infrastructure—structures, systems, interiors, exteriors and 

grounds—should undergo a thorough assessment so that the facility manager: 

 Is aware of the condition of everything related to the facility and can 

develop a comprehensive work plan that indicates when to maintain, repair 

or perhaps eventually replace components. 

 Can identify when (frequency) to schedule preventive maintenance and how 

to recognize and correct out-of-line conditions. 

 Can maintain systems and components within operational specifications to 

sustain and improve efficiency. 

 

These assessments should be part of the facility manager’s comprehensive audit 

and should include sustainability, quality, technology, and safety aspects.  

 

 An inspection to observe the condition of a building structure can detect 

deficiencies early so that repair can restore the structure’s optimum usefulness. 

An assessment of the facility structure can include other aspects such as 

environmental sustainability, quality, technology and safety.  

 

Structural audits may require hiring experts, who may use specialized 

instruments, investigative tools and measurements to diagnose possible problems. 

The facility manager should know when to contract professional resources such 

as structural engineers to use their experience for assessing structural conditions. 

 

 Examples of deficiencies to look for in a building’s structure may include:  

 Cracks in exterior or interior walls or in exposed concrete at the base of 

the building; arching in floors or concrete. 

 Cracks running diagonally along mortar joints in veneers. 

 Differential displacement of floor slabs or joints. 

 Separation of corners at windows, doors or joints where walls meet; 

caulked joints pulling apart along the bottoms of windows and doors. 

 Standing water or pools collected near the facility during or after a rain. 

 Evidence of moisture penetration such as leaking, dampness, staining or 

condensation. 

 Nail or screw heads popping out of interior partitions. 

 Unusual cracks in floors; ridges in tile or below carpet that produce wear 

points and safety issues. 

 Deterioration evident as corrosion, chemical reactions, decay or insect 

infestation. 
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Foundations Foundations accept and transfer the massive load (or weight) of the building 

unit into the surrounding soils. They consist of different elements that interact 

to provide stability, bear loads, protect against moisture penetration, and 

maintain integrity against potential erosion, seismic events and freeze/thaw 

cycles.  

 

Foundations include items such as the following: 

 Foundation walls or supports are usually of poured concrete, concrete 

blocks, pilings or piers. 

 The footing is the enlarged concrete pad at the base of the foundation wall 

that transfers the weight of the structure to the soil/rock. 

 The footing drain tile is typically a pipe perforated with openings or 

“weep holes” to allow water to drain. 

 The floor slab is a layer of concrete that forms a floor at any level of a 

building. 

 The grade beam supports the exterior wall of a superstructure (for 

buildings without a basement) by directly bearing on the column footings 

or may be self-supporting as a strap footing. 

 The rebar is reinforcing carbon steel bar contained by the concrete pour to 

add strength and stability to the wall or floor. 

 Gravel fill may be placed beneath a basement floor slab to permit drainage 

and help maintain a dry floor. Vapor barriers generally separate the gravel 

from the concrete slab-on-grade. 

 Backfill is earth that is replaced and compacted around the foundation 

once the concrete walls have been built. 

 The drainage board is a below-grade sheet, board or membrane that may 

insulate as well as enhance drainage. 

 Filter fabric is often placed over the drain pipe or drain tile to keep fine 

soil or silt from accumulating and clogging drain openings. 

 The waterproofing membrane is a liquid coating that cures to a flexible 

rubber and is applied to waterproof below-grade concrete walls. 

 

 Exhibit 4-6 on the next page illustrates some typical foundation elements.  

 

 To remediate or prevent foundation deficiencies: 

 Grade soil to ensure that it slopes away from the building to drain water 

away from foundations and below-grade walls. 

 Drain roof downspouts so that rain water is directed away from building 

walls. 

 Plant trees away from, not adjacent, to a building. 
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Exhibit 4-6: General Foundation Elements 
 

 

 
Deep foundation Shallow foundation 
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Health and 
safety 
considerations 
 

It is important to recognize and correct deficiencies in structures because they 

can seriously affect the health, comfort and safety of occupants. The following 

are some examples: 

 Moisture in walls or beneath roofs can promote mold, algae or other 

conditions that affect air quality.  

 Decay or deterioration of wood or other natural building products caused by 

moisture, insect infestation or exposure can compromise the load-bearing 

capacity and make the building structure unsafe. 

 Cracks in floors or walls may indicate unsafe shifts in the structure itself and 

perhaps unsafe design loads.  

 Unwanted openings or deterioration around doors or windows can 

significantly reduce energy efficiency and occupant comfort. 

 Doors that do not fit squarely, that bind or are misaligned may not fully 

close. This can produce energy leaks as well as security issues if an opening 

cannot close enough to be locked. 

 Uneven tread width, height, and depth and loose, weak or missing railings 

can cause trip and fall hazards or other safety issues. 

 Uneven floors, thresholds or railing heights can also cause hazardous 

walking conditions. 

 Leaking or standing water can damage equipment, electrical systems, 

furnishings and finishes and not only produce unpleasant aesthetics but 

unsafe conditions. 

 

Natural disasters Risks from natural disasters affect most of the world’s buildings. The combined 

potential for unsafe conditions because of seismic disruption (earthquakes, 

volcanoes), storms (hurricanes, typhoons, tornadoes), floods, landslides, 

lightning-induced fires, and other causes make any building vulnerable. While 

there is little from an O&M perspective that can be done to reduce the potential 

for these hazards, the facility manager can retain experts to analyze and improve 

resistance to the effects of nature’s power, especially when planning capital 

improvements or renovations. 

 

 Topic 2: Assess Exterior Structures and Elements  

Typical facility 
exteriors and 
common 
deficiencies 

Facility exteriors generally include the building envelope as well as structures 

separate from the main building.  

 

“Building envelope” is a common term for the system that keeps the weather and 

noise out and the heat and cooling in. It generally includes elements such as 

facades, curtain walls, exterior walls, windows, skylights and roofs.  
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Did You Know? 

A curtain wall, or exterior insulation finish system (EIFS), is a facade that encloses the 

building. As a veneer or outer covering, curtain walls may be made of aluminum, glass, 

stone, metal, concrete, brick, stucco or other materials. They span multiple floors and 

are designed to accommodate thermal expansion and building sway. They may also 

provide thermal efficiency to more cost-effectively heat, cool or illuminate the building. 

 

 

 Separate or independent facility exterior structures can include: 

 Outbuildings, sheds, guard houses. 

 Fitness, exercise and recreation courts, pools, rinks, fields. 

 Animal shelters. 

 Vaults, greenhouses, conservatories. 

 Band shells, pavilions, outdoor dining facilities that are not part of the 

main facility.  

 

These exterior structures require attention to sustainability, technology, 

security and safety, but their appearance should also be considered since it 

imparts an image to the public and occupants. The overall aesthetics of 

materials and finishes, the condition of surfaces, cleanliness, and features 

provide an obvious impression of the entire infrastructure. Lighting, signage, 

layout and general maintenance all imply to visitors what importance and 

value the owners and thus the facility manager place on the building, its 

occupants and their purpose. 

 

A facility that is not occupied by the owner may not have as stringent 

appearance requirements. Tenants may be held to accept specific minimum 

standards, or they may negotiate for different standards as part of a lease 

agreement. In any case, a facility’s appearance influences perceptions on its 

quality and even its capabilities. 

 

Some common deficiencies to look for among exterior elements and structures 

in general include: 

 Deteriorating foundation, wall, roof, and other surface conditions (cracks, 

peeling, rotting, moisture/condensation). 

 Spills, stains, improperly stored materials or items. 

 Ill-fitting, misshaped or otherwise out-of-alignment windows, doors, 

building corners or rooflines. 

 Poor joints, anchoring, ventilation, lighting. 
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 Insufficient size, capacity, access or egress. 

 Deteriorating exterior sealants and mortar joints. 

 

Two types of exterior structures that deserve some further attention are roof 

systems and signage. 

 

Roof systems Roof systems are of particular concern to facility managers because they must 

maintain a weatherproof membrane and withstand the range of potential 

weather conditions. A roof that is not properly designed, constructed and 

maintained will likely affect the life cycle of the structure or require 

expensive, early replacement. 

 

Roofs are generally either pitched (steep slope) or low-slope (appear to be 

flat). Pitched roofs often consist of shingles, slate tiles, thatch or standing-

seam metal panels. Most commercial structures have primarily low-slope 

roofs with waterproofing membranes. 

 

 The average life span of most roof systems constructed in the past several decades 

is between 10 and 20 years; this can be extended with proper design, construction 

and maintenance. Although there are many different types of roofing, all roofs 

need maintenance to simply withstand the abuse of normal aging. This is because 

undetected small problems can become large and expensive dilemmas that can 

compromise the building structure and interior and even the facility’s mission. 

 

Some common deficiencies to look for in single-ply roofs are: 

 Blisters, ridges, curling, wrinkles, holes, tears, punctures, cuts, abrasions or 

cracking in roof membranes. 

 Loss of protective surfacing or adhesion to deck surfaces. 

 Surface degradation because of weather exposure or defects. 

 Membrane shrinkage. 

 Evidence of oil or chemical damage. 

 Inadequate slope or drainage causing ponded water. 

 

Flashing sheets serve the same purpose as built-up roofing and are molded around 

required roof openings to maintain a waterproof seal at these vulnerable points. 

Some common deficiencies to look for in flashings are: 

 Inadequate allowance for movement. 

 Movement of roof drains or vent pipes. 

 Poor attachment. 

 Material shrinkage. 
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 Poor adhesion or coverage protections (shrinkage). 

 Punctures, abrasions or flashing height that is not sufficient to maintain 

integrity. 

 

Signage The variety and regulatory requirements alone make the placement, design, 

maintenance and use of signage complex as well as important. Signage may 

include: 

 Plaques, dimensional lettered signs, panels. 

 Illuminated, nonilluminated, photoluminescent (light-absorbing and light-

emitting), light-reflective. 

 Traffic signage, guidance signage. 

 

 Assessing the quality, positioning and professional presentation of signs is 

particularly relevant to facilitating individuals finding their way around a facility. 

Signage and identification of exterior structures enhance a facility’s image when: 

 Buildings and entries are clearly visible to passing traffic and pedestrians. 

 Buildings are clearly identified from all directions with clear, visible, 

professional and well-constructed signs. 

 Signs clearly direct traffic between and among buildings. 

 Signs are properly sized, clearly lettered and at proper heights for easy 

reading. 

 Signs are well maintained. 

 Signs for exits, entrances, emergency and directional purposes are lighted or 

otherwise distinguishable in darkness. 

 Signs comply with local codes and organizational standards. 

 

Health and 
safety 
considerations 
 

Relative to exteriors, safety concerns include the risk of falls, the risk of 

falling objects and storm preparedness. 

 

Risk of falls There is an ever-present risk of falls when working near the edge of an 

unprotected roof area or when maintaining facades or stairs. The facility manager 

must recognize and be informed about aspects related to fall protection.  

 

This includes generally knowing about: 

 Activities and situations that may require added alertness and fall protection. 

 Proper use of ladders, platforms, scaffolds and other elevation-raising devices. 

 Proper use and maintenance of safety belts, harnesses, lanyards and other fall-

arrest systems and personal protective equipment. 

 Applicable safety codes and regulations. 
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Risk of falling 
objects 

Facade ordinances exist in some major cities to protect the public and 

surrounding property from the risk of falling objects that might occur because 

of poorly maintained or improperly repaired exteriors. These codes or 

regulations generally establish baseline cycles of inspection, maintenance and 

repair. The facility manager must be aware of applicable facade ordinances 

and support their application. 

 

Storm 
preparedness 

Storm preparedness is an issue for exterior structures since they are often not 

enclosed or constructed with the same load-bearing or weather-shielding 

elements as an occupant facility.  

 

The facility manager plans for natural threats by: 

 Providing routine inspection of exterior structures (such as shutters, 

tiedowns and landscape runoff and containment features). 

 Removing, storing and capping roof vents. 

 Inspecting roof drains and reinforcing roofing systems. 

 Securing and protecting windows and doors. 

 Removing or securing potential projectiles such as trash cans, loose signs, 

construction materials, ladders, chairs, sand, gravel and so forth. 

 

 Topic 3: Assess Condition of Building Systems 

Typical 
building 
systems and 
common 
deficiencies 

The term “building systems” generally refers to the complete, physical facility 

including all equipment, materials and components. However, it can also refer 

to the organized combination of related parts that actively provide important 

functions for the facility.  

 

Under that definition, building systems typically have the following 

characteristics:  

 They are in place; that is, once installed they tend to be permanent features 

of the facility. 

 They usually appear on blueprints or schematics or can be flowcharted. 

 

 There are several specific, permanent building systems that provide critical 

operating features: 

 Lighting 

 Transport systems (including elevators and lifts) 

 Fire suppression and life safety systems 

 Plumbing systems 

 Heating, ventilation and air conditioning (HVAC) systems 
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 Electrical systems 

 Electronic communications and information technology systems 

 Safety and security systems 

 

Lighting A well-integrated indoor lighting system considers the best of both natural and 

artificial sources to provide adequate illumination for core business functions. 

Lighting should satisfy values of sustainable energy use and workplace quality 

and productivity by using energy efficiently while meeting occupant work and 

safety needs. For example, lights in unoccupied areas should be able to be 

dimmed or turned off—perhaps automatically. Occupants should have access 

to natural light, but daylight sources should be monitored for glare. Good 

lighting design also enhances the architectural image, provides emergency 

lighting, and reinforces security at night. Lighting is discussed further in the 

Environmental Stewardship and Sustainability and Human Factors 

competencies. 

 

O&M activities directly affect the quality of lighting systems. Scheduled 

replacement and cleaning can address the issue of reduced output from 

lighting fixtures over time. Lighting maintenance is now generally accepted on 

a replace-lamps-as-needed basis rather than replacing entire zones regardless 

of whether lamps are burned out. An exception to this policy is lamps that are 

difficult to reach, require lifts or special equipment, or are in limited access 

areas such as manufacturing lines, hospital operating rooms, building lobbies 

and so forth. In these instances, facility managers generally have lamps 

replaced on a set schedule.  

 

 Deficiencies in lighting systems can include: 

 Lamp breakage, failure or short lamp life. 

 Shadow areas or insufficient illumination. 

 Radio interference, ballast noise (buzzing, humming or other sounds), 

lamp flickering, dimming or glowing. 

 Insufficient or poor exit and emergency lighting. 

 Poor condition or operability of wall switches, cover plates, outlets and 

grounding (grounded wiring). 

 

Transport systems Transport systems convey people, mail, trash and waste, food, freight and 

hazardous materials. Systems include lifts or elevators, escalators, and moving 

walks. Permanent stairs are generally not included, as they are part of the 

building interior or exterior structure.  
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Transport systems are first installed when a building is constructed. They can 

be complicated, involving sophisticated mechanical, electrical and electronic 

technology.  

 

Elevators are generally of two types: 

 Traction (electric) elevators use geared or gearless mechanisms for 

vertical movement. They permit virtually limitless rise for tall buildings 

and high rise speeds but can be of high cost. 

 Hydraulic (oil) elevators can be of several types and offer a lower initial 

cost but relatively high renovation costs and lower rise speeds than 

traction elevators. They are generally limited to heights of six stories or 

fewer. 

 

Due to security, evacuation and confinement issues, elevators and enclosed 

escalators generally require two-way communications, redundancy and 

protective features. Two of the more frequently occurring liability issues 

produced by elevators are: 

 Trip hazards caused when a cab does not stop level with the building 

floor. 

 Knocking people down when improper kinetic energy settings cause doors 

to run into people as they enter or exit a cab. 

 

 Legislative changes may require modifications to elevators/lifts not only to 

support users but also to protect the health and safety of service personnel. 

 

The facility manager can support a transport system that is operating to 

occupants’ satisfaction by being mindful of: 

 An adequate and specific maintenance contract. 

 Recognized and understood inspection reports. 

 Condition of guide rails, accessories and surfaces. 

 Satisfactory (occupant-acceptable) operational noise, floor-to-floor travel 

times, and door opening/closing duration (traffic accommodation). 

 Visible, legible and adequate signage. 

 Security and communication weaknesses (alarm bells, phone operation). 

 Standby and emergency power. 

 Fire control requirements. 

 Quality, condition and maintenance of equipment. 

 Codes and regulatory requirements. 

 

 Renovations are expensive and disruptive, but may be needed every 20 to 25 

years or as elevators end their efficient life span. Older buildings modernize 
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elevators to compete with newer buildings and to meet changing occupant 

expectations.  

 

Elevators, escalators and moving walks are complex systems, and their 

maintenance is generally best in the hands of professional contractors who are 

expert in operations, regulatory and code requirements, safety and security 

features. Complete, regular, periodic checks and maintenance by a licensed 

contractor are most likely the facility manager’s most reasonable O&M options. 

 

Fire suppression 
and life safety 
systems 

Fire life safety or fire alarm and suppression functions ensure that the facility 

is a safe, secure place to work and is in compliance with applicable laws and 

regulations. Life safety refers to government regulations and building code 

requirements for a building relative to seismic, fire and accessibility standards. 

 

Alarms monitor fire and smoke conditions and provide the means to alert or 

notify occupants. Safety systems also include safe, planned exits (egress) from 

buildings, including pathways, emergency lighting and other support. Codes 

generally mandate minimum protections.  

 

Basic fire protection principles generally divide fire protection into passive 

and active systems. 

 

 Passive fire protection measures help control the ignition, growth and 

spread of fire by using fire-resistive materials or providing physical 

barriers to the movement of flames or smoke. Passive systems are 

generally fixed-in-place walls, floors, ceilings, beams, columns and shaft 

enclosures that are built to a prescribed fire resistance rating. Control of 

egress (exit paths) may also be a part of the passive system. 

 

 Active fire protection measures take direct physical action to suppress or 

eliminate a fire and control migration of smoke. These include fire 

sprinkler and smoke control systems that receive signals, alert occupants, 

and start fire control actions. Fire extinguishers are also generally 

considered part of an active fire protection system. 

 

 There are many different types of suppression systems: 

 Wet pipe systems maintain water constantly within the system to 

discharge immediately onto the fire when a sprinkler is activated. 

 Dry pipe systems use pipes filled with pressurized air or nitrogen instead 

of water to hold a remote dry pipe valve closed and prevent water from 

entering the pipe until fire causes one or more sprinklers to operate. 
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 Pre-action systems use an electrically operated valve to allow pipes to fill 

and are controlled by independent flame, heat or smoke detection. 

  Deluge systems provide high-velocity suppression in high-hazard areas.  

 Chemical/gaseous systems use inert gases and liquid or dry chemical agents 

rather than water to extinguish a fire. A typical fire extinguisher is a form of 

chemical fire suppression.  

 Low oxygen (hypoxic) environments are created in areas containing 

irreplaceable assets that could be damaged by fire suppression using water or 

chemicals. Oxygen content is reduced enough to suppress or prevent fire yet 

remains high enough for normal human activity.  

 

Fire suppression systems should be regularly and rigorously inspected, tested, 

maintained and documented. International and national codes determine the 

requirements. 

 

Maintenance, inspection and testing of alarm and suppression systems is complex, 

and is therefore generally contracted to competent life safety service providers. 

 

Plumbing systems Plumbing systems typically distribute water or other fluids, liquids and gases 

and also collect waste.  

 

Plumbing systems are used in buildings to: 

 Provide potable (drinkable) water. 

 Provide chilled and hot water for cleaning. 

 Provide water to operate HVAC equipment. 

 Deliver water, chemicals or gases for fire suppression systems. 

 Remove (dirty) wastewater. 

 Remove (gray) rainwater and groundwater. 

 

Components in a typical plumbing system include: 

 Distribution system piping to transport liquids/gases. 

 Pumps to provide the means to move liquids/gases. 

 Control components such as electronic or mechanical switches and gauges. 

 Wastewater piping, drains, control valves and traps to control the flow of 

liquids. 

 Plumbing fixtures as a means to deliver liquids (mostly water) or gases. 

 Water heaters to increase water temperature. 

 Filters and traps to clean or purify liquids/gases. 

 Vents to provide gas relief and permit flow. 

 Backflow preventers (or check valves) to prevent water/waste cross-

contamination. 
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Exhibit 4-7 illustrates a typical building plumbing system. The heavy lines 

indicate supply lines and flow direction. 

 
Exhibit 4-7: Plumbing (Distribution) System 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 Plumbing systems are a long-term investment, most of which is out of sight in 

walls, ceilings and floors. They need to be durable and reliable for the 

anticipated life of the building. This means that they are usually designed to 

not become outdated or require replacement while major components are still 

serviceable.  

 

In addition, disruptions or leaks can cause major damage to other building 

systems, interiors and exteriors or endanger the health of occupants. This 

makes durable design especially important. 

 

 Examples of deficiencies to look for relative to plumbing systems include:  

 Leaks, spots or stains on surfaces. 

 Corroded piping. 

 Backflow and overflow potential. 

 Discharges or evidence of system contamination. 
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 Clogged pipes or drains. 

 Broken or inoperable valves or fixtures. 

 Incorrect, inadequate or variable pressure. 

 Slow or inconsistent flow. 

 

Heating, ventilation 
and air 
conditioning 
systems 

Heating, ventilation and air conditioning (HVAC) mechanical systems within 

a building control and maintain temperature, humidity and air quality. 

Depending upon the type of system and the geographical location, they may 

include equipment for steam and hot water generation, chilled fluids, 

indoor/outdoor air exchange, and heating/cooling distribution. They also 

contain control components such as electronic or mechanical switches and 

gauges that are generally managed by a computerized building operations and 

reporting system. 

 

The elements of HVAC systems are summarized in Exhibit 4-8. 

 
Exhibit 4-8: HVAC System Elements (continued on next page) 

 

Element Description 

Heating  Oil, gas or electric boilers that heat water or generate steam for 
distribution 

 Furnaces that burn fuel to heat water or air for distribution 

 Radiant heaters that deliver heat that is absorbed by objects rather than 
using forced air to transfer heat 

 Unit heaters that may be a room-sized device or central heating system 
that circulates warm air or steam through finned tubes over which a fan 
forces air to provide warmth 

 Heat exchangers that passively transfer heat from one material to 
another in two chambers separated by a single wall or partition 

 Solar heating, which uses sunlight to collect, store and generate warmth 

Cooling 

 

 Chillers that include compressor, evaporator, condenser, reservoir, 
thermal expansion valve and other components as a system to create 
cooling 

 Refrigerant compressors that turn low-pressure gases into high-pressure 
and high-temperature gases as a way to create a cooling effect 

 Cooling towers that spray or drop cooling water to release heat to the air 
through evaporation 

 Condensing units that condense refrigerant vapor into a liquid and 
discharge the resultant heat to the environment 

 Split systems, which consist of a single system that has components in 
two locations such as an outside compressor and an indoor furnace/air-
handling unit 

 Package units or all-in-one systems in which all components are located 
in one cabinet 
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Exhibit 4-8: HVAC System Elements (concluded) 

 

Element Description 

HVAC 
distribution 

 

 Hydronic piping and pumps that deliver steam, hot water and chilled 
water to radiators, fan coil units and convectors and deliver the 
returning water to the primary generation unit 

 Ducts, plenums and chases that route or otherwise enclose spaces to 
distribute warm or cool air 

 Fans that drive or force warm and cool air through a distribution system 

 VAV (variable air volume) boxes that control the capacity and 
distribution of supply air into a specific zone 

 Terminal units, such as air-handling units to condition and circulate air, 
fan coil units to heat or cool and direct air, and other such devices 

 Exhaust systems or devices such as vents or fans to control odors or 
otherwise expel air, fumes or particles 

Other HVAC-
related aspects 

 

 Thermal storage that uses technologies, reservoirs or other repositories 
to maintain a temperature higher (warmer) or lower (cooler) than the 
ambient environment 

 Heat recovery units that use heat produced in efficiency-enhancing 
processes 

 Humidity control equipment that regulates the degree of saturation or 
quantity of water vapor in the air 

 Variable frequency drives, also known as variable speed drives, that 
control the rotational speed of an electric motor 

 Automated building management systems or building management and 
control systems that manage the complex interactions of systems and 
the building environment for human comfort and operating efficiency 

 
 

 Central plant designs combine any or all HVAC capabilities into one place as 

a more efficient way to generate interior thermal conditions for one or more 

buildings. Rather than producing steam, hot water, heat and cooling within 

individual buildings or in separate places within a building, the central plant 

provides for these needs from its own dedicated place. 

 

 Examples of deficiencies to look for relative to HVAC systems include:  

 Inadequate heating or cooling within a building or area of a building. 

 Uneven air supply causing uneven temperatures and/or drafts. 

 Odors. 

 Humidity and air quality problems. 

 Lack of fresh outside air. 

 Leaking return ducts in crawl spaces (poor thermal management). 

 Unsafe electrical wiring or damaged/deteriorated equipment (burners, heat 

exchanger, components). 
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 Carbon monoxide and other toxic gases drawn through air intake. 

 Refrigerant leaks. 

 

Facility managers should be active and knowledgeable about environmentally 

friendly replacement substances, equipment alternatives and sustainable 

resources. 

 

Did You Know? 

Lack of proper maintenance is the chief cause of HVAC deficiencies. Without proper 

routine maintenance, HVAC systems can develop problems that reduce equipment life 

and efficiency and occupant comfort such as:  

 Excessive component vibrations and poor fan alignment. 

 Insufficient air movement to reach all spaces. 

 Drafts in areas being cooled. 

 Excessive noise, evidence of leaking, deterioration and corrosion. 

 

 

Electrical systems Electrical systems generally include (but are not limited to) aspects of 

power generation, use and distribution such as: 

 Service entrances and switchgear. 

 Wiring (conductors, conduit, wireways, floor raceways). 

 Transformers, distribution equipment and feeder circuits. 

 Switches (disconnect, switch, fuse, on/off) and motor control 

centers. 

 Motors and motor circuits. 

 Protection devices (circuit breakers, fuses, proper grounding 

applications, ground fault interrupters, earth leakage circuit 

breakers, and ground fault circuit interrupters). 

 Panelboards, switchboards or distribution boards (which organize 

and control feeder and branch circuits). 

 Electrical controls and instrumentation. 

 Power-generating and storage equipment (e.g., generators, power 

filters and conditioners, battery storage and transfer switches that 

divert, change or manage electrical loads). 

 Power factor correction capabilities. 

 Communications and security systems. 

 Lighting. 

 Emergency and standby power sources. 
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Electrical systems are critical to facility operation because they provide 

energy for heating, cooling, lighting and equipment operation. 

Preventive maintenance is important because the total cost of an 

unscheduled shutdown due to failure is usually much higher than the 

cost of scheduled equipment repair or replacement. 

 

In addition, electrical failure that interrupts communications can 

dramatically reduce productivity. Failure that compromises any security 

system puts occupants at unnecessary risk. For these reasons, at a 

minimum the facility manager should be aware of the inventory of 

different types of electrical equipment and their characteristics and use 

as well as safety aspects, regulations and codes. 

 

Diagnosing problems or even assessing the condition of electrical 

systems can be complex and may pose a danger to inspectors as well as 

system users. It is important to assign a trained and qualified person to 

perform any survey of a faculty’s electrical systems.  

 

Examples of deficiencies to look for relative to electrical systems 

include: 

 Damaged equipment. 

 High or low voltage, unbalanced loads, poor power quality. 

 Overloaded circuits. 

 Metal corrosion, insulation deterioration, loose or incomplete 

connection. 

 Dirty connections and equipment. 

 Water or moisture problems. 

 Improper component replacement. 

 Improper grounding. 

 Inadequate clearance and ventilation. 

 

Improvements in electrical systems and advances in electrical devices 

have produced gains in sustainability, energy conservation and energy 

use. These improvements are discussed further in the Environmental 

Stewardship and Sustainability competency.  

 

Electronic 
communications 
and information 
technology 
systems 

Systems used for communications and information technology (IT) can range 

from simple arrangements of devices to complex installations that are critical 

to the mission and require sophisticated operations and maintenance. 
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From an operational perspective, communication plays a role in several ways. 

 Fire life safety requires prepared, clear, practiced and deliverable 

communication even when there is no electrical power, systems are down, 

and evacuations must occur from pre-arranged plans. 

 New systems, materials or equipment should integrate with existing 

operations so that the functionality of the entire facility is optimized. This 

is supported when communications with contractors, staff and 

independent parties are consistent, informed and redundant. 

 Operations are enhanced when the facility manager prepares messages, 

incorporates feedback and resolves questions in ways that satisfy everyone 

involved in operations, including staff, contractors, regulators, occupants, 

visitors, neighborhoods and communities. 

 

Communications systems may operate to support data, voice, audio-video and 

electronic information systems with services that could include line, wireless, 

cable, high-speed and satellite delivery. A facility may devote entire rooms to 

communications and data-gathering equipment, requiring special consultant 

services for operations and maintenance. 

 

Information technology systems include networks, cables, sensors, fiber 

optics, hardware, peripheral data equipment and software applications, such as 

building automation systems (BAS). BAS can support facility operations and 

communications by collecting, storing and analyzing building systems data; 

automating O&M activities (such as control of HVAC and lighting systems) 

based on that analysis; and generating performance and trend reports. Facility 

management technology is discussed in the Technology competency. 

 

Safety and security 
systems 

A facility manager is expected to operate a facility prepared for threats that 

include the potential for natural disasters, terrorism and cyberterrorism, 

accidental or intentional release of hazardous materials, medical emergencies, 

power failure, elevator and escalator incidents, civil disorder, workplace violence 

and more. Facility managers must ensure that the facility is prepared to avoid, 

prevent and manage outcomes of emergencies so that occupants and visitors can 

work and reside in the facility safely and with confidence. The Emergency 

Preparedness and Business Continuity competency provides more information 

about this responsibility. 

 

Systems and approaches for avoiding and preventing threats are varied and can 

be complex, depending upon the nature of the facility, the value of its purpose, 

and the perceived threat of its loss.  



Operations and Maintenance 

© 2013 IFMA  4-30 Edition 2013, Version 1.0 

All rights reserved 

 

Printed on 100% post-consumer waste recycled paper. 

 

The facility manager considers several ranks or rings of security that begin at the 

outer perimeter of the grounds, at entrance points to buildings, and within 

buildings: 

 Perimeter detection and deterrence such as fences, sensors, electronic 

barriers, vehicle and traffic restrictions, closed-circuit television (CCTV) 

cameras, intercom systems, card readers and lighting along with passive 

landscaping measures. 

 Entrance and structure features such as locks, doors, revolving doors and 

turnstiles, remote cameras, card readers, remotely controlled entrances and 

lights. 

 Building access devices such as CCTV cameras, electronic locks, card 

readers and biometric readers (fingerprint, eye scan, voice, face, signature). 

 

Security may include a standoff zone (the area between the facility and the threat) 

that can extend outward from the facility a few meters/yards to a hundred or so 

meters/yards.  

 

In crafting a safety and security strategy, the facility manager must consider: 

 Organizational policy and owner expectations. 

 Budgetary and operational limits. 

 Interactions and relationships with emergency responders. 

 Emergency management provisions and crisis management. 

 First response practices. 

 Emergency rehearsals and tests. 

 Recovery and backup preparations. 

 

Commitments 
affecting 
operations and 
maintenance 

Operations and maintenance activities are directly affected by the organization’s 

values and compliance obligations. These values and obligations are translated 

into strategic goals that facility managers must plan for in the facility strategic 

plan. Two primary areas of focus are sustainable facility operations, occupant 

and workplace health and safety. 

 

Environmental 
sustainability 
 

A commitment to sustainable facility management practices affects O&M activities 

across building systems. Sustainable processes and activities ensure that the 

creation and use of the built environment does not harm the natural environment.  

 

 Sustainability is supported by policies and practices designed to:  

 Reduce the consumption of energy through energy-saving devices and 

systems. 

 Reduce waste production by employing more efficient processes including 

recycling programs. 
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 Preserve water through water management programs that include waste, 

drinking and storm water. 

 Protect wetlands and wildlife. 

 Protect the natural environment through the use of biodegradable 

chemicals and materials to clean and preserve surfaces. 

 

By implementing sustainability-focused policies and practices, facility 

managers and their entire organizations have an opportunity to support the 

environment while saving unnecessary operating costs by using energy more 

efficiently. In this way energy management (or energy conservation) is a 

measure of both sustainability and facility efficiency. 

 

The Environmental Stewardship and Sustainability competency discusses this 

in greater depth. 

 

Workplace safety Workplace safety crosses too many areas and issues to fully address in this 

course. It is discussed in greater depth in the Emergency Preparedness and 

Business Continuity competency. Briefly, it involves identifying risks to health 

and safety in the facility, taking action to prevent or mitigate the effects of 

accidents, and complying with all laws and regulations, including inspection 

and reporting requirements.  

 

For the entire physical infrastructure, it is important to check protocols against 

local, regional, national and international requirements. This is particularly 

significant relative to hazardous materials and spills; solid, liquid, gas or 

infectious agent releases; proper availability, maintenance and use of personal 

protective equipment; and emergency support, equipment, scene management 

and cleanup. 

 

The facility manager should also extend safety issues beyond compliance. He 

or she should promote a culture of safety that supports the mission of the 

facility, improves productivity, reduces injuries and their costs, considers the 

environment and helps direct how operations and maintenance activities are 

conducted. The facility manager is a champion of workplace safety through 

actions, assessments and activities that demonstrate its importance. Facility 

management policies and procedures help influence how people maintain 

safety in a facility. The facility manager provides the practices, procedures, 

oversight and diligence to promote and support a safe facility and working 

environment. 

 



Operations and Maintenance 

© 2013 IFMA  4-32 Edition 2013, Version 1.0 

All rights reserved 

 

Printed on 100% post-consumer waste recycled paper. 

 

 Most accidents and incidents in a facility are the result of unsafe acts. Unsafe 

acts generally occur because of behaviors by an individual or group. Behavior 

is difficult to change because it can involve personal habits and attitudes. Yet 

facility managers actively assess risks and strive to reduce them in the 

workplace. Two examples of risk-reducing approaches are job safety analysis 

and material safety data sheets. 

 

Job safety analysis (JSA) procedures offer effective means to prepare for and 

perform tasks by giving personnel the opportunity to analyze hazards and 

potentially unsafe conditions/activities and use tools or equipment to prevent 

incidents. This can include: 

 Approaches to working in confined spaces. 

 Lockout/tagout for energy or high-voltage electrical systems. 

 Hot work processes where welding, brazing or soldering occurs and where 

flammable material is present. 

 Handling asbestos coating material, lead, mold, radioactive materials, 

chemicals and so forth.  

 

A JSA may also be known as a job hazard assessment/analysis (JHA), safe 

operating procedure or safe work method statement (SWMS). All are designed 

to explain what’s required to complete a job or activity safely, with minimum 

risk to the individual, others nearby, the property and the environment.  

 

Material safety data sheets (MSDS) generally provide information on the 

properties, uses, handling and health aspects of chemicals, compounds and 

other substances that may be found or used in a facility. Countries and 

suppliers have different protocols and requirements for proper material 

handling. These protocols may be known under different names or descriptive 

terms such as safety data sheets, CHIP (chemicals hazard information and 

packaging), risk and safety statements, and so forth.  

 

 Topic 4: Assess Interior Furnishings, Fixtures and 
Equipment 

Typical facility 
interiors and 
common 
deficiencies 

Facility interiors generally include all elements within a structure that are 

not actively supporting the structure. A typical interior is a complex mix 

of different yet integrated materials, furnishings, fixtures and equipment 

as well as openings. Exhibit 4-9 lists some typical elements of facility 

interiors. 
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Exhibit 4-9: Interior Elements  

 

Interior 
Element 

May Include . . . 

Openings  Operations and maintenance portals and access openings 

 Doors and frames of various materials and specialties 

 Entrances and storefronts 

 Windows, roof windows and skylights 

 Glazing 

 Louvers and vents 

Finishes  Plaster, gypsum board and cement plastering 

 Tile 

 Ceiling types (acoustical, specialty, textured) 

 Flooring (laminate, masonry, wood, resilient, carpeting, etc.) 

 Wall coverings, carpeting, facings, acoustic treatments 

 Painting and coatings 

Specialties  Information elements (visual display surfaces such as chalkboards and 
markerboards) 

 Display cases, directories and signage 

 Compartments, cubicles, partitions, screens and service walls 

 Wall and door protection 

 Toilet, bath and laundry accessories 

 Fireplaces and stoves 

 Safety and emergency cabinets 

 Lockers, mailboxes and storage shelving 

Equipment  Service equipment (for vehicle, parking, loading dock and pedestrian 
support) 

 Security, detention and other commercial equipment 

 Maintenance equipment storage 

 Hospitality, office and soft services equipment 

 Library, laboratory and other scientific equipment 

 Entertainment, athletic, recreational and health-care equipment 

 Waste/recycling collection and disposal equipment 

Furnishings  Casework 

 Countertops 

 Window treatments 

 Accessories, lamps, bed, bath and waste receptacles 

 Rugs and mats 

 Furniture and multiple seating assemblies 

 Art, plants and other internal elements 

 

 

 There is great variety within interiors because there are so many different 

materials, finishes, functional purposes, fixtures, and security and safety 

requirements. Among all these options, the facility manager attends to 

aesthetic and decorative as well as functional O&M concerns. In addition, 

the facility manager oversees soft (occupant) services (such as custodial) 

that may influence the condition or quality of a facility’s interior. 



Operations and Maintenance 

© 2013 IFMA  4-34 Edition 2013, Version 1.0 

All rights reserved 

 

Printed on 100% post-consumer waste recycled paper. 

 

 The scope is so broad that it is good practice to perform assessments and 

monitor results as part of scheduled maintenance. Exhibit 4-10 shows a 

sampling of deficiencies that may occur in interiors that could compromise 

functionality, safety, security or health.  

 
Exhibit 4-10: Deficiencies in Interior Elements 

 

Interior Component Deficiencies 

Interior walls, windows 
and doors 

 Cracks, rips, tears, peeling, flaking 

 Joint openings, poor seals or poor fit (doors, windows, access 
panels) 

 Worn or poor physical condition, deterioration 

 Water stains, discoloration, other evidence of moisture 

 Malfunctioning or missing hardware 

 Abuse, vandalism, security breaches (such as incorrect 
latching) 

 Interior doors without appropriate fire-rated door classifications 

Ceiling systems  Settling or sagging 

 Poor alignment 

 Stains, discoloration, evidence of moisture 

 Missing panels or elements 

 Cracks, surface deterioration, poor adhesion 

 Poor acoustic quality (high noise levels, distracting traffic noise) 

Floors and floor 
coverings 

 Carpet wear, color fading, age, stains, odor from carpet or 
carpet pad, holes, tears, poor seam conditions 

 Continuous topping (concrete, terrazzo) cracks, porosity (void 
spaces in a material), poor joints or seals 

 Resilient floor broken or loose elements, shrinkage, cupping, 
cuts, holes, porosity, fading 

 Wood shrinkage, warping, wear, unevenness, decay, poor 
finish 

 Masonry (brick, stone) cracks, stains, porosity, poor joints or 
seals, deterioration, discoloration 

 Trip hazards (unsecured electrical cords or cables or items on 
the floor; uneven or slippery floors) 

 

 

 Many aspects of a building’s interior functioning are closely regulated, 

especially regarding health and safety. Code compliance is critical both for 

occupant satisfaction and to maintain the building in good standing with 

regulatory authorities and agencies. 

 

A comprehensive facilities assessment inspection is likely to be an opportune 

time to systematically identify any functional weaknesses that might hinder 

free access and movement. Any such barriers may also violate local, national 

or international requirements. From a business perspective, barriers to 

mobility might also reduce or inhibit productivity. 
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Health and 
safety 
considerations 

Facility managers are expected to maintain a safe interior environment. 

Protecting occupants from unsafe interior conditions includes fire life safety 

and minimization of hazards. The facility manager must always be alert for 

conditions that might cause injury, incapacitation or discomfort. Storm 

preparation is also necessary so that the resources and responses are in place 

to maintain an open, operating and safe facility during routine storm 

conditions.  

 

The facility manager is wise to review manufacturer safety data sheets and to 

be familiar with government-mandated information concerning health and 

safety. It is especially important that the facility manager be familiar with 

health and safety compliance, including relevant codes, standards and 

regulations. 

 

There are aesthetic as well as economic reasons for keeping a facility safe 

and functional. The facility manager strives to maintain a safe working 

environment so that occupants and visitors are satisfied with their 

surroundings and the building provides optimal conditions for productive use. 

Furthermore, any negative event that endangers life and property could cause 

an asset to be damaged or lost. This produces a financial penalty that 

multiplies the cost of any injury or productivity loss. 

 

Health and safety aspects of particular concern regarding interiors include air 

quality and contaminants and hazardous materials. Strategies for supporting 

facility indoor air quality and managing hazardous materials in the workplace 

are discussed in depth in the Environmental Stewardship and Sustainability 

competency. 

 

Air quality and 
contaminants 
 

Acceptable indoor air quality (or, more broadly, indoor environmental quality) can 

be compromised if a building has been constructed so that air quality cannot be 

controlled and the amount of fresh air and humidity is limited. Biological 

contaminants such as mold or fungi can grow wherever four essentials are present: 

 Viable mold spores 

 Acceptable temperature range 

 Consistent moisture source 

 Nutrient source (paint, paper, wood products, adhesives, plastics, fabrics) 

 

Mold is an invasive and common problem in structures, especially in high 

humidity environments. Unfortunately it may be hidden, occurring inside walls 

and ceilings or anywhere moisture collects and cannot be readily observed. 
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Signs to look for that might indicate mold infestation include: 

 Peeling or blistering paint. 

 Rot or other damage around windows, doors and air conditioning units that 

permits water penetration. 

 Cracks, breaks or undesired openings in exterior walls and around windows or 

doors. 

 Roof damage that permits water penetration. 

 Water pooling in basement window wells. 

 Joints, sills and jambs where different claddings meet that could permit water 

penetration. 

 Cracks or damage to basement walls or foundations that may indicate water 

intrusion.  

 

In addition to mold itself, there are many other potential pollutants in buildings. 

They can be produced from interior finishes, new furnishings, office supplies, 

detergents, pesticides, cleaning materials, even emissions from office equipment.  

 

Did You Know? 

For example, new carpeting may emit gases that contain volatile organic compounds 

(VOCs) that reduce indoor air quality. To avoid poor air quality, new carpeting may be 

unrolled outdoors or in a well-ventilated area to reduce VOCs before the carpet is 

installed in its designated space.  

 

 

Hazardous 
materials 

Any solid, liquid, gas or infectious agent that can chemically or physically 

affect life, health or the environment is a concern for the facility manager and 

should be carefully managed within buildings. A spill that would be unsafe 

outside of a facility can easily produce a toxic condition inside the structure.  

 
The facility manager must be alert for unsafe conditions such as: 

 The presence of hazardous materials (storage, location, handling) that may 

be part of the facility’s purpose.  

 The presence of environmental hazards or pollution from materials such as 

asbestos, lead, PCBs (polychlorinated biphenyls), gasoline, diesel and 

other chemicals as well as the visible and invisible fumes they may create. 

 Grease, oils or slippery surfaces that could not only affect air quality but 

also cause slips or falls.  

 

 Monitors and detectors should be installed and periodically maintained to alert 

occupants to unhealthy emissions such as carbon monoxide, fuel vapors and other 
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dangerous conditions. Relative to hazardous spills or leaks, the facility manager 

should have a plan (such as an emergency procedures manual) to manage 

situations. Tactics could include: 

 Requiring availability of material safety data sheets and labeling information. 

 Providing first-line defense equipment (first aid, fire extinguisher, hydrants 

and hose, containment supplies). 

 Creating evacuation, communication and transportation management 

protocols. 

 Training and equipping personnel with personal protective equipment and 

material for support and cleanup. 

 

 Dangerous and hazardous materials are subject to strict environmental codes 

and regulations around the world. The facility manager must be aware of these 

restrictions, identify these materials within (and near) the facility, and ensure 

their proper use, storage and disposal. 

 

 Topic 5: Assess Grounds 

Typical facility 
grounds and 
common 
deficiencies 

Facility grounds include all exterior elements not attributed to separate 

structures—both landscaped and hardscaped (paved) areas. Examples are listed in 

Exhibit 4-11. Sustainable strategies aimed at facility grounds are discussed in 

more detail in the Environmental Stewardship and Sustainability competency. 

 
Exhibit 4-11: Facility Grounds (continued on next page) 

 

Type of Facility 
Grounds 

Examples 

Earthworks  Maintenance through site clearing, earth moving, underpinning, retaining 
walls, berms, dikes, terraces 

 Soil treatment, rodent and termite control, stabilization 

 Slope protection, grading 

 Grouting, expansion joints, maintaining foundations 

 Tunnels and mining 

Exterior 
maintenance 

 Pavement cleaning, rehabilitation, repair 

 Level changes, bases, ballasts, paving, aggregate surfaces 

 Curbs, gutters, wheel stops and parking bumpers 

 Markings, traffic calming, yield/stop signs, pedestrian crossing signs 

 Fences, gates, walls, bridges 

 Streetscape furniture (light poles, flag poles, railings, seating areas, 
reinforced trash receptacles) 

 Security fences and site access gates, aesthetic illumination, and lighting for 
way-finding 

 Sculpture, statues, art, fountains, waterfalls, planter boxes 

 Steps, stairs, ramps, docks 
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Exhibit 4-11: Facility Grounds (concluded) 
 

Type of Facility 
Grounds 

Examples 

Wetlands, 
undeveloped 
areas, 
landscaping 
(restoration and 
maintenance) 

 Planting, seeding 

 Plant strips, beds and features 

 Turf, shrub and tree maintenance 

 Integrated pest management with ecological use of insecticides/ pesticides 

 Water (ponds, reservoirs, cisterns, storm basins) 

 Irrigation equipment and water runoff systems, culverts, trenches 

Utilities and 
related aspects 

 Water, wells, storage, distribution, fire hydrants 

 Sanitary sewer, storm drainage, piping, mains, and tanks 

 Manholes, sewer covers, gratings, drain covers, electrical covers 

 Fuel distribution (natural gas, liquid fuel) 

 Steam energy 

 Site utilities, systems and infrastructure (power transformers, energized 
equipment, gas lines, power lines, water lines, electrical grounding) 

 Communications utilities (towers, distribution, wireless) 

Transportation 
infrastructure 
and maintenance 

 Roadways, railways, guideways, airports, bridges 

 Signaling and control equipment 

 Fare collection equipment 

Waterway and 
marine 
maintenance 

 Waterway preservation, cleaning, deepening (or dredging) 

 Signaling and control equipment 

 Shoreline protection, artificial reefs, levees, banks, scour protection, dams 

 

 

Facility landscape The smoothly transitioning, visually attractive entrance to a building or 

complex provides an immediate, positive first impression. This not only 

influences the surrounding community but also affects occupants and visitors. 

However, achieving aesthetic, financial and environmental goals for facility 

grounds can be challenging. Since landscaping often represent a significant 

long-term financial obligation, maintenance is of paramount importance. 

Proper landscape maintenance requires continuous, labor-intensive 

maintenance year-round, including turf mowing, tree pruning, hedge/brush 

trimming, flower care, fertilization, edging, aeration, irrigation, disease and 

insect control, sweeping and surface cleaning as well as litter, leaf and snow 

removal. 

 

 The signs of a successfully maintained facility landscape include: 

 Integrated pest management that minimizes the use of potentially polluting 

and harmful chemicals. 

 Adequate irrigation and xeriscaping (water-conserving landscaping 

practices). 

 Shade in summer and shelter from wind, rain and inclement weather. 
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 Seating areas. 

 Aesthetically pleasing views. 

 Habitat for wildlife. 

 

 Facility managers may use staff or contractors for grounds O&M. Many 

select contractors to maintain grounds because these activities are not 

usually significant to the core purpose of the facility or connected to the 

functions of the occupants. These services may also be contracted because 

they are seasonal. The level of care and aesthetics given to grounds is 

usually dictated by the budget provided and the general impression the 

owners or the organization desires to maintain.  

 

Facility hardscape 
 

Pavements and finished surfaces generally require high and expensive levels 

of maintenance. Road and walking surfaces are critical for way-finding, stable 

footing in inclement conditions, visual integration with buildings and grounds, 

efficient traffic circulation and other purposes.  

 

Exterior paved surfaces can be subject to heavy use as well as the extremes of 

temperature and weather. Yet they should continually meet aesthetic, 

directional, safety and security expectations and should be regularly assessed 

and substandard conditions corrected. 

 

The signs of a successfully maintained facility landscape include: 

 Safe, smooth pedestrian paths and vehicle pavements. 

 Barrier-free access for individuals with limited mobility. 

 Adequate snow and ice removal. 

 Security and emotional comfort day and night. 

 Intuitive, easily understood travel direction day and night. 

 Well-drained sites free of standing water. 

 

Safety and 
security 
considerations 

Grounds are typically designed to promote a pleasant aesthetic without 

sacrificing pedestrian or building security. For the purposes of O&M, several 

security aspects relate to facility management and passive landscaping of 

grounds.  

 

Streetscape elements are used to deny vehicle access and maintain standoff 

(security) distance. These elements can include fountains, reflective pools, 

concrete planters, barricades, walls, reinforced or anchored benches, boulders, 

trees and light poles. Grounds should be assessed to determine what is being 

done to prevent or frustrate man-made threats and prepare against natural ones. 
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Examples of security concerns to look for on facility grounds include: 

 Lack of control over physical access (flow patterns, passive barriers, 

building entry scrutiny and command, locks and locking procedures). 

 Hiding places (overgrown vegetation, blind spots, blocked sight lines). 

 Inadequate lighting, areas in shadow. 

 Unsecure or unmonitored site or building perimeter. 

 Lack of or poorly functioning alarms and surveillance systems. 

 Ignorance of nearby potentially hazardous facilities (such as fuel storage, 

chemical labs). 

 Ignorance of nearby potentially hazardous natural features (hillsides for 

potential mudslides, seismic activity, water levels that could flood, trees 

that could fall). 

 

The facility manager would be wise to prepare a security maintenance 

checklist that regularly reviews security practices and corrects any 

weaknesses. It should include contact information for critical nearby fire, 

police and hospital resources as well as equipment manufacturers’ operations, 

service and emergency shutdown procedures. 
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Progress Check Questions 

Directions: Read each question and respond in the space provided. Answers and page references follow 

the questions. 

 

1. Which of the following is an element of a building foundation structure? 

( ) a. Drilled piers and shafts 

( ) b. Roofs 

( ) c. Active fire protection 

( ) d. HVAC, plumbing and similar systems 

 

2. Which of the following is a common deficiency to look for in a building’s structure? 

( ) a. Vertical cracks in foundation walls 

( ) b. Separation of corners at windows, doors or joints 

( ) c. Poor acoustic quality 

( ) d. Overgrown shrubs, trees or foliage next to the structure 

 

3. Which of these is the most important reason to recognize and correct structural deficiencies? 

( ) a. They are unsightly and bad for morale. 

( ) b. They can be the primary cause of poor air quality. 

( ) c. They are inexpensive if caught early. 

( ) d. They could seriously affect health and safety.  

 

4. Which of these approaches is regularly used to remediate or prevent foundation deficiencies? 

( ) a. Position trees near to the building to divert rainfall effects. 

( ) b. Grade slopes and position roof downspouts to drain water away from foundations. 

( ) c. Provide a level grade out from foundations to support water percolation. 

( ) d. Add shutters, awnings or other coverings to deflect rainfall. 

 

5. Which of these would not typically be considered a building system? 

( ) a. Stairway 

( ) b. Fire suppression/life safety 

( ) c. HVAC 

( ) d. Electrical 

 

6. Active fire protection measures 

( ) a. are generally fixed-in-place walls, shaft enclosures and so forth. 

( ) b. require on-premises firefighting personnel. 

( ) c. include sprinkler and smoke control systems. 

( ) d. are seldom necessary or required. 

 



Operations and Maintenance 

© 2013 IFMA  4-42 Edition 2013, Version 1.0 

All rights reserved 

 

Printed on 100% post-consumer waste recycled paper. 

 

7. Which of the following is typically not a component in a plumbing system? 

( ) a. Distribution piping and pumps 

( ) b. Filters and vents 

( ) c. Backflow preventers and valves 

( ) d. Fans, ducts and plenums 

 

8. JSA and MSDS are designed for what purpose? 

( ) a. To reduce the risk of accidents and incidents 

( ) b. To catalog equipment and systems maintenance activities 

( ) c. To support long-range planning 

( ) d. To maintain manufacturer warranty requirements 

 

9. At a minimum, mold or fungi can grow wherever there are viable mold spores, an acceptable 

temperature range, a consistent moisture source and 

( ) a. fresh air. 

( ) b. pollutants. 

( ) c. nutrients (paint, paper, adhesives, plastics). 

( ) d. radon gases. 
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Progress check answers 

1. a (p. 4-11) 

2. b (p. 4-12) 

3. d (p. 4-15) 

4. b (p. 4-13) 

5. a (p. 4-20) 

6. c (p. 4-22) 

7. d (p. 4-23) 

8. a (p. 4-32) 

9. c (p. 4-35) 
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Chapter 3: Manage/Oversee Operations and 

Maintenance of Building, Systems and Equipment 

 

 

After completing this chapter, students will be able to: 

 Recognize how acquisition begins an asset life cycle and what factors are used in 

deciding on an acquisition, including sustainability. 

 Understand the elements of installation. 

 Understand types of maintenance and how to effectively balance maintenance 

activities using analysis and management tools. 

 Understand a typical maintenance management workflow process. 

 Recognize typical facility operations such as building automation, energy 

management and emergency preparation. 

 Understand typical conditions and measurements that signal asset replacement. 

 
 

 Topic 1: Acquire Systems, Materials and Equipment  

 From a broad viewpoint, operations and maintenance are required for 

systems/equipment and to support occupant needs. As a way to differentiate 

these areas, facility managers may refer to O&M for facility systems as hard 

services and O&M for occupant needs as soft services. Hard and soft services 

share several common aspects: 

 Both require operations and maintenance. 

 Both have similar work plan processes by which O&M is accomplished. 

 Both may be performed by employed staff or hired contractors. 

 

Here in Chapter 3 the focus is on operating and maintaining facility systems and 

equipment. Chapter 4 focuses on occupant services.  

 

A facility’s hard systems (such as the building structure, plumbing, electrical, 

HVAC, production equipment and so forth) can easily represent a major portion 

of the entire organization’s physical assets. It is the facility manager’s 

responsibility to operate and maintain those assets. That responsibility generally 

begins when an asset is acquired. Acquisition may refer to everything from the 

act of purchasing desired equipment or systems to the entire decision-making 

process used to determine what to obtain prior to its installation. 
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 Increasingly, facility managers are becoming involved in the original 

specification, design and construction phases of an infrastructure, including 

its equipment and systems. Most systems are new when a building is 

constructed; however, the life of the building is usually longer than the life 

of many of its components and systems. When replacements occur, the 

facility manager should be involved.  

 

Acquisitions may be broad and encompassing, such as during a renovation, 

or individual, such as when replacing a pump. These acquisitions may occur 

because of changing functional needs, updates, renovations or the functional 

failure of equipment. New equipment or systems are also acquired to 

improve performance rather than just as a replacement for maintenance 

reasons. A long-term capital renewal plan is important to fund and make 

these acquisitions possible. 

 

 Asset management may begin with specification and design that is value 

engineered. Value engineering should not be viewed as a cost-cutting 

approach. Rather, it compares cost-adding aspects with value-adding aspects 

as a way to assess and analyze the user’s requirements for a new asset, 

ensuring that those requirements are met but not exceeded. 

 

Once the asset is installed, it is the facility manager’s responsibility to 

achieve optimal performance and sustain that performance for the asset’s 

useful life. To accomplish this, the facility manager reviews performance 

and inputs from ongoing operations, maintenance and related sources.  

 

Acquisition 
begins the life-
cycle phases 

Acquisition initiates the life cycle of a physical asset: the useable life span of a 

product, process, facility, tool, system, technology or natural resource. It is based 

on the presumption that all things go through a continuous cycle beginning with 

creation, moving to use and replacement/ disposal, and then ideally restarting. 

Once the asset is acquired, installed and commissioned in compliance with design 

specifications, it becomes part of the inventory/register. The asset is tracked for 

the remainder of its useful life as it is operated and maintained (and repaired, if 

needed). At the end of the item’s useful life (or installed purpose), it is removed 

from service and recycled, scrapped, resold or reused for another purpose.  

 

Tracking an asset once it is acquired provides important information relative to 

O&M activities. This helps give the facility manager the means to recognize an 

appropriate time to replace the asset. It is important to track assets because: 

 Assets have different life spans. 

 Similar assets have similar life cycles. 
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Assets have 
different life spans 

All hard components or physical assets have a built-in useful life that is 

different for different components. For example, the life cycle of a light bulb 

or lamp is certainly much shorter than that of an elevator. Yet a commercial 

elevator may have a useful life that is shorter than the life of the building in 

which it was originally placed.  

 

In this way, “useful life” refers to both functionality and performance. A 

properly functioning component (such as an elevator) may at some point be no 

longer considered an adequately performing one because changing occupant 

expectations, new product design, or new technology have made the current 

system out-of-date or undesirable. 

 

Similar assets have 
similar life cycles 

New acquisitions not only signify the start of an asset’s use but also represent 

due diligence (the investigation and analysis of a potential purchase to 

minimize risk and possible loss). The facility manager gathers information and 

studies, compares and selects among similar assets to help determine what 

acquisition to make and when.  

 

Some of this knowledge comes from existing assets of a similar kind that are 

tracked through O&M reports. These reports provide information on 

frequency and costs for maintaining or repairing existing material, equipment 

or systems.  

 

The facility manager tracks functionality, benefit and useful life of all installed 

assets. This helps determine when it appears that the total cost for continuing 

to keep and maintain the asset will exceed replacement or upgrade costs. At 

that point, a replacement asset is acquired, and the life cycle and tracking of 

the replacement begins. 

 

Considerations 
in deciding on 
an acquisition 

Every hard component has a built-in useful life. The facility manager needs to 

know the life cycle or the actual condition of the item to determine when it is 

appropriate to continue maintaining and repairing the item and when it is 

appropriate to replace the item. Several aspects are considered when deciding 

to acquire new or to continue maintenance, including life-cycle cost, reliability 

and maintainability, performance and energy use, and sustainability. 

 

Life-cycle cost Life-cycle cost (LCC) is the total cost of acquisition, operation, maintenance 

and support of an item throughout its useful life, including the cost of removal. 

Life-cycle cost reflects the total cost of ownership over the life of the asset, 

not just its capital investment and operating costs. It includes a valuation or 

measure of environmental impacts produced by the asset’s creation. 
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A thorough discussion of life-cycle costing can be found in the Finance and 

Business competency; however, for the purposes of O&M, there are several 

significant life-cycle cost considerations: 

 First costs (acquisition, capital investment, design, construction) 

 Recurring costs (operation, maintenance and repair costs; energy and 

resource, or sustainability, costs; alteration, improvement and replacement 

costs) 

 Potential added value (any value of deferred maintenance; any realized 

benefits, such as improved productivity, safety, aesthetics; measurable 

residual, salvage or resale value upon disposal) 

  

The facility manager also considers other strategic factors and space 

requirements when preparing to acquire systems, equipment or other 

significant physical assets. These other considerations may include:  

 Owner/management policy—what is required and culturally expected. 

 Goals—what the acquisition is expected to accomplish. 

 Allocations—how the activities and equipment related to space are 

proportioned. 

 Growth—what potential expansions or changes may require new rounds 

of acquisition or replacement. 

 

The facility manager must be able to contrast and compare all of these factors. 

This analysis helps provide the most accurate and complete information to 

determine the best possible acquisition among qualified alternatives. 

 

Reliability and 
maintainability 

By tracking the cost of maintaining existing systems and equipment, the facility 

manager has a means to recognize more accurately when it might be time to 

replace rather than maintain or repair infrastructure assets. Confidence in the 

reliability of critical systems also plays a role in the decision to acquire an 

asset. For example, it may be better to replace a critical piece of production 

equipment before the chance it may fail becomes too great. In this way, 

criticality as well as life-cycle costing helps inform decision making. 

 

The facility manager can find information on the potential operational 

reliability and maintenance aspects of an acquisition under consideration from 

manufacturer specifications, industry standards and associations, and other 

facility managers. 

 

It is important to know where to go and whom to contact for objective, 

professional help. When considering a new acquisition of materials, equipment 

or systems, the facility manager may need to seek advice from design, 
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architectural and engineering services or knowledgeable contractors. The 

facility manager may also request vendors to provide references who may be 

asked for information and insight. 

 

All of these inputs help provide a more accurate understanding of the costs to 

expect for operating and maintaining an acquired component or system over its 

useful life. This not only permits cost comparisons among competitive 

candidate items but also provides information on service and maintenance 

frequency, possible productivity benefits and other life-cycle cost expectations. 

 

Performance and 
energy use 

Changing needs may also require that new materials, systems or equipment be 

acquired. A facility may add new functions, different occupants or capacity. 

Any of these changes could require new materials, systems or equipment. New 

technology such as energy-efficient lamps, equipment or other performance 

improvements could provide savings that merit purchasing them, even when 

existing lamps or equipment are still functioning. 

 

Aesthetics, rather than functional factors, may create the need for new carpet 

or fresh paint. In these cases, performance is measured in perceptions as much 

as productive savings. These are some of the aspects a facility manager tracks 

and considers as part of life-cycle costing and the total cost of ownership. 

 

Sustainability 
considerations 

Both public policy and business perspectives play a role in defining and promoting 

sustainability. They recognize a common concern to meet short-term basic social 

and economic needs without undermining future resources or environmental 

quality. For example, a facility manager may choose to accelerate the replacement 

of technology that is significantly less energy efficient than current options or that 

poses an environmental risk, such as an air conditioning unit using a refrigerant 

banned in new models. 

 

 Rankings of sustainability 

When acquiring new elements, the facility manager should favor resources that 

rank higher in relative sustainability. These can be ranked as follows in order of 

most sustainable to least sustainable: 

 

1. Perpetual resources such as solar, wind, geothermal and tidal energy 

  

2. Renewable and recycled resources. Renewable sources include wood from 

sustainable sources and biodegradable plant materials. Materials made with 

recycled content are valued according to the percentage of the product that 
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derives from recycled content. It is important to note that renewable materials 

are natural, which can also make them more susceptible to rot or decay. 

Some products may contain added chemicals such as arsenic, asbestos or 

formaldehyde that could prohibit their use. The facility manager must 

consider all of these factors. 

 

3. Recyclable resources such as aluminum, paper, glass or plastics can be 

reprocessed and used to make new products but at added (and perhaps not 

sustainable) expense. 

 

4. With reducible resources such as packaging or energy use, changes in how 

they are handled, maintained or originated can reduce environmental impact. 

 

5. Nonrenewable resources such as coal, oil and natural gas, which cannot be 

reused and may not be replaced as fast as they are being used, represent the 

least sustainable option. However, products and technology may be ranked 

within this group according to levels of efficiency of resource use. 

 

 Topic 2: Install Systems, Materials and Equipment  

Installation  
defined 

Installed equipment is generally considered that equipment affixed to the 

owners’ buildings and maintained by the facility manager (not the landlord, 

the functional operator or the line manager). The process of installation puts 

the material, component, system or piece of equipment in place in 

preparation for its use.  

 

Installation of equipment and systems generally requires commissioning, 

integration and documentation. 

 

Commissioning Installed equipment should be commissioned. Commissioning is the process of 

evaluating, verifying and documenting the performance of facility systems, 

subsystems, components and operations (and maintenance procedures) to 

ensure that they function to the intent of the design and efficiently as a system. 

 

Commissioning may be considered to be the transition between installation and 

O&M in the physical asset life cycle. It generally consists of: 

 Documenting requirements, activities and decisions relative to the 

acquisition of equipment and its specified purpose. 

 Testing for functional performance. 

 Establishing baseline performance. 

 Training operators. 
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Commissioning helps make the acquisition ready for useful operation and 

marks the beginning of its maintenance schedule. However, commissioning 

does not always occur at the initial installation. It can occur whenever 

equipment or systems are installed or replaced. 

 

For example, predictive testing and inspection methods such as vibration 

analysis and motor circuit analysis help not only to ensure efficient 

performance but also to help avoid future maintenance issues, early failures or 

other reliability problems. Vibration analysis and MCA (motor circuit analysis) 

are discussed more in Topic 3 of this chapter.  

 

Commissioning may occur at different times and in different ways. The 

following are a few examples. 

 

 Recommissioning or retrocommissioning is a systematic process to 

investigate, improve and optimize systems as a way to support high 

performance and ensure functionality. Recommissioning or retro-

commissioning should not be considered a substitute for major repairs. 

Instead, it is most often separate from maintenance procedures and is used 

to reach a higher standard in energy efficiency, occupant satisfaction or 

some other performance goal. 

 

 Continuous commissioning is an ongoing approach to maintain systems at 

optimal performance at all times. This process is often applied to energy 

use, management and conservation in existing buildings. It may also be 

utilized when portions of a system are replaced to produce assurances that 

the new equipment or parts support overall system performance and the 

capabilities of existing equipment or parts.  

 

Commissioning activities may be accomplished by staff, contractors or 

independent third parties, depending upon the expertise or compliance 

regulations required. An independent party may be hired to commission 

complex environmental or health and safety equipment, while staff or 

contractors may operate and maintain it after commissioning. 

 

Integration The facility manager oversees installation in a timely, efficient and effective 

manner. In general, this means that: 

 Installation is integrated with the ongoing operations and maintenance 

schedule.  

 The schedule is developed from a systematic work plan. 

 The work plan is specified through a work order for installation. 

 Documentation of O&M activities begins. 
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Relatively few operations or maintenance activities within a facility should 

occur in isolation. Independent action may be required to manage an 

emergency, respond to a breakdown, or react to an unexpected event. However, 

anticipated installation activities should usually be contained in the O&M 

routine and occur as part of the schedule.  

 

It is important to schedule installation so that it minimally disrupts occupants, 

customers and tenants. It is also important to coordinate the installation 

schedule with other work, including maintenance, repair, alterations and other 

capital projects. For example, coordinating activities helps ensure that a wall 

will not be freshly painted by a maintenance team right before it is removed by 

a renovation team.  

 

New acquisitions that involve utilities (electricity, water, fuel, communication 

wiring) should be selected and installed with particular care because they 

become invisible once installed and are noticed only when they fail to function. 

Occupants are particularly sensitive to occasions when these highly critical 

systems malfunction.  

 

Core systems such as plumbing, electrical, heating and cooling can be complex 

and difficult to inspect once they are behind walls, floors and ceilings. Careful 

installation and complete documentation are important so that as a building 

ages and utilities deteriorate, the facility manager can maintain systems for 

adequate safety, reliability and efficiency.  

 

Once installation is complete, the asset becomes part of the facility manager’s 

O&M schedule. This means that the asset is integrated into the work plans and 

work orders of facility management. This workflow process is discussed in the 

next topic of this chapter. 

 

Documentation Installation marks the start of the useful life of an item or system. Documenting 

the new installation is important not only because it officially captures the start of 

the installed element’s use (and thus the beginning of its life cycle) but also 

because it is a convenient source when information is needed in the future. The 

decisions that led to the selection of the item may be supported or challenged by 

the recorded and cumulative results of its ongoing operations and maintenance.  

 

Complete documentation of the installation provides the orderly, organized start 

that the facility manager needs for timely, complete and effective O&M. This 

documentation is typically organized in an equipment O&M manual. Each 
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documented item should be compiled in the inventory/register to be stored in a 

central file or conveniently near the system itself. The location is also noted in the 

work order log so that anyone working on the installed element knows where to 

find its documentation. 

 

The inventory/register documentation contains important information that:  

 Designates location (building, floor, room, placement of item). 

 Describes type of equipment or system. 

 Locates related specifications or drawings. 

 Specifies manufacturer, model number, serial number, inventory/register ID 

number. 

 Specifies any permits, compliance codes or other regulatory requirements. 

 Records original cost and installation date. 

 Documents service warranty requirements and the responsible service 

supplier. 

 Indicates intended useful life, maintenance plan and recommended intervals. 

 

A facility manager may not have a documented list of assets if, for example, a 

building is purchased and the new owner is not given an inventory or if the 

register is incomplete or nonexistent. In this instance, the facility manager may 

seek other information sources, including: 

 Operations and maintenance manuals. 

 Drawings and plans. 

 Other files, notes or documents available through purchasing, accounting or 

other departments. 

 

When there is no inventory/register or if it is incomplete or determined to be 

inaccurate, the facility manager may decide to perform an assessment so that a 

record may be established.  

 

In typical facility management operations, the documentation (along with work 

requests) is incorporated into a central, automated system that tracks schedules, 

priorities, work approach and personnel. This may be known as a computerized 

maintenance management system (CMMS) or integrated work management 

system (IWMS).  

 

The information in a CMMS/IWMS may include:  

 Manufacturer specifications, parts inventory suggestions. 

 Warranty and service schedule requirements. 

 Maintenance history (planned and unplanned activities). 
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 Maintenance attributes such as filter sizes, belt sizes, capacity, horsepower, 

voltage, amperage, pressures and so forth. 

 Cumulative costs of maintenance efforts (labor, downtime, lost production). 

 Planning for budget and personnel. 

 

These automated systems generally contain both operations and maintenance data 

for facilitywide management. The system tracks costs to help the facility manager 

make informed decisions about optimum maintenance schedules, operating 

results, and repair/replace thresholds. These automated systems, as well as 

building information modeling (BIM), are discussed in the Technology 

competency. 

 

 Topic 3: Maintain Systems, Materials and Equipment  

Maintenance 
defined 

Maintenance is the work necessary to maintain the original, anticipated useful 

life of a fixed asset and the upkeep of property and equipment. Operational 

maintenance of buildings, systems, and equipment generally relates to 

activities that keep the facility functioning as intended so that occupants and 

facility management staff are productive and safe.  

 

Over time, operational costs will far exceed a facility’s design and 

construction costs (three times more according to D. G. Cotts in the Facility 

Management Handbook). Proper maintenance can significantly affect the total 

cost of ownership. 

  

General operational maintenance costs are usually different from capital-

funded costs.  

 Capital-funded projects usually focus on large-expenditure repairs or 

replacements of systems or building components as well as remodeling or 

other major changes designed to, for example, anticipate property 

improvements or expand productivity. The funding for these activities 

usually accumulates as reserves over several years.  

 Funding for O&M activities that maintain the building, manage its 

efficient use, and support current systems and equipment is usually an 

annual budget item that is based on tracked and estimated expenses.  

 

Types of 
maintenance 

In terms of buildings, systems and equipment, the tasks of operational 

maintenance can generally be divided into two major types: planned and 

unplanned. Both predictive and preventive maintenance generally follow a 

routine based on calendar days, usage (meter readings or run time), or both.  
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Planned 
maintenance 

As noted in Chapter 1, planned (proactive) maintenance is any maintenance 

activity for which a predetermined job procedure has been documented and 

for which all labor, materials, tools and equipment required to carry out the 

task have been estimated and their availability assured before 

commencement of the task. To maximize the benefits of avoiding failure, 

some facility managers promote a high level of planned maintenance work 

balanced against total cost of ownership; this is discussed in more detail 

later in this topic. 

Routine building inspections, tours and watches are part of planned 

maintenance as well as corrective work identified during its two 

subcategories—preventive maintenance and predictive maintenance. 

 

 Preventive maintenance 

Preventive maintenance is an equipment maintenance strategy based on 

replacing, overhauling or remanufacturing an item at a fixed interval, 

regardless of its condition at the time. Preventive maintenance brings value to 

occupants because it may prevent costly disruptions in organizational 

processes due to the failure of technology.  

 

Typical preventive maintenance activities include the following: 

 

 Periodic or occasional inspection to determine the condition of 

equipment and/or the tools, labor, materials and equipment required to 

repair an item.  

 

 Adjustment performed on materials, equipment, systems and so on to 

match a standard or meet a requirement.  

 

 Lubrication to reduce friction and prevent damage by abrasion. 

Lubrication can also dissipate heat caused by the friction of moving parts 

making contact. For maintenance purposes, lubrication may involve a 

lubricating oil analysis to monitor emerging conditions, confirm problems 

identified through other means (such as vibration), and troubleshoot 

known problems. 

 

 Cleaning (noncustodial) can improve operational productivity and 

occupant health, comfort and safety by addressing dust buildup; air, oil 

and steam condensate on filters; grease accumulation on machinery; and 

dirty atmospheric conditions in general. Noncustodial or maintenance 

cleaning can be established on daily, weekly and monthly schedules.  
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 Painting may include applying coatings to protect against corrosion, 

weathering or deterioration; to promote visibility or durability; or to 

provide color and aesthetics as when painting furnishings, moldings, walls 

and the like. 

 

 Replacement (as distinguished from repair) involves a complete, 

identifiable item. Replacement of parts may arise from obsolescence, wear 

and tear, or destruction.  

 

 Minor repairs are generally ascribed to maintenance activities that do not 

exceed one or two workdays per task and do not noticeably prolong 

service life or add to value. 

 

 Major repairs are generally those that exceed two workdays or cannot be 

performed by staff. They may prolong service life but not increase the 

value of equipment/systems. 

 

 Predictive maintenance 

Predictive maintenance (PdM) is a type of planned maintenance that utilizes 

technology, which allows the forecasting of failures through monitoring and 

analysis of the condition of the equipment. The analysis is generally conducted 

through some form of trending of a parameter such as vibration, temperature or 

flow. PdM is also known as condition monitoring, condition-based maintenance 

or predictive testing and inspection.  

 

Predictive maintenance anticipates the need for repairs by identifying faults as 

early as possible. It allows equipment to be repaired at times that do not interfere 

with production schedules. The following list of predictive maintenance 

technologies or instruments demonstrates the range and purposes of PdM: 

 Vibration monitoring and analysis  

 Infrared (IR) imaging/thermography 

  Oil analysis of lubricant properties and suspended contaminants 

 Airborne ultrasonics to detect high frequency sounds produced by air or 

gas leaks, electrical emissions and mechanical operations 

 Motor circuit analysis (MCA) to determine the condition of a motor power 

circuit before catastrophic motor failure can occur 

 Laser shaft alignment to determine the collinear condition or alignment of 

pump and motor shafts 

 Laser sheave alignment to maintain proper belt alignment 

 Tong tests to measure the electrical current in the conductor without 

requiring the conductor to be disconnected 



Operations and Maintenance 

© 2013 IFMA  4-56 Edition 2013, Version 1.0 

All rights reserved 

 

Printed on 100% post-consumer waste recycled paper. 

 

Facility managers refer to and use reliability data available from outside 

resources. Such data is available from  many national and international 

associations and agencies. 

 

Predictive maintenance can provide several advantages, including: 

 Less equipment downtime, catastrophic failure or additional damage.  

 Fewer emergencies. 

 Better control over maintenance schedule. 

 Advanced notice to prepare personnel, materials and equipment. 

 A cost-effective maintenance approach. 

 

PdM activities may also be applied as part of the initial phases of facility 

construction or repair (such as during design, procurement, installation and 

operational aspects). This could include applying techniques such as root 

cause and failure analysis, age exploration, and precision alignment and 

balancing during the life cycle of the facility. These aspects will be discussed 

later in this topic.  

 

Unplanned 
maintenance 

Unplanned (reactive) maintenance, or unscheduled maintenance, refers to any 

maintenance work that was not on an approved maintenance schedule before it 

began. 

 

There are three subcategories of unplanned maintenance: corrective, run-to-

failure and emergency. 

 

  Corrective maintenance. Corrective maintenance is any activity that is 

required to correct an unanticipated component failure that has occurred or 

is in the process of occurring, for example, a machine breakdown because 

of bearing failure. This activity may consist of repair, restoration or 

replacement of components. 

 

  Run-to-failure. Run-to-failure is a strategy in which no routine 

maintenance tasks are performed on the equipment. The only 

maintenance performed on the equipment is corrective maintenance, and 

then only after the equipment has suffered a failure. This is also 

described as a nonscheduled maintenance strategy. An example would 

be replacing a small quarter-horsepower pump when it fails in a 

noncritical system. The cost to maintain the pump would be more than 

the cost to replace it. Other examples of items that run to failure are 

door knobs and relamping.  
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  Emergency maintenance. Emergency maintenance is any activity that 

requires immediate repair because of impending danger to the occupants, 

their business processes, the building or a building system. For example, 

this could be repair of a broken door or exterior window or a loosened 

stair railing. 

 

Typical 
maintenance 
activities 

Exhibit 4-12 illustrates where different maintenance activities—planned and 

unplanned—may occur. Prioritizing all the options relative to operational 

maintenance is generally determined by the criticality of the system or 

equipment. 

 
Exhibit 4-12: Typical Maintenance Activities 

 

Planned Maintenance Unplanned Maintenance 

Preventive Predictive Corrective Emergency 

 Inspect 

 Adjust 

 Lubricate 

 Clean traps 

 Paint 

 Check for noise, 
odors, vibration 

 Tighten connections 
 

 
 Vibration 

analysis 

 Ultrasonic 

 MCA 

 IR thermography 

 Laser alignment 

 Oil analysis 
 

 
 Hot/cold call 

 Lights out 

 Broken fixture 

 Clogged toilet 

 Spill/stain 

 Damaged furniture 

 Broken lock 

 Vandalism 

 
 Leak/flood 

 Power outage 

 Gas leak 

 Safety/hazard 
issue 

 Chemical spill 
 

 

 

Balancing 
maintenance 
activities—
reliability-
centered 
maintenance 

Ideally, an organization should have more planned maintenance 

activities than unplanned. In production or manufacturing facilities with 

large equipment and complex processes, plant engineers recognize that 

the breakdown of a piece of assembly equipment can be costly not only 

in terms of labor hours lost and repair expenses but even more in the 

revenue lost because goods are not produced. Preventive and predictive 

procedures are critical to avoiding such breakdowns. 

 

On the other hand, in nearly all cases it is not prudent for a facility 

manager to strive for 100 percent planned maintenance. Labor hours 

spent in operational maintenance generate an opposing cost, and there is 

a point of diminishing returns between the cost of total preventive 

maintenance to produce ideal operating conditions and low cost from 

minimum maintenance that increases the potential for expensive 

breakdowns. In addition, unplanned maintenance is not necessarily the 

result of improperly conducted or inadequately planned activities. The 

facility and its management are dynamic. The operational status of 
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materials, equipment, systems and even the building itself can change 

without warning.  

 

The facility manager needs to balance planned and unplanned 

maintenance. The ratio between the two may vary, depending upon the 

mission, age, requirements and resources of the facility/owners. The 

ideal balance occurs by finding the optimal timing and method of 

maintenance so that planned maintenance costs are at their lowest while 

keeping the potential or realized equipment downtime also at its lowest.  

 

This relationship optimizes maintenance by comparing it to the cost to 

replace or restore losses due to equipment failure. It may be referred to 

as a reliability-centered maintenance (RCM) approach and is illustrated 

in Exhibit 4-13. 

 
Exhibit 4-13: Reliability-Centered Maintenance Approach 

Maintenance Level

Maintenance 

Costs

High

High
Low

Lost

Productivity

Downtime Costs

Repair Costs Excessive 

Preventive 

Maintenance 

Cost

Optimal

 
 

 

 Reliability-centered maintenance determines the best mix of preventive 

maintenance, predictive maintenance, proactive repairs, and run-to-failure 

approaches.  

 

These different maintenance and repair options are integrated and employed in 

combination to produce the greatest probability that a machine or component 

functions as intended over its design life cycle balanced against the proper 

level of maintenance.  
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 The facility manager may apply a number of analysis tools to maximize 

reliability and performance at the lowest total cost, including the following: 

 

 Failure modes and effects analysis (FMEA) helps determine failure 

probabilities and system reliability, which supports the facility manager’s 

maintenance decisions. The facility manager evaluates work relative to 

dollar value, work complexity, occupant dissatisfaction and criticality to 

occupants, the facility and the organization’s mission. Physics of failure 

(PoF) and criticality are examples of approaches used to support FMEA. 

Criticality can be ranked as values most critical to least critical to the 

facility mission and strategic plan, such as: 

 • Protect life. 

• Protect property. 

• Protect operations. 

• Comply with codes. 

• Protect productivity. 

• Protect energy loss or cost. 

 

  Root cause analysis (RCA) is a systemic approach that aims at finding 

the underlying or root cause of the problem. Some problems should not be 

fixed but instead the system or equipment should be replaced. A root 

cause analysis can help determine this. Generally, RCA applies five 

questions (five “whys”) as a technique to reach beyond symptoms to 

determine the root cause of a problem. Essentially, the questions ask why 

the customer/occupant was dissatisfied in order to reach the basic cause of 

the problem. The question loops back several times by continuing to ask 

“why” until there is agreement on what the problem is and how it 

happened. A root cause analysis is not intended to find fault or blame but 

to recognize the true cause of equipment and system failures. 

 

  Age exploration, or reliability analysis, uses historical data to improve 

reliability or productivity or reduce the cost of maintaining an item. It is 

similar to FMEA and RCA in that the goal is to understand the condition 

of the component, equipment or system and the potential/ probability of 

failure. By knowing the age and condition of the item, the facility manager 

can decide if maintenance should be made more intensive, if inspections 

should be more intrusive, or if replacement or repair options should be 

considered. 

 

Most critical 

 

 

 

 

Least critical 
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 It is highly unlikely that any maintenance program can prevent all failures. 

However, RCA can help provide historical maintenance knowledge, FMEA 

can help provide proactive maintenance knowledge, and RCM can help the 

facility manager achieve a balanced maintenance approach to support the 

productivity and efficiency expectations of the business owner based on lowest 

total overall cost. 

 

Maintenance 
management 
workflow 

Maintaining a facility’s assets requires exceptional information input, 

organization and control. In general, it involves: 

 A plan or routine that balances planned maintenance and corrective 

maintenance. 

 An inventory/register organized by location and group. 

 An understanding of the maintenance tasks required. 

 A prioritized approach to assigning and accomplishing the work. 

 Resource allocation to complete the work in a timely, efficient manner. 

 Data input once the work is completed. 

 A means to capture that feedback as a way to update the status of the 

inventory/register. 

 

The facility manager uses the directional goals established by the strategic 

facility plan and the inventory/register to produce a short-range O&M 

approach (usually up to one year) for maintenance management. 

 

The approach may be different, depending on the mission of the organization, 

the priorities of the ownership, the state of the facility’s equipment/systems, 

and the facility manager’s methods.  

 

 All types of maintenance may follow the same general approach. The 

difference usually occurs at the point when work is requested. 

 Requests for planned maintenance generally come automatically based on 

predefined schedules set for preventive and predictive maintenance.  

 Requests for unplanned maintenance can come as telephone calls, faxes, 

or e-mail messages into a work control or work management center. 

 Corrective maintenance is generally added to the schedule based on the 

criticality, demand and priority of that unplanned maintenance.  

 

A typical maintenance management workflow process consists of the activities 

shown in Exhibit 4-14. 
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Exhibit 4-14: Typical Workflow Process 
 

Receive Request

Assess Request

Assign Work

Perform Work

Return Results

Input Data

Measure Performance

 

 

 

Receive request 

 

A work request is the primary method by which user departments request the 

initiation of a maintenance task. These work requests may be part of regular, 

scheduled maintenance, or they may come from occupants or others making 

requests through a work management center (WMC) or help desk. They may 

be made by e-mail, telephone, meeting or direct entry into a CMMS. The work 

request is usually converted to a work order (WO) after it has been authorized 

for completion.  

 

Service orders, service requests and the like usually represent smaller, service-

oriented requests for maintenance that need immediate attention. These are 

normally measured by the cost and time of the work so that, at some threshold 

for either, the request is more closely considered and estimated.  

 

Routine maintenance for the building, equipment and systems is also included 

through work requests that will be turned into work orders. Manufacturer 

warranty requirements and recommendations largely determine the schedule 

and frequency of planned maintenance. Routine planned maintenance requests 

(rather than unplanned maintenance requests) should typically reflect the 

majority of requests when a facility is managed by a reliability-centered 

maintenance philosophy.  

 

Assess request 

 

Supervisors or other authorized personnel identify, prioritize, and otherwise 

sort the work requested and create a work plan. The work plan is often 
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managed through the work management center. The WMC may be the 

exclusive domain of a facility manager or may involve the coordination of 

many individuals responsible for work reception, preventive maintenance, 

estimating/planning/budgeting, materials, customer service, and work 

assignment. In a larger operation, an individual (or WMC staff) enters 

request data into the CMMS/IWMS and routes work orders to a supervisor 

for review and assignment. 

 

WMC/help desk staff may coordinate many different types of work coming 

from many different sources, including: 

 Coordination of activities by individuals and different skills to specific 

projects. 

 Projects, alterations and renovation work directed by the strategic 

facility plan and the tactical O&M plan. 

 Support for operations such as moves, custodial activities, security and 

other requests (discussed in Chapter 4). 

 Planned maintenance including preventive and predictive maintenance, 

routine building inspections and watches. 

 Special or planned events such as reimbursable services, activities 

coordinated among multiple trades or shops, planned outages and 

others. 

 Previously unscheduled corrective and emergency maintenance 

activities approved to be done. 

 Corrective or demand work that moves to a higher priority.  

 Anticipated requests from a backlog that recognizes all work available 

to be done, including job interruptions.  

 Backlog work that has been approved and for which parts are either 

listed or bought and everything is ready. 

 

Work requests may be prioritized based on: 

 Safety for occupants, visitors and workers 

 Regulations 

 Customer deadline 

 Energy efficiency 

 Environmental impact 

 Performance improvement 

 Durability  

 Economy of work motion 

 Aesthetics 
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Help desk personnel communicate with facility management leaders, 

including the facility manager, to ensure that the necessary information is 

going into the CMMS/IWMS to generate meaningful and accurate 

performance measures. These performance measures could include: 

 Staff productivity. 

 Preventive maintenance versus corrective maintenance. 

 Work order aging (how long it has been since the WO was prepared). 

 Turnaround time (how quickly the WO was completed). 

 Emergency response time (how quickly responses occurred). 

 Preventive maintenance completion rates (how efficiently it was 

performed).  

 

Performance measurements and approaches are discussed more fully in 

Chapter 6. 

 

Assign work 

 

An integrated workflow schedule can help the facility manager assign work 

crews across projects more efficiently. For example, efficiencies may be lost or 

gained because activities may:  

 Occur near to each other and thus may be done at the same time or in quick 

succession. 

 Require the same tools, parts or skills and may benefit by using the same 

personnel. 

 Be redundant because others are performing the same, similar, or partial 

work at a different time. 

 Be unnecessary because a different, overarching activity negates its purpose 

(for example, lubricating a machine scheduled to be removed the next day). 

 

When jobs are more complicated or involve several different workers or skills, 

the facility manager (probably assisted by the CMMS) must carefully consider 

how schedules interact. This can help reduce conflicts and promote more 

coordinated activities. 

 

Managing activities at one job site may require coordinating several visits by 

different maintenance personnel at different times. The sequence of work may 

also prioritize which trades or individuals appear, when they appear, and what 

they must accomplish for the project to continue in an orderly, efficient manner.  

 

Once a work request is received and assessed, it is assigned to an individual or 

team usually through a work order (or its equivalent such as a job ticket). The 

WO is the prime document for planned and unplanned operational maintenance. 



Operations and Maintenance 

© 2013 IFMA  4-64 Edition 2013, Version 1.0 

All rights reserved 

 

Printed on 100% post-consumer waste recycled paper. 

 

It may include information such as: 

 Description and type of work required. 

 Work location. 

 Customer and contact information. 

 Work group or service organization assigned to complete the work. 

 Repair codes. 

 Task priority. 

 Job procedures to be followed. 

 Parts, materials, tools and equipment required to complete the job. 

 Labor hours, costs and materials consumed in completing the task. 

 Key information on failure causes. 

 Work performed. 

 Prior work performed. 

 Other details or notes specific to the task and assignments. 

 

 In some facilities this information is entered at the work management 

center and a WO is prepared, or the request is reviewed by a supervisor 

before the actual WO is prepared. Supervisors may consider the type of 

work, urgency, skills required, available personnel and other aspects that 

promote efficiency. In this way the facility manager can determine 

whether to prepare a WO, place the request on hold or dismiss it.  

 

Work orders can range from simple to complex, depending upon what is 

required and to what level the work is planned. Typical WOs for 

maintenance for equipment or systems may require many different tasks 

and components and may include a list of the trades or skills involved, the 

job steps for each, and their equipment and material requirements. 

Usually, work orders do not anticipate or allow for delays, unforeseen 

events or unusual circumstances.  

 

There are two general types of work orders: 

 

 A standing work order is left open either indefinitely or for a 

predetermined period of time for the purpose of collecting labor hours 

and/or supplies/materials costs for which it has been decided that 

individual work orders should not be raised. Examples would include 

standing work orders raised to collect time spent at safety meetings, or 

in general housekeeping activities.  
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  A standing operating order represents predictable, routine services that 

can be planned in advance and occur on a regular basis. These may 

include inspections and established preventive maintenance. Some 

facility managers include non-core services such as custodial, waste 

collection, food services and grounds maintenance as standing operating 

orders that are automatically included as work reception inputs. Using 

standard, preprinted descriptions fully supports the maintenance activity 

yet reduces redundant planning, writing and paperwork. 

 

Perform work 

 

Personnel or contractors execute planned and unplanned maintenance work 

based on the work plan and the directions of the WO. The requirements in the 

work order should be reviewed before going to the job site, since it may specify: 

 Advanced preparation necessary (materials, tools, equipment, or special 

skills personnel or individual training needed). 

 Dependencies among tasks (such as coordinating staff or contractors with 

different skills or responsibilities so that tasks are efficiently accomplished 

without unnecessary delay or waiting time).  

 Coordination and productivity considerations (priorities, relationship with 

nearby O&M activities, and economic use of time and motion). 

 

 Work productivity can easily suffer in O&M because so many aspects need to 

be recognized and coordinated. Productivity rates can fall when, for example: 

 Parts, materials or tools are not available. 

 Work groups are not synchronized. 

 Emergencies produce conflicts. 

 Customers or occupants delay access. 

 Poor work descriptions cause confusion.  

 

The facility manager must strive to keep activities efficient, orderly, in the 

right sequence, on time, within guidelines and fully reported. 

 

Return results 

 

Once the requested work is complete (or at some other designated point), the 

results of the work are communicated and any additional needs or 

unanticipated requirements are noted. Staff/contractors return the WO with 

complete detail on the work performed. This may be transmitted to a 

supervisor or to the work management center/help desk. 

 

Regarding work activities, the facility manager (or a designate) may also: 

 Check and inspect the maintenance work. 

 Close completed work orders and perform cost accounting. 
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 Update activities with reports. 

 Solicit feedback from occupants, owners and maintenance personnel to be 

included as inputs in the ongoing, cyclic management of the maintenance 

workflow. 

 

Input data 

 

In this step, the work results are collected and organized to regularly update 

the status of maintenance and the condition of the facility and its equipment 

and systems. Data from the WO is entered into a facility information 

management system such as the CMMS/IWMS or equivalent. This data may 

include work class, repair codes, equipment, time and so forth. Once the data 

is entered, the WO is completed and closed. If additional or follow-up work is 

needed, an additional WO is usually created and becomes part of the ongoing 

work plan. 

 

Measure 
performance 

As data is accumulated, the facility manager compares overall results against 

predetermined performance expectations. The quality of inputs from work 

orders helps determine the accuracy of information the facility manager uses 

to support efficient, effective operational maintenance.  

 

A key performance and measurement approach applied to facilities (as well as 

processes and the workplace) is known as the balanced scorecard (BSC). A 

BSC helps the facility manager implement practices that align with the entire 

organization’s mission and strategy. The balanced scorecard approach assesses 

performance from multiple perspectives: financial, customer, process and 

innovation or learning. The concept of the balanced scorecard is discussed in 

more detail in the Leadership and Strategy competency. 

 

 By viewing the organization from these perspectives, the facility manager 

has the means to review results against expectations or performance 

indicators. It also helps the facility manager organize and present O&M 

results, requests and objectives in a way that communicates with upper 

management and facility owners. The role of BSC and key performance 

indicators in assessing facility operations and maintenance are discussed in 

Chapter 6.  

 

A note on 
automation 

Automation is a tool that helps make the workflow process efficient. This 

automated relationship is noted by the dotted line in Exhibit 4-14 that 

connects and encapsulates the steps from when a request is assessed until 

performance of the work is measured. This forms a continuous loop that 

becomes the basis for continuous improvement in managing a facility.  
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A computerized maintenance management system uses automated 

technology to assist with the effective and efficient management of 

maintenance activities. It generally includes elements such as equipment and 

inventory management, computerized work orders and applications for 

scheduling planned maintenance tasks as well as numerous other features. In 

general terms, a computer-aided facility management (CAFM) system may 

incorporate the functionality of CMMS, along with numerous other 

functions such as space planning, energy management and asset 

management. Facility technology is discussed at greater depth in the 

Technology competency. 

 

If there is no computer-based system to help determine and organize 

operations and maintenance schedules or requests, the facility manager uses 

a manual process to schedule and review operational maintenance activities 

required for the day, the week, the month and even longer durations.  

 

Whether the requests and work performance data are automated or manually 

generated, the facility manager’s ability to efficiently and effectively 

maintain building, systems and equipment is only as good as the quality of 

the record system and the inputs provided. 

 

Maintenance 
during peak 
periods 

Managing a facility can be especially stressful during peaks when 

resources may be strained. This is a time when the facility manager 

becomes a leader and motivator to help staff and occupants manage 

demands.  

 

 The Leadership and Strategy competency is a good resource to use in 

learning more about leading personnel. Concerning O&M, when demand is 

high, the facility manager demonstrates leadership by handling situations in 

a manner that sets a proper tone. Some examples include the following: 

 Be present as a facility manager by creating a positive atmosphere and 

being available to answer questions and resolve conflicts. 

 Prepare staff, contractors and occupants for the challenge of higher 

demands; recognize the heightened emotional state. 

 Encourage involvement and ownership so that the focus is on 

efficiently handling tasks and solving problems and not finding blame 

or becoming distracted by complaints. 

 Help dampen stressful situations and calm upset individuals; encourage 

staff as well as occupants to express their anxiety and frustration; 

encourage patience. 
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 Support efforts made to respond; reinforce success with rewards, 

recognition and acknowledgement; share successes; emphasize 

challenges undertaken rather than deadlines missed. 

 If facility technical staff are union members, the facility manager 

should fully understand and address the related issues, concerns and 

work rules. 

 

 Topic 4: Operate Building Systems and Equipment  

Operations 
defined 

Operations is about ensuring that the facility’s infrastructure and how it is 

used and managed provides a satisfactory work environment, complies with 

laws and regulations, meets financial performance goals, and protects the 

surrounding community and environment. 

 

Guidelines for systems operations and maintenance vary depending on the 

facility’s purpose, level of specialization, age, owners’ mission and other 

characteristics. However, facility management must ensure systems are 

operated in a manner that is sustainable and that provides a comfortable, safe 

and productive workplace for occupants.  

 

This topic briefly summarizes each of the following aspects involved in 

operating facility systems and equipment: 

 Systems operation and monitoring. 

 Building automation. 

 Energy management. 

 Health and safety inspection. 

 Appearance inspection. 

 Emergency planning and preparation. 

 Material handling and storage. 

 Snow and ice removal. 

 Policies, procedures and safety. 

 

Systems 
operation and 
monitoring 
 

Routine, ongoing systems operations and the monitoring of those operations 

are significant aspects of facility management. Operations that may be 

continuously monitored include water treatment, cooling systems, heating 

systems, ventilation systems and so forth. 

 

The operation of systems and equipment can be generally understood as all 

activities other than their maintenance.  
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These activities can include: 

 Startups and shutdowns (such as starting up boilers in cool weather to 

warm a building before occupants arrive). 

 Monitoring and adjusting (such as adjusting thermostats or dampers based 

on reference measurements and reading pressure and temperature gauges). 

 

Activities such as these are common routines for managing a facility and may 

or may not be automated (discussed next). 

 

Building 
automation 

Building automation systems (BAS), also known as building management 

systems (BMS), are integrated, automated systems that control several aspects of 

building operations such as HVAC, lighting, energy, elevators, fire suppression 

and security. This integrated automation technology generally uses distributed 

sensors and a network application to operate facility systems automatically. 

Ideally, BAS/BMS technology helps produce what is often called an intelligent or 

smart building that self-regulates so that the facility operates at peak efficiency, 

with the greatest cost savings, lowest greenhouse emissions and optimal energy 

use.  

 

While integrated automation may be most common in large buildings, it is 

coming into wider use because a high-performing BAS/BMS can help provide: 

 Comfort and productivity for occupants. 

 Greater control over energy consumption and targeted goals. 

 Early detection of equipment mechanical problems or other conditions. 

 Greater reliability and durability of facility equipment. 

 More efficient use of maintenance personnel. 

 

Building automation systems are discussed in greater depth in the Technology 

competency. 

 

Energy 
management 

Cost and environmental impact have made efficient energy use more critical. 

Facility managers must be alert to methods and opportunities that support 

better use of resources and more reliable delivery. A process for managing 

energy could include the following actions: 

 

 Control demand. Demand can be decreased by actions such as manually 

or automatically turning off lights in unoccupied areas or limiting solar 

gain that increases the need for cooling with window films or 

interior/exterior shading devices. An energy management system (EMS) 

can automate monitoring and control of facility processes and decrease 
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electrical demand during peak usage periods—by, for example, decreasing 

ventilation in certain areas or adjusting cooling set points. Demand can 

also be controlled by performing predictive and preventive maintenance to 

optimize equipment efficiency. 

 

 Develop a baseline. The facility manager uses invoices, meter readings 

and all available methods to measure and track energy consumption for 

each utility (electricity, liquid/gas fuel, water, communications, and so 

forth). The use of these energy resources may be further divided by 

location, building, type of use, age of the system or other factors. Baseline 

measures will be important in justifying the need for investment in energy 

efficiency or changes in operations and in demonstrating the effect of 

these investments. 

 

 Determine a hierarchy of energy management measures. This 

hierarchy may include ranking a complete list of possibilities by their cost, 

criticality, payback potential, impact on occupant satisfaction and other 

factors.  

 

 Consider energy management opportunities. Design, repair, upgrade 

and renovation decisions should be considered relative to energy 

conservation. As new technologies and more energy-saving systems and 

alternatives become available, the facility manager must be aware of these 

potential solutions and apply sound business principles to select among 

them. 

 

Energy conservation strategies and tactics are discussed in greater detail in the 

Environmental Stewardship and Sustainability competency. 

 

Health and 
safety 
inspection 

Part of a facility manager’s operational responsibility is to oversee regular 

inspections for the health and safety of the facility and its environment. This 

includes indoor air quality and possible health and safety risks posed by the 

building structure, interiors and exteriors, systems and grounds.  

 

In general, health and safety inspections relative to the building and its 

systems and equipment may review: 

 Accident prevention (trips, falls, working around systems and high 

energy equipment). 

 Personal protective equipment (such as hearing and eye protection). 

 Hazardous chemicals. 
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Appearance 
inspection 

As part of maintenance routines and as general rules for staff performing 

O&M activities, the facility manager may inspect or assess appearance. This 

may include items such as wall coverings, painting or flooring; cleanliness of 

restrooms; and general appearance and condition of equipment doors, hinges 

and hardware. It may be anything that is visible to the observer. These 

inspections may be formal or informal, separate or part of scheduled 

maintenance. The general purpose of appearance inspections is to catch 

forgotten or unattended conditions that might affect the image or functionality 

of an asset. 

 

Emergency 
planning and 
preparation 

Emergency preparedness is a state of readiness designed to respond to 

potential unscheduled events and natural disasters that can affect building 

occupants, disrupt business operations and potentially impair the physical 

facility. The facility manager makes preparations for all types of threats 

whether caused by humans (such as terrorism, workplace violence and 

medical crises), the environment (such as hazardous spills) or nature (such as 

storms or power failures) through operation, escalation and publication. This 

topic is the focus of the Emergency Preparedness and Business Continuity 

competency. 

 

Operational 
preparation 

The facility manager may prepare the facility’s operation for emergencies 

through the following:  

 Training staff in shutdown procedures for different types of emergencies 

 Describing emergency response procedures for various types of threats 

(e.g., loss of power, snow and ice removal in the event of a blizzard, 

recovery from hurricanes and windstorms) 

 Ensuring periodic checks of preparedness (e.g., fuel supplies, emergency 

equipment and vehicles) and testing of emergency systems (e.g., 

communication and alerts, lighting) 

 Ensuring information necessary to repair or restart systems is stored in a 

secure place and kept current 

 Compiling a list of service providers and ensuring its availability to 

facility recovery teams 

 Security procedures (including building and elevator keys, responses) 

 Emergency directions for occupants or visitors based on building 

locations, storm situations and evacuation plans 

 In-place procedures for structures in the event that evacuation is 

incomplete or delayed 

 Emergency electrical, heating/cooling, water and injury response 

capabilities 
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Escalation From an emergency operations standpoint, escalation is the preplanned 

determination of how to respond to specific conditions with prescribed levels 

of intensity. An emergency can escalate from an incident with possible loss, to 

a disruption of normal function, to a dangerous situation, to a crisis in which 

an unsustainable condition requires immediate, urgent response. The intensity 

of a response should be appropriate to the intensity of the emergency.  

 

The facility manager prepares for the escalation process by defining: 

 Prescribed indicators that trigger response levels. (For example, a fire in a 

wastebasket would not require the same response intensity as a fire near 

fuel storage.) 

 Roles and responsibilities assigned to individuals who are trained in their 

requirements. 

 Rules of engagement that provide responsible individuals with clear 

communication relative to threat level. 

 Response approach and activities relative to the nature of the emergency. 

(For example, the response would be different when detecting a harmful 

gas release than for an approaching hurricane.) 

 

Material 
handling and 
storage 

Building systems and equipment as well as other operations may require 

material handling and storage systems, activities and processes. Some 

examples of these include: 

 Chemicals, spare parts, and related emergency or supplemental equipment 

or components. 

 Waste stream management. 

 Loading docks and material management. 

 Warehouses and other storage facilities. 

 Audits and reconciliation of inventories. 

 

Snow and ice 
removal 

In cold weather climates, facility managers oversee the prompt removal of 

snow and ice to: 

 Provide ready access to the facility for continued productivity and the 

convenience of occupants and visitors. 

 Maintain safe passageways for vehicles and pedestrians free of slippery 

surfaces. 

 Remove potentially damaging buildup of snow and ice on roofs. 

 

Policies, 
procedures 
and safety 

Facility managers help create, produce and continually update standards and 

expectations for maintaining the infrastructure as well as occupant services. 

This information is written down and made available to staff and contractors 
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in a tenant services manual or similar document that is prepared for and 

provided to facility occupants.  

 

Policy and procedure manuals, safety manuals and other kinds of documents 

supply clear directions, systematic thinking, proper courses of action and so 

forth. They exist not only to support proper, efficient O&M but also to 

represent the foundation from which performance expectations and tasks can 

be determined and measured.  

 

 Topic 5: Replace Systems, Materials or Equipment  

Replacement 
defined 

Replacement is the exchange or substitution of one fixed asset for another that has 

the capacity to perform the same function. Replacement may arise from 

obsolescence, wear and tear, functional failure or destruction of the item being 

replaced. For the facility manager, replacement signifies the end of the asset’s 

intended operational use and a plan for what to do with it next.  

 

Well-planned replacement is sustainable in its approach to disposal. Sustainable 

options include:  

 Reuse, which uses the product more than once such as using maintenance rags 

rather than paper towels. 

 Reduce, in which the quantity of items or outputs is decreased, such as by 

using less packaging material or other disposables, energy resources, or single-

use products. 

 Recycle, so that a product or item is reprocessed into a new raw material to be 

used as a new product. 

 Salvage, in which existing materials or equipment are reapplied in a productive 

way for another purpose without being recycled or otherwise reprocessed. 

 

Conditions for 
replacement 

At some point in the life cycle of any component, system or piece of equipment, 

the facility manager will need to determine whether to continue to maintain that 

item, replace it or upgrade it as an entirely new installation. The ability to make 

that determination can begin when the original item is acquired. As part of the 

life-cycle cost analysis, the facility manager takes into account the estimated 

useful life of the item and thus recognizes the potential time to replace it. 

 

In general terms, an asset is considered no longer useful for its original purpose 

when the: 

 Wants or needs of occupants and users exceed the capability of the asset to 

provide for that need. 

 Conditions of its installation or intended use change. 
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 Cost of ongoing maintenance and repair exceeds the cost of replacement. 

 Integrity or productivity of other facility elements is compromised by the 

continued use of the asset. 

 Operating potential of a new replacement asset justifies replacing the current 

asset. 

 

In comparing equipment and supplies alternatives, the facility manager may 

consider: 

 Lifetime energy and resource costs. 

 Lifetime operations, maintenance and repair costs. 

 Increased performance/productivity. 

 Replacement costs. 

 Residual value. 

 Scrap, disposal or handling expenses (for example, fees to manage 

hazardous elements). 

 Health and safety considerations. 

 Aesthetic impact. 

 

While there are no concrete rules for determining this transition, a general 

threshold may be that when the annual cost of maintaining an asset exceeds the 

estimated annual cost of ownership based on life-cycle costing, the facility 

manager should consider replacement. More information on planning 

approaches can be found in the Finance and Business competency. 

 

Managing 
disposal 

Facility managers administer, organize, publicize and monitor sophisticated 

materials management programs to identify, collect and dispose of assets at 

the end for their useful life. This includes not only parts, components and 

materials but also the supplies, chemicals and waste products that are 

produced by them. In this interpretation, there are two aspects regarding 

disposal: asset disposal and waste product disposal. 

 

Asset disposal When it is time to decommission and/or remove an asset from service, the 

facility manager considers several options: 

 Resale to another party 

 Reuse in another fashion (for example, salvaging renovation lumber for 

use in a second application or more directly somewhere else in the 

organization) 

 Recycling, scrapping (paper, plastics, metals, glass, packaging) 

 Donation 
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Equipment, furniture, building materials and system components may have 

some residual value that can be captured through recycling or reselling. 

Examples include: 

 Computer parts and equipment. 

 Copper plumbing, conduit, tubing, etc. 

 Electronics. 

 Used furniture and fixtures. 

 Kitchen equipment and other specialty items. 

 

The goal of replacement is to obtain the best overall value at the end of the 

component’s life cycle through a business return, environmental savings, 

further adaptability or other accepted measures. It does not necessarily mean 

achieving the highest monetary return but instead producing the greatest total 

return. 

 

Waste product 
disposal 

Programs that support removing the byproducts of a work environment 

generally include these key aspects:  

 Convenient collection points (conveniently near to users and clearly labeled) 

 Regular collection and removal 

 Services and/or approaches for sorting and efficient management 

 Regularly solicited feedback on service levels and occupant satisfaction 

 Accounting practices to measure and compare costs, savings, returns and 

sustainability results 

 

Environmentally appropriate waste management programs recognize, define 

handling guidelines, and properly dispose of anything the facility may use or 

create, such as: 

 Hazardous waste (solid, liquid, gas). 

 Industrial waste (chemicals, paints, preservatives, grease, lead, mercury 

[fluorescent bulbs], refrigerants [CFCs or chlorofluorocarbons], asbestos-

containing materials or ACMs). 

 Construction debris (brick, concrete, wood, gypsum). 

 Furnishings (materials, textiles, fixtures, batteries, tritium exit lights [which 

contain radioactive material]). 

 Equipment waste (electronics, metals, plastics, packaging). 

 Biodegradable waste (vegetation, composting, water management). 
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Progress Check Questions 

Directions: Read each question and respond in the space provided. Answers and page references follow 

the questions. 

 

1. The life cycle of a typical physical asset 

( ) a. describes the entire useful life of that asset. 

( ) b. is unknown until the asset fails. 

( ) c. should not be considered when determining cost of ownership. 

( ) d. is between 10 and 15 years. 

 

2. The hierarchy of sustainability ranks recyclable resources above   resources. 

( ) a. perpetual 

( ) b. renewable 

( ) c. reducible 

( ) d. natural 

 

3. Which of the following is true of the installation phase of an asset’s life cycle? (Circle all that apply.) 

( ) a. It may require commissioning. 

( ) b. It marks the start of that asset’s useful life. 

( ) c. It should be completely documented. 

( ) d. It is primarily an accounting activity since it affects tax liability. 

 

4. Which of these best describes the process of commissioning? 

( ) a. Paying incentives to contractors for superior work 

( ) b. Evaluating and documenting performance prior to operation 

( ) c. Providing rewards to staff such as special privileges 

( ) d. Running equipment to failure before replacement 

 

5. Vibration monitoring, airborne ultrasonics and laser shaft alignment are all examples of 

( ) a. air quality concerns. 

( ) b. equipment failure. 

( ) c. PdM analysis tools. 

( ) d. root cause analysis requirements. 

 

6. Periodic inspection, adjustments and lubrication are examples of 

( ) a. unscheduled maintenance requirements. 

( ) b. poor maintenance practice. 

( ) c. mission-critical predictive maintenance. 

( ) d. preventive maintenance activities. 
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Match the following analysis tools with their description. 

 

7.    RCM 

8.    RCA 

9.    FMEA 

 

a. A process to discover the systemic cause or root cause of a problem 

b. A detailed analysis to help determine failure probabilities and system 

reliability calculations 

c. A maintenance philosophy of optimizing reliability and availability at 

the lowest cost 

 

10. Which of these activities would be considered unplanned maintenance? (Circle all that apply.) 

( ) a. Corrective maintenance 

( ) b. Run-to-failure 

( ) c. Predictive maintenance 

( ) d. Emergency maintenance 
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Progress check answers 

1. a (p. 4-45) 

2. c (p. 4-49) 

3. a, b and c (p. 4-49) 

4. b (p. 4-49) 

5. c (p. 4-55) 

6. d (p. 4-54) 

7. c (p. 4-58) 

8. a (p. 4-59) 

9. b (p. 4-59) 

10. a, b and d (p. 4-56) 
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Chapter 4: Manage/Oversee Occupant Services 

 

 

After completing this chapter, students will be able to: 

 Recognize types of occupant services needed and guidelines for service expectations. 

 Understand the typical workflow process for occupant services and the guidelines of 

that process. 

 Understand how to prepare for and execute modifications such as alterations and 

moves. 

 
 

 Topic 1: Recognize Required Occupant Services  

Occupant 
services 
defined 

The term “occupant services” refers to anything that facility occupants or 

visitors might need beyond the operational maintenance of the hard assets of 

the building and its systems. These occupant (or soft) O&M services are the 

critical activities through which the facility manager directly affects the users 

of the building. When competently done, these asset-based activities are 

largely invisible to occupants. Yet the effects of these occupant services are 

highly visible and project an image of the entire organization and of the 

facility management organization.  

 

Examples of 
occupant services 

Occupant services may occur facilitywide (such as waste removal or custodial 

cleaning) or be delivered to specific areas (such as information security or 

child care). Potential occupant services for a facility could include those listed 

in Exhibit 4-15 on the next page. This partial list serves to demonstrate the 

variety of services a facility may be expected to provide.  

 

 To manage/oversee these services, the facility manager needs to identify what 

services facility owners, occupants or guests may require. In addition, the 

facility manager must determine what staff or contracted party should supply 

them. 

 

 Topic 2: Develop Usage and Service Level Guidelines  

 While facility managers may not be responsible for deciding which occupant 

services are provided, they are responsible for assuring that the desired level of 

service (LOS) and the right mix of services are provided.  
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Exhibit 4-15: Occupant Services 
 

 

 Custodial (light cleaning, trash removal, 
restroom refreshment) 
 

 Cleaning and refurbishing (window 
washing, floors, fixture replacement) 
 

 Waste management (collection, recycling, 
incineration, hazardous materials, 
shredding, secure destruction) 
 

 Food service (coffee, ready-to-eat, 
cafeteria, dining rooms, banquet) 
 

 Parking (pickup, delivery, vehicle security) 
 

 Fleet (vehicle cleaning, maintenance, 
acquisition, lease, resale) 
 

 Travel (reservations, itinerary, 
transportation) 
 

 Concierge (facility help desk, greeting, 
directing, support for individuals) 
 

 Collections or curator (art, sculpture, 
display management, security) 
 

 Mail (pickup, distribution, packaging and 
shipping, tracking, messenger) 
 

 Shipping and receiving (pickup, packaging, 
transport, routing, tracking, insurance) 
 

 Managing relocations or moves and 
changes (MAC), which can include 
packing, shipping, unpacking, sorting, 
setup and so forth 
 

 Information technology (equipment 
procurement, maintenance, disposal, 
information management such as e-mail 
and server support, information security) 

 

 Copying, printing, document 
management 
 

 Records management (media, files, 
security, disaster recovery) 
 

 Finance (accounting, taxes/fees, 
reports) 
 

 Child care (facility, nursery, preschool, 
before- and after-school support) 
 

 Health (nurse services, benefits 
administration, counseling, fitness) 
 

 Human resources (recruiting, staffing, 
relations, training, compensation) 
 

 Engineering and trades (specialty skills 
such as air conditioning technicians, 
design/fabrication/repair expertise, 
inspection) 
 

 Landscaping (grounds maintenance, 
planting, design and so forth) 
 

 Security services (personnel, watch, 
and response separate from the 
systems themselves) 
 

 Communication (line telephones, 
cellular phones, fax, wire and wireless 
communication separate from network 
systems themselves) 
 

 Emergency preparedness (fire, 
medical, disaster, terrorism training, 
practice/drill, triage) 

 

 

 LOS refers to the amount and quality of service provided to meet occupant or 

customer needs without hindering the mission or profitability of the facility. 

Level of service can vary widely based on budget, expectations and other 

aspects. The selection or mix of services is usually based on the form of the 

facility and its functions, economic conditions, the organization’s culture and 

other factors. 

 

Exhibit 4-16 illustrates the process for developing occupant usage and service 

level guidelines. 
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Exhibit 4-16: Typical Occupant Service Planning Approach 

 

 

 

 

 To determine guidelines for occupant service performance expectations, the 

facility manager will likely: 

 

 Identify needs and expectations. The facility manager needs to assure that 

the right services are being supplied in the right amount so that occupants are 

satisfied and the mission of the facility is not compromised. Consequently, the 

facility manager gathers input, perhaps by surveys or interviews, from 

occupants, staff, contractors, visitors, owners and executive management.  

 

 Evaluate needs and communicate service standards. The facility manager 

combines this input with factors related to aesthetic quality, facility efficiency 

and other operational requirements to establish standards for the level of 

service. These standards become the basis for measuring results. It is 

important that service plans and standards are communicated to both 

occupants and facility staff. This can prevent unrealistic occupant expectations 

and poor performance by staff (e.g., unacceptable response times to 

complaints or reports). 

 

 Implement plan. Delivering satisfactory operations and maintenance to 

occupant services generally follows a work plan with steps similar to the 

approach for O&M for hard systems and equipment as described in Topic 3 of 

Chapter 3. Both work plan approaches are summarized in Exhibit 4-17 to 

demonstrate that a typical workflow process parallels building, systems and 

equipment O&M.  

 

Evaluate and 
communicate. 

Implement plan. 

Measure 
performance. 

Identify needs and 
expectations. 
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Exhibit 17: Operations and Maintenance Workflow Process 
 

Occupant Services (Soft) Building and Equipment (Hard) 

 Assess for occupant needs 

 Schedule services 

 Assign tasks 

 Perform work 

 Return results 

 Input data 

 Measure performance 

 Assess/devise inventory/register 

 Schedule maintenance (preventive 
maintenance, help desk request) 

 Assess and assign work 

 Perform work 

 Return results 

 Input data 

 Measure performance 

 

 

 Whether occupant services are contracted or performed by staff, the 

facility manager needs to know where work is occurring, how the projects 

are tasked, and what priorities or exceptions exist so that all O&M 

activities in the facility are coordinated and checked for efficient use of 

personnel, scheduling conflicts, redundancies and prioritization. In this 

way, the facility manager can: 

• Maintain order. 

• Stay abreast of all tasks going on in the facility. 

• Exercise control without being invasive. 

• Be available to handle exceptions as they arise. 

 

All workflow activities should reflect maintenance management standards. 

  Measure performance. Exhibit 4-18 on the next page lists possible 

evaluation criteria for evaluating service level guidelines. Performance 

must also be evaluated in an ongoing manner (by task or action). 

Performance can be evaluated by:  

• Monitoring parameters. The parameters can include occupant 

satisfaction, service levels relative to expectations, and other 

indicators.  

• Checking progress. Reports, periodic visits, checking back on 

corrected actions, and other communication can help the facility 

manager not only maintain improved conditions but also develop 

insight for future space or service needs.  

• Correcting variances or variations. For the purposes of assessing 

occupant services, the facility may consider a variance to be the 

amount of change or departure from an expected result. This 

implies that the difference is measurable and the change is 

recognized through some pre-established standard.  
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Exhibit 4-18: Evaluation Criteria for Service Level Guidelines 
 

 
 

 

Guidelines 
support the 
workflow 
process 

The workflow process provides a way to merge, prioritize and coordinate 

O&M activities to help the facility manager know where, when and how to 

maintain physical assets and serve occupant needs. The work plan determines 

work execution across all maintainable assets for the entire infrastructure in 

support of occupant services. These guidelines can generally be described 

from two main aspects: facility environment and facility systems. 

 

Facility 
environment 
priorities 

The facility manager may determine how to measure for quality by applying 

guidelines such as the following: 

 Safety (complying minimally with regulations but potentially with more 

stringent organizational requirements) 

 Cleanliness 

 Comfort 

 Accessibility 

 Productivity 

 Energy savings 

 Aesthetics 

 Replacement/renovation 

 

The facility manager is tasked to conserve resources and provide a quality 

environment at the lowest possible cost. To do this requires the insight gained 

by relating all of the factors listed above and then devising an O&M work plan 

that helps the facility manager execute, monitor, assess and make changes 

when necessary to meet performance expectations. 

 

 Service requirements are documented and agreed upon. 
 

 Response criteria are perceived as effective and in the occupants’ 
interests. 

 

 Service complaints and feedback are responded to efficiently and in a 
timely manner as perceived by occupants. 

 

 Dissatisfaction expressed by one or more occupants is quickly 
addressed, respectfully answered, and managed to avoid escalation. 

 

 Planned moves, changes or other facility disruptions are identified, 
communicated and executed to minimize interruptions to occupant 
activities. 

 

 Service requests are reviewed, prioritized and executed with the same 
care and completeness as other O&M work orders.  

 

 Other technical and quality factors (e.g., use of total quality 
management (TQM) principles, air quality levels) 
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It is unusual for a facility manager to have the luxury of a virtually unlimited 

budget and the ability to place all environmental considerations at the highest, 

critical level. More often, the facility manager may use relational tools to plan 

work activities that support the relationships deemed most important without 

sacrificing those deemed less important.  

 

Facility systems 
priorities 

There are several different kinds of systems considerations that affect the work 

plan. The facility manager must review and compare them to determine the 

best mix to reflect in the work plan:  

 Reliability 

 Productivity 

 Maintainability 

 Redundancy 

 Instructions 

 

For example, custodial cleaning is a prevalent occupant service that is an 

expensive and ongoing challenge. In addition, cleaning or custodial services 

typically produce high injury rates relative to other occupant services, which 

aggravates the issue. A facility manager may be overly concerned about costs 

and which cleaner to use, yet only marginally consider performance 

requirements and if they are being met. This represents poor prioritization. 

The following discussion expands on custodial services as an example. 

 

 Topic 3: Prepare and Execute Modifications to Occupant 
Services  

Preparing for 
modifications 

Facilities may need to be modified for many reasons, such as: 

 Occupant turnover or moves. 

 Expansion or contraction of facility equipment or space needs. 

 Changes in facility mission. 

 Legislative or regulatory changes that require changes in facility systems, 

layout, service arrangements, etc. 

 

The facility manager uses the information gathered from periodic 

conversations with occupants, surveys and interviews to maintain an ongoing 

understanding of occupants’ wants, needs and expectations. This also helps 

the facility manager communicate anticipated modifications. 

 

Approach  To prepare for modifications to occupant services, the facility manager may 

use an approach similar to the way in which routine O&M activities are 
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prepared for, scheduled and performed. The approach applies key aspects 

that allow the facility manager to: 

 Identify modifications and any special requirements required by 

assessing feedback from occupants, owner/management and staff. 

 Determine assets or special expertise needed. 

 Identify resources needed. 

 Prepare the work plan. 

 Communicate the schedule to all service providers (staff and contract) 

and affected occupants. Provide feedback systems for input and 

questions before, during and after the modification. 

 Perform the modification within assigned specifications and mindful of 

other O&M schedules to avoid delays, interruptions or unnecessary 

conflicts and costs. 

 Document all assets, specifications, manufacturer warranties and service 

schedules as part of the total infrastructure inventory/register. 

 Monitor results for routine, ongoing occupant feedback and continuous 

improvement. 

 

 With routine occupant service modifications as well as systems/equipment 

modifications, the facility manager is focused on providing responsive, 

high-quality results. This includes capabilities and competence in areas 

such as: 

 Well-defined procedures, specifications and organizational structure. 

 Clear lines of communication to occupants, staff and contractors. 

  A centralized, organized WMC that communicates a work plan that aligns 

skills, tools, materials and equipment with the modification schedule and 

with ongoing operations, maintenance and alterations activities. 

 Follow-up on the completed work to ensure that it is checked, inspected, 

accounted against budget, analyzed and measured. 

 Feedback from all involved parties (occupants, staff, contractor, owner, 

and so forth) to: 

• Determine the success of the modification. 

• Uncover gaps. 

• Resolve disputes. 

• Maintain quality management principles for continuous improvement.  

 

Alterations Alterations refer to the work required to change the interior arrangements or 

other physical characteristics of an existing facility or of installed equipment so 

that it may be more effectively utilized for its currently designed purpose or 

adapted to a changed use as a result of a programmatic requirement. Alterations 
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may include work referred to as improvement, conversion, rehabilitation, 

remodeling or modernization. 

 

Alterations may occur almost continually in many facilities because of moves, 

upgrades, aesthetic improvements and mission changes. Funds for alterations are 

generally kept separate from those for maintenance so that budgets are discrete 

and accountable.  

 

Move 
management 

Alterations are sometimes included within a larger concept known as move 

management. This concept may be measured as churn. “Churn” is a term widely 

used in facility management to describe the amount of movement and relocation 

of occupants within an organization within a specified period. It is defined as the 

ratio of the number of employees moved annually compared to the total number 

of employees in an organization. 

 

Higher churn rates (greater than 50 percent) generally indicate rapid growth 

and/or significant change—although they may also result from poor business 

planning and poor management of space resources. Rates this high may notably 

affect the facility manager’s operating and project budgets as well as require 

excessive time to oversee activity and manage resources.  

 

Moves may require boxing and transporting items, moving furnishings or 

construction or renovation. Critical stages of the process include: 

 Defining scope 

 Establishing the relocation/alteration team (including staff, contractors, 

administration, purchasing, security and so on) 

 Determining the budget and schedule 

 Collecting data on current conditions (coding and identifying items, 

descriptions, condition, location, assignment) 

 Performing the move 

 Evaluating results (including commissioning, performance and occupant 

satisfaction determinations) 
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Progress Check Questions 

Directions: Read each question and respond in the space provided. Answers and page references follow 

the questions. 

 

1. Which of the following is not typically considered an example of a soft or occupant service? 

( ) a. Custodial cleaning, window washing, waste management 

( ) b. Food service, records management, human resources 

( ) c. Parking, shipping and receiving, security 

( ) d. Inspection, testing, commissioning 

 

2. A typical occupant service planning approach identifies needs, evaluates, communicates, implements 

a plan and 

( ) a. measures performance. 

( ) b. assigns staff rather than contractors. 

( ) c. processes all occupant service requests first. 

( ) d. All of the above 

 

3. To determine the right mix of occupant services, the facility manager considers 

( ) a. the opinions of occupants and owners. 

( ) b. only lowest-cost and highly competitive contractors. 

( ) c. low-bid requests for services. 

( ) d. staff over contract. 

 

4. The workflow process for occupant services is   the workflow process for 

building systems and equipment. 

( ) a. completely different from 

( ) b. exactly the same as 

( ) c. similar in approach to 

( ) d. not considered as important as 

 

5. In general, a facility manager should conserve resources and provide a quality environment 

( ) a. at maximum sustainability. 

( ) b. that always exceeds minimum standards. 

( ) c. at the lowest possible cost. 

( ) d. without using outside contractors. 

 

6. Occupant turnover, changes in facility mission and even legislative changes would most likely 

stimulate which of these facility management activities? 

( ) a. Modifications to occupant services 

( ) b. Elimination of O&M budgets 

( ) c. Replacing contract workers with staff 

( ) d. Complete revision of performance contracts, SLAs or similar 
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7. The movement and relocation of occupants within an organization is commonly called 

( ) a. downsizing. 

( ) b. turnover or churn. 

( ) c. workflow process. 

( ) d. productivity management. 
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Progress check answers 

1. d (p. 4-79) 

2. a (p. 4-81) 

3. a (p. 4-81) 

4. c (p. 4-81) 

5. c (p. 4-83) 

6. a (p. 4-84) 

7. b (p. 4-86) 
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Chapter 5: Select the Best Resources 

 

 

After completing this chapter, students will be able to: 

 Understand the elements, value and use of service level agreements. 

 Recognize how to determine what services to provide and whether to use staff or 

contractors. 

 Understand important considerations in comparing and selecting among candidates 

for O&M services. 

 Understand how to develop and negotiate service level agreements. 

 Understand the principles for measuring competency, monitoring performance and 

evaluating outcomes for work/service. 

 Understand the development and use of best practices to improve performance. 

 Recognize key factors and attitudes relative to contract disputes and their resolution. 

 
 

 Topic 1: Develop Maintenance and Occupant Service 
Specifications  

Service level 
agreements  

Service specifications and expectations should be detailed and defined. They 

can be prepared for both maintenance and occupant services tasks and used 

with both contractors and staff. SLA-type contracts with staff may be part of 

the responsibility of human resources or administration of the facility and not 

part of a facility manager’s duties. 

 

A service level agreement (SLA) is the part of a service contract in which 

service expectations are formally defined. SLA terms are negotiated between 

the service provider and the facility manager. The service provider may be 

internal staff or outside contractors who perform any delivered service such as 

operations and maintenance of the facility and its systems as well as occupant 

services such as custodial, food service, waste management and so forth. 

 

 A basic SLA usually contains these elements: 

 SOW that specifies tasks to be done 

 LOS that defines expected minimums indicating acceptable performance 

 Measurements or metrics (relative to key performance indicators [KPIs]) 

that compare results to mutually agreed-upon goals 

 Oversight measures that describe how performance to LOS is reviewed 

 Incentives for achieving goals beyond minimums  
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 Work schedules that define when and at what frequency work tasks will 

occur 

 Standard operating procedures (SOPs) that specify how tasks will be 

accomplished as general work and safety rules 

 

A typical SLA is designed to help the facility manager (and the service 

provider) recognized what level of service quality is required and has been 

delivered. As such, an SLA’s usefulness lies in how completely and accurately 

the LOS is described. Both the provider and the facility manager understand 

and agree upon what the minimum level of service is. When the contract is 

specific and clear, the facility manager’s duty to oversee service providers is 

likely to be less stressful and be recognized as reasoned, not arbitrary. 

 

A service level agreement generally includes the items listed and described in 

Exhibit 4-19 on the next page. The Finance and Business and Leadership and 

Strategy competencies provide insight into contract preparation and 

relationship management. 

 

 A contractor typically submits its standard operating procedures and schedules 

as part of the proposal. These are included to show how the statement or scope 

of work, level of service and other performance metrics, including key 

performance indicators, will be met.  

 

Details of the SLA are entered into the CMMS/IWMS or other computer-

aided facility management (CAFM) system so that all aspects of service are 

available for review and control.  

 

Service level 
agreement 
benefits 

Regardless of the manner in which or detail to which SLA specifications are 

determined, they are vital because they help the facility manager: 

 Align SLAs with owner/management mission and goals. Priority response 

can be ensured for critical missions. 

 Control resources and deliver quality results at predictable, negotiated 

costs. 

 Describe how that work should proceed to agreed-upon standards, work 

expectations, and service level goals or targeted expectations. 

 Focus on outcomes by measuring performance against specific, written 

standards. 

 Reduce conflict and support resolution by recognizing and adhering to 

previously agreed-upon conditions, performance measures and individual 

responsibilities. 
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Exhibit 4-19: Service Level Agreement Elements 
 

Introduction 

 Purpose and objectives (prioritized) 

 Parties to the agreement (supplier and customer) 

 Starting date and contract duration 

 Definitions 

Statement of work describing the scope of services to be performed 

 Descriptions of work to perform (describes the work plan including checklists, if 
available) 

 Specified standards for acceptable work product 

 Labor time standards or engineering performance standards (or some basis for 
measuring and estimating/calibrating work time) 

 Workforce needs (crews, labor hours, trades, mix) 

 Equipment, materials, fabrication requirements 

 Experience, skill, training, certification requirements 

 Rules of performance compliance (specifications on acceptable versus unacceptable 
work) 

 Work prioritization (service priority categories and rankings by criticality, dollar value, 
complexity) 

 Subcontracting provisions 

Quality and performance-related expectations 

 Supervision 

 Tracking (including methods by which service providers record complications or extra 
work) 

 Monitoring performance measures and performance 

 Reporting 

Safety 

Communication 

 Meetings 

 Procedures for revising the SLA 

Exception (or problem) management 

 Problem definition 

 Escalation guidelines 

 Approach to disputes and dispute resolution 

Pricing (or compensation) fees and payment terms, incentives and penalties 

Legal compliance 

 Confidential information 

 Intellectual property rights 

 Security 

 Default 

 Transfer of responsibility 

Reasons for contract termination 

Signatures of both parties (confirming agreement to the SLA) 
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 Topic 2: Select Competent Service Providers (Staff or 
Contract) 

Determining 
what to 
contract 

The facility manager decides when to use staff to perform operations, 

replacements, renovations and occupant services and when to outsource (or out-

task) the job. Outsourcing means to hire an outside firm to supply services. Out-

tasking means to hire an outside firm or individual to perform a specific task 

within the facility management function, such as cleaning or HVAC 

maintenance.  

 

Much of the decision to use staff or contractors depends upon the facility and its 

use, staff resources and competencies, location and other factors. But it is wise to 

be able to recognize when a task or activity can be accomplished better by an 

outside expert and to know where to go to find that expertise. 

 

In general, the facility manager considers several factors when assessing whether 

to contract services or manage them internally using staff. These may include: 

 

 Relevance to the facility mission. Work activities that require low 

experience but are highly important to the mission of the facility (such as 

maintenance cleaning of critical equipment) may represent good options for 

staff assignment. The less relevant the service is to the core mission of the 

facility and its ownership, the more likely that service may be considered for 

contracting. 

 

 Total cost of services. A primary consideration is the balance between the 

controllable costs of contracting versus the estimated costs in staff hours as 

well as what services those potential staff hours might better serve. The 

process of determining whether to use staff or contractors requires a 

competent assessment of facts and includes the following: 

• Determine the estimated hours it would take for staff to acquire the 

knowledge, materials, equipment and capability. 

• Determine any aspects that may add to cost or increase concern, such as 

engineering questions; compliance requirements; quality of the work; 

acquisition costs; losses or delays to other tasks; downtime costs if staff 

cannot perform the work quickly, completely or within minimum time 

constraints; chance for error or unacceptable quality; and redo costs. 

• Compare all recognized costs and concerns against the responsibilities 

taken on by a contractor at a negotiated fee. The numbers should speak 

for themselves.  
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  Risk sharing. A facility manager may wish to hire contractors and 

their expertise as a way to share the risk in complex, sensitive, highly 

technical or otherwise higher-risk service activities. 

 

 Level of control. A facility manager (or owners) may require a level 

of monitoring that cannot be achieved through an SLA. 

 

 Service specialty or uniqueness. Work activities that generally 

require high expertise and are critical to the facility mission (such as 

managing occupant moves or strategic planning) may or may not be 

developed as staff responsibilities based on the frequency of the 

activity, the level of special expertise needed, or the budget available. 

Facility managers may opt to keep certain tasks in-house as staff 

development opportunities. 

 

 Speed or service response. Circumstances that require an unusually 

rapid response or significant increase of resources may be better 

served through contracts—for example, contracting to restore power 

during emergencies. 

 

 Productivity or oversight requirements. Regulatory constraints that 

require certifications, code compliance or licensed workers may also 

call for services to be contracted. 

 

 Availability of contractor services. For example, if outside record-

keeping services are in short supply, the facility manager may suggest 

developing that expertise with existing or added staff. 

 

Considerations 
for contracting 

From an operations and maintenance standpoint, contractors and staff form 

an interdependent and mutually beneficial relationship. This relationship 

should be based on a foundation of trust, respect and consensus on 

performance. The facility manager must also be aware that internal staff 

may feel threatened by contractor support and should manage those 

perceptions intelligently. 

 

The facility manager may typically use several approaches to selecting a 

contractor. These include the following: 

 

 Compare advantages and disadvantages. Exhibit 4-20 lists examples. 

 



Chapter 5: Select the Best Resources 

© 2013 IFMA  4-95 Edition 2013, Version 1.0 

All rights reserved 

 

Printed on 100% post-consumer waste recycled paper. 

 

Exhibit 4-20: Advantages and Disadvantages of Contracting 
 

Advantages Disadvantages 

 Cost control 

 Possible improvement in service quality 

 Less liability (insurance, legal) 

 Fresh ideas, best practices 

 Less involvement in internal politics 

 Gain in expertise 

 Better operating efficiency 

 Flexible sizing to meet each need 

 Latest technology and tools 

 Service can be terminated 

 Greater flexibility of staffing 

 In-depth specialization 

 Minimum on-space site needs 

 Negotiated, dependable cost 

 Fast, complete response, potentially 
unlimited worker availability 

 Accountability to SLA specifications 

 Contractor responsible for labor relations 

 Reduced staff work burden 

 Predictable, controllable cost 

 Reduced operational expenses (extends 
staff capabilities without adding to 
staff/benefit costs) 
 

 
 Lack of loyalty 

 Loss of immediate control 

 No ownership 

 Different agenda (money for contractor) 

 Unfamiliar with business culture 

 Contract restrictions 

 Performance gaps not visible 

 Poor service unless measured 

 Training curve costs 

 Less control over personnel assigned 

 Turnover of personnel 

 Security issues 

 Minimum on-site empowerment 

 Future cost escalations 

 Unavailable for non-contracted response 

 Less flexibility in out-of-specification 
areas 

 Potential union/nonunion conflict 

 Potential for poor staff morale 

 Possibly higher cost than staff 

 May require different supervisory skills 
than used for internal staffing 

 
 

  Rating and ranking candidates according to factors such as: 

• Personnel expertise, training, work reputation, turnover. 

• Personnel supervisory quality, flexibility assigning or changing 

workers. 

• Service reputation among other facility managers. 

• Licenses and certifications (such as whether the candidate can provide 

inspectors for boiler certifications, qualified elevator inspector 

certifications and so forth).  

• Business experience, financial stability, pricing policy, bonding. 

• Evidence of regulatory compliance. 

• Customer focus. 

• Local presence for support, response, capacity to react to new 

conditions or requirements. 

• Speed of response to service calls, support for emergency needs. 

• Available tools, equipment, facilities and materials. 
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• Capacity to provide aligned or extensions of services. 

• Communication, culture, relationships with facility managers and 

occupants in performance of services. 

 

See Exhibit 4-21. 

 
Exhibit 4-21: Candidate Rating and Ranking 

 

Competency Area 
Candidate 

A 
Candidate 

B 
Candidate 

C 

Personnel training, expertise    

Supervisory quality, awareness    

Service reputation    

Licenses and certifications    

Business competency, stability    

Local presence, availability    

Service response, flexibility    

Tools, material, equipment support    

Capability to expand services    

Communications, relationships    

Candidate Rank (total/column)    

 
Scores per competency area: Low—1–3; Medium—4–6; High—7–9 

 

 

Contract 
preparation 

In the contract preparation, bidding and selection process, the facility 

manager: 

 Assesses candidates using specific and measurable criteria that fully and 

accurately compare their qualifications. 

 Uses service level agreement information, known best practices, service 

response requirements, key performance indicators, and other 

measurable qualities to arrive at the best candidate and make the 

selection based on concrete and justifiable factors. 

 Carefully documents the selection process. Today’s business and legal 

environment has made it important that the facility manager prepare and 

retain all documentation to be able to demonstrate the basis for selection 

and its justification if requested or needed at some later time. 

 

To select or compare contractors or staff, the facility manager typically 

applies the performance criteria defined in the SLA (or similar service 

contract). Once candidates are selected, the facility manager can also use 
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these performance criteria to monitor activities and hold service personnel 

accountable for their work.  

 

A complete discussion of contracts, contracting and competent approaches 

useful to the facility manager is contained in the Finance and Business 

competency. 

 

 Topic 3: Negotiate Service Level Agreements  

Negotiation 
defined 

Negotiating a contractor agreement: 

 Involves discussion between the awarding and performing parties. 

 Implies cooperation between the parties. 

 Has an agreement as the mutual goal. 

 

Negotiation should begin before the contract is written.  

 

The goal of negotiation is to: 

 Arrive at a statement of work (the part of the contract that lists the 

specific tasks to be performed by the contractor). 

 Develop requirements agreed upon by both parties that are clear and 

quantitative so that they are measurable. 

 Define expectations using specification terms that describe essential 

technical requirements for materials and processes rather than vague 

words like satisfactory, functional or acceptable. 

 Define insurance requirements, compensation, timing of that 

compensation, method of contractor invoicing, and method of 

payment by the organization to the contractor. 

 

Written service level expectations prepared by the facility manager or a 

designate can provide the basis from which candidates (in this case, 

typically contractors, not staff) make presentations. This helps both 

contractor candidates and the facility manager be more aware of, 

synchronous with and confident in the process. 

 

Did You Know? 

When sending an invitation to tender, it has become common to include a sample 

contract. This helps invited contractors recognize where they may not comply so that 

these factors may be discussed during negotiations.  
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Common 
negotiation 
characteristics 

Typical negotiation strategies contain some common characteristics: 

 Negotiation implies compromise. 

 Negotiation permits expectations on both sides so that, once an agreement 

is made, both feel they have made concessions and have cooperated to 

achieve the outcome. 

 Negotiations must support and sustain legal, business and regulatory 

requirements. 

  Negotiations should meet corporate objectives (of the facility owners as 

well as the service providers). 

 Negotiation uses accepted fiscal and maintenance constructs to clearly 

define performance criteria measures through: 

• Return on investment, which measures how efficiently management is 

employing financial resources invested in the firm. 

• Hourly task time or historic data. 

• Standard books that reflect typical work times by task. 

• Other similar means. 

 Negotiation should be straightforward and confident, gracious and 

professional. 

 Negotiation should be flexible within minimum (or non-negotiable) 

expectations. 

 Negotiation should not be threatening or exploitative. 

 Negotiation should not be intimidating in the tone, location or manner in 

which it is conducted. 

 

Generally, the facility manager or a designate prepares a request for proposal 

(RFP), which is a request for bids to deliver a specific product or service. The 

contractor’s response to the RFP begins the dialogue and negotiations. 

 

Negotiated 
terms 

Virtually anything can be negotiated, depending on the requirements of the 

facility and its manager and the capabilities of the contractor. Examples of 

negotiated terms may include: 

 Statement of work. 

 Level of service and performance minimums. 

 Schedules and standard operating procedures. 

 Monitoring, oversight and reporting methods. 

 Exceptions, change orders, minimum and maximum labor levels. 

 Supervision approach, handling of disputes. 

 

A typical process for negotiating a public-sector contract is likely to be 

prescribed by law, regulation or approved administrative procedures. A typical 
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process for contract negotiations in the private sector can be as unique as the 

individuals and organizations engaged.  

 

Relative to negotiations themselves, two significant areas requiring diligence 

are service level factors and documenting determinations. 

 

Service level 
factors 

Work planning generally includes prioritization, coordination and flow 

requirements. The work plan is central to the negotiation because it specifies 

the expectations, approach and limits concerning the O&M service to be done. 

The service specification should quantify the minimal acceptable service 

standard that fulfills the facility mission, meets statutory requirements, and 

accomplishes the performance outcome. 

 

Service specifications, as part of service level agreements themselves, are 

tools the facility manager can use to negotiate many aspects, including: 

 Scope of work and control over change. 

 Acceptable quality performance level. 

 Service level minimums and maximums (or when work is done). 

 What constitutes work beyond specification or agreed-upon response. 

 Value or pricing of services provided; fee changes for added or reduced 

services. 

 Consequences of failure to meet service level requirements (fines, fees, 

loss of incentives, contract reduction, termination). 

 Rights and obligations of both awarding and service-providing parties. 

 

The facility manager regards service specifications not as fixed statements of 

requirements but as foundation descriptions for continuous improvement.  

 

Documenting 
determinations 

All aspects of the agreement should be documented so that the contract reflects 

the understanding of both parties. This supports service activities as actual O&M 

work and occupant services proceed.  

 

Clear, precise service level descriptions represent the agreed-upon core of 

service requirements and thus the understanding between both parties. The 

negotiated, documented agreement is the basis for the relationship between the 

facility manager and the contractor and the source for measuring performance 

and outcomes. 

 

Methods and incentives to influence continuous improvement and inhibit 

inferior work help both parties maintain contract expectations with less conflict, 

misunderstanding or communication challenges. 
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 Topic 4: Monitor Work/Service Performance  

Measures of 
competency 

A facility manager is usually responsible for managing/overseeing all facility 

O&M, which includes the services provided to occupants or tenants as well as 

the operations and maintenance of building equipment and systems. This is 

true whether services are performed by staff or outsourced contractors. How 

effectively and efficiently the facility manager does this is not only a measure 

of competency but may also determine how competitive, attractive and 

efficient the facility is for its occupants and the mission. This makes it critical 

that services be properly executed. Exhibit 4-22 provides examples of how 

performance can be measured for effectiveness. 

 
Exhibit 4-22: Effectiveness Measures 

 

 Level of customer satisfaction as a percentage 

 Change in percentage of deferred maintenance or number/hours of delays 

 Percentage or number of change orders compared against previous periods 

 Change in percentage of preventive maintenance versus corrective 
maintenance 

 Percentage of work plan executed compared to assigned 

 Percentage of predictive maintenance work orders compared to preventive 
maintenance as a proportion of all work orders 

 Percentage of equipment failures or run time to failure against previous 
periods 

 Percentage of callbacks or returning to maintenance job because of 
incomplete or incorrect work 

 Percentage of occupant complaints or accolades compared to previous 
periods 

 Quality, sustainability and conservation programs and performance 
compared to previous periods 

 

 

 The source for analyzing effectiveness should be the SLA with its statement of 

work, level of service requirements, and key performance indicators that set 

goals. With a complete, quantitative, agreed-upon set of performance 

requirements and activities, the facility manager has the means to not only 

measure effectiveness but also to support change to develop effectiveness 

where gaps occur. 

 

Monitor to 
manage 

A common saying regarding management is that “what is measured gets 

done.” This statement implies that O&M activities and the conduct of 

occupant services are inspected and monitored.  
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Monitoring work to determine that measurements are achieved is necessary 

and useful to the facility manager for several reasons: 

 Comprehensive monitoring provides assurance that contract terms are 

met. 

 Regular, ongoing inspection alerts the facility manager early to eroding 

conditions, unmet expectations, potential misunderstandings or other 

service delivery questions before small exceptions become large 

challenges. 

 Routine monitoring (and the contractor knowing that inspections will 

regularly occur) is one way to prevent or reduce fraud as well as ensure 

that maintenance work is being properly completed. 

 Inspections not only alert the facility manager to changing conditions or 

possible service delivery problems but also support the relationship and 

avoid conflicts when misunderstandings or unexpected requirements 

arise. 

 Diligent and thorough inspections encourage regular communication 

between the facility manager and the service provider. 

 Ongoing monitoring signifies that the facility manager is serious about 

the maintenance work and supports what the service provider is 

accomplishing; it reinforces the partnership. 

 

Inspection should not imply adhering blindly to work specifications or over-

monitoring to find fault. Contract work inspection is a practical and realistic 

means to keep all parties informed and in agreement about what is being 

done compared to what is expected. It is useful way to maintain 

communications after the contract is negotiated and signed. 

 

Monitor 
through SLAs 

The SLA is a useful tool to monitor work and identify discrepancies, whether 

the work is performed by internal staff or contracted services. A well-written 

scope of work document helps give all parties—facility manager, staff, 

contractors, occupants, and executives—the confidence that the work is 

performed well and efficiently so that it is accomplished properly the first 

time. A comprehensive review for administering and maintaining contracts is 

found in the Finance and Business competency. 

 

Agree on 
performance 
specifications 

Work quality or performance should be measured by clear-cut standards, not 

vague references that can lead to different interpretations and 

misunderstanding. When work order expectations, service level agreements, 

and other contracts are clear, precise and quantitative, the work is more likely 

to meet expectations without controversy. Performance measures (including 
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those determined by life-cycle cost analysis or total cost of ownership) not 

only indicate the goals to be achieved but show both the service provider and 

the facility manager when performance is achieved and when it is not 

achieved. 

 

Agree on specifics The facility manager uses the work order to communicate all work whether 

for maintenance, repairs, upgrades, ongoing or delayed work, activities 

involving occupant services, or emergencies. The expected results of the WO 

should be clearly described and defined. Outcomes should be specific and 

measurable.  

 

Relative to occupant service activities (whether custodial services, records 

management, child care or security, for example), the desired results should 

reflect realistic and agreed-upon standards that all parties view the same. 

Agreements should not be left to individual judgment but should reflect 

mutual consent. For example, some specifics relative to custodial services 

could include specifications such as: 

 Wipe until dust- and smudge-free, and polish all unpainted metal surfaces 

within reach; use accepted safety precautions to clean in the same manner 

all other visible metal surfaces. 

 Replace fluorescent lamps semiannually and ballasts upon failure; clean 

light diffusers annually so that no residue, dirt or other foreign items are 

present. 

 Vacuum all hallway carpeting edge-to-edge before 7:00 a.m. to avoid 

interfering with regular occupant arrival. 

 Do not allow unsightly conditions such as dirt in corners, mop splashes 

on base boards, or floor wax applied over dirt spots. 

 

The contractor or staff assigned to the work should be involved in developing 

the standards expected of the work. This helps make everyone aware of the 

expectations as well as participants in their creation. It encourages agreement 

before work begins and is an excellent starting point if inconsistencies or 

misunderstandings occur. 

 

Identify known 
outcomes 

When the approach to the work is clear, the results are also likely to meet 

expectations. Certainly the outcomes are different for sanitizing a hospital surgery 

than they are for cleaning an office hallway. However, both should have written 

descriptions that accurately state what should be done and what to achieve.  

 

To do this, the facility manager strives to identify known outcomes or 

expectations, budgets or reasoned estimates of specifics so that work plans are 
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practical and settled among all parties. Work plans can include, for example, 

estimates of: 

 Crew size, mix of trades. 

 Anticipated work hours. 

 Travel and setup time. 

 Work duration. 

 Work tasks (including checklists). 

 Skills, tools, equipment and preparation needed (including special training or 

personal protective equipment). 

 

The more complete, specific and mutual the work plan is, the more efficient and 

expected will be its outcome. 

 

Evaluate results 
and variations 

The facility manager can apply the clear, measurable expectations to evaluate 

results and recognize variations. This helps the facility manager focus on 

exceptions such as: 

 Out-of-specification results that did not meet the agreed-upon contract 

requirements and need to be corrected. 

 Moves, adds and changes that altered the original work plan or in some 

way caused specifications or expectations to change. 

 Service orders carried over that were incomplete so that work results 

could not be evaluated and perhaps delayed or interrupted work plans that 

were to follow. 

 

In addition, the facility manager collects results over time to reveal trends, 

search for gaps and recognize weaknesses. For example, the facility manager 

may use the CMMS to create reports that summarize and indicate weaknesses: 

 Carry-overs or unfinished jobs by month and year-to-date may, for 

example, expose unrealistic timelines or inefficiencies. 

 Orders received compared to orders completed may, for example, indicate 

workload challenges, inadequate estimates of work required, or other 

unforeseen changes that may reflect a pattern. 

 Work completed compared to work not completed may, for example, 

reveal expectations that are too high or not high enough. 

 

By monitoring work results and comparing them to service level agreement 

specifications for that work, the facility manager may recognize discrepancies 

and determine where performance does not meet agreed-upon outcomes. 

Further, with clear specifications and workflow descriptions, the facility 

manager has the information to support corrective action.  
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Factual review is also made possible when work plans and outcomes are 

continually updated in the CMMS so that actual performance may be 

compared to service level agreements. This not only provides clear evidence 

for negotiations, specific work corrections, and awarding of incentives but 

also provides the facility manager with the data necessary to determine if 

contracts should be renewed, rewritten or terminated. 

 

Value of 
incentives 

Incentives are useful tools to reward and direct work output and results. They 

may be used to avoid a strike or encourage a specific activity. They may also 

help resolve disputes and avoid the potential cost of litigation or disruption of 

operations. However, the use of incentives must never be perceived as a 

payoff or corruption or give the appearance of bribery or inappropriate 

influence. 

 

Contracts can be reward-based and may offer incentives for meeting work 

requirements, exceeding goals or simply consistently meeting specifications. 

Different types of incentive-based contracts include the following: 

 Fixed-price-incentive contracts provide added remuneration or other 

incentives if the contractor meets or stays beneath a targeted cost yet 

delivers quality or performance at or above the targeted minimum. 

 Cost-plus-award contracts hold the contractor to an agreement on 

maximum expenses and rewards with a bonus when costs remain at or 

below those fixed expenses. 

 Award-term contracts award contractors who consistently meet specified 

goals by extending or adding more years or expanding tasks to the current 

contract.  

 

Incentives and rewards may be made spontaneously to recognize positive 

activity in the moment or announced in advance to emphasize work toward a 

specified goal. Incentives can also be used to deter unwanted action, behavior 

or results. For example, a bonus may be lost because of below-standard 

quality or because a deadline or other specified goal is not met.  

 

When incentives are included in the scope of work for contractors or staff, the 

facility manager uses precisely understood and measurable specifications to 

determine work performance. These performance measures should be 

carefully prepared so that whether incentives are awarded or withheld, the 

affected personnel recognize that the decision was correct according to the 

agreed-upon specifications. 
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Evaluate 
through best 
practices 

Best practices are techniques or approaches that consistently provide the 

desired results across an industry or within an organization. In facility 

management some general best practices are driven to produce the following:  

 Occupant satisfaction. How do occupants perceive their environment and 

the quality of services and infrastructure? 

 Financial best value. How do budgets compare to costs, and what is the 

trend relative to costs versus benefits? 

 Emphasis on facility core mission. How competently is O&M supporting 

the facility’s core mission and satisfying occupants? 

 Efficient and effective operation. How is the facility doing in terms of 

delivering to the purpose intended and to the expectations of the owner/ 

executive management? 

 

Communicate 
through 
feedback 

Communication provides feedback. Feedback helps each party know how the 

other party feels about the way in which work is proceeding and how each party 

is living up to their responsibilities. Frequent communication helps maintain a 

balance and comfort level between parties so that issues can be raised and 

resolved with minimum conflict or tension.  

 

Once a service provider (contract or staff) is selected, the facility manager clearly 

communicates what has been established that describes successful performance. 

The objective is to publish and follow agreed-upon criteria so that the facility 

manager and the service provider concur on what maintenance or service is to be 

done, how it will be done and how that performance will be measured. These 

criteria hold whether the work is operational or asset maintenance or supplying 

occupant services such as custodial cleaning, food services or mail distribution. 

 

This clarity can be particularly important when working with contractors who are 

responsible for maintaining an asset. In general, it is easier for contractors to 

maintain new equipment and have the facility owner pay for replacement. 

Facility managers trust their contractors yet retain the ability to independently 

and objectively verify their recommendations and agree on any capital 

expenditure plan.  

 

When repair and replacement decisions must be made, contention can occur 

between the facility manager/owner and the service provider. Questions must be 

resolved regarding: 

 Who pays for replacing the asset? 

 When does it need to be replaced? 

 Why does it need to be replaced? (Was it the end of its useful life or was it 

improperly maintained?) 
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The facility manager communicates regularly to keep contractors and staff alert 

to the performance requirements that are already agreed upon. These discussions 

should seldom contain surprises because they start with the stipulations of the 

work agreement.  

 

They may come under dispute about what one side or the other sees as exceptions 

to the agreed-upon contract principles. However, with a well-defined and mutual 

SLA and scope of work agreement, the discussion can be about interpretation 

rather than blame. 

 

 Topic 5: Resolve Contract Disputes  

Start with the 
SLA 

It is in the best interest of the organization to have contractors and staff who 

are satisfied with their work environment, focused on outcomes and 

concentrating on tasks. This is how building maintenance and occupant 

service work gets done, occupants are served and the facility operates for 

maximum results. Contract disputes do not serve any of those issues, and the 

facility manager must determine ways to avoid and resolve contract disputes. 

 

The most effective way to resolve contract disputes is to have the means to 

address them in the first place. The facility manager must focus on specifics to 

support the relationship and encourage discussion. A concrete and mutually 

understood SLA gives both the supplier and the facility manager the basis for 

discussing a conflict. 

 

Complete, accurate, measurable and specific work descriptions make it far 

easier to recognize, discuss and resolve disputes. A well-crafted SLA with a 

clear statement of work and complete terms and conditions offers several 

benefits. 

 It establishes standards that likely relate to an issue in question. 

 It provides a basis for the perspective and range for viewing an issue. 

 It contains the protocols or rules for how to approach the other party with 

an issue in question. 

 It supports pragmatic and measurable methods to share ideas, progress to 

understanding and resolve the issue in question. 

 

The quantitative requirements of the SLA are an excellent starting point 

because they provide a basis that both parties are familiar with, understand and 

agree on (at least when the contract was initially signed).  

 



Chapter 5: Select the Best Resources 

© 2013 IFMA  4-107 Edition 2013, Version 1.0 

All rights reserved 

 

Printed on 100% post-consumer waste recycled paper. 

 

Those measures may come to be disputed for any number of reasons, such as: 

 Objectives or expectations are considered to be too high or too low. 

 Conditions have changed, making performance objectives unachievable or 

unrealistic. 

 New conditions relative to expectations have changed the capability to 

achieve or measure original goals. 

 Either party identifies a gap that changes requirements and their outcome. 

 

A positive result can be more readily achieved when: 

 A previously agreed-upon process is already in place and respectfully 

followed by all parties for resolving disputes. 

 The issue in question is documented and that documentation is shared 

among all parties. 

 The atmosphere surrounding discussions remains cordial and focused on 

specifics. 

 

It is unlikely that an SLA can anticipate every possible contract dispute and 

thus avoid all conflict. However, the facility manager can use a well-drafted 

service level agreement to begin the conversation positively and to develop a 

mutually satisfying result. Even if no basis can be found in the SLA, the 

discussion can still be treated as a negotiation between parties to find an 

equitable solution in the same way that the initial contract was negotiated. 

 

Maintain a 
positive 
attitude 

To maintain dialog during disputes, the facility manager must maintain a 

positive attitude. This approach concentrates on finding the solution by 

analyzing the problem, not the party involved. The facility manager 

demonstrates this attitude in many ways, including: 

 Leading by example. 

 Not taking criticism personally. 

 Maintaining a patient, professional manner with a positive tone. 

 Supporting the opinions of others by listening fully, without interrupting. 

 Assisting by discussing information and options while managing 

expectations. 

 Working for resolution without offending those in dispute. 

 Finding common agreement in an atmosphere of accord. 

 Summarizing agreement as discussions proceed. 

 Checking with everyone concerned to ensure that the final agreement is 

understood and acceptable to all. 

 Thanking and affirming all participants. 

 Following up (documenting) discussions in writing. 
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Facility managers must concentrate on understanding the nature of the 

relationship and working with the service provider before focusing on the 

contract. But the contract itself should clearly reflect what is expected of the 

service provider and how those expectations are measured. Without clearly 

stated measurements, discussions may be less productive and more 

adversarial. 

 

Respect, flexibility, willingness to listen and an unbiased attitude are qualities 

the facility manager must bring to discussions. They not only calm tense 

situations but also help produce an atmosphere for productive resolution and 

an even stronger future relationship between the facility manager and the staff 

or contractor who provides the service. 
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Progress Check Questions 

Directions: Read each question and respond in the space provided. Answers and page references follow 

the questions. 

 

1. What is the most accurate description of the difference between a service level agreement and a 

statement of work? 

( ) a. There is no difference; they are identical. 

( ) b. A statement of work can be part of a service level agreement.  

( ) c. A statement of work can be negotiated; an SLA cannot. 

( ) d. A statement of work is for staff; a service level agreement is for contractors. 

 

2. The typical SLA for contracting outside services would 

( ) a. contain all information both parties require. 

( ) b. not stipulate how disputes will be handled. 

( ) c. provide the facility manager with negotiating advantages. 

( ) d. discuss incentives only in the event of disputes. 

 

3. Why may outside contractors be hired? (Circle all that apply.) 

( ) a. facility staff do not have necessary competencies. 

( ) b. the work is highly visible and would risk staff credibility. 

( ) c. they can perform the work at lower cost. 

( ) d. the contracted tasks are not relevant to the core mission. 

 

4. An activity that has high mission relevance and requires low expertise would 

( ) a. generally be performed by a contracted service. 

( ) b. seldom require an operations and maintenance focus. 

( ) c. most often require expert services beyond the level of staff. 

( ) d. most likely represent a good option for staff assignment. 

 

5. Outsourcing or out-tasking is the process of 

( ) a. rewarding high performers. 

( ) b. scheduling staff or contractors for maximum productivity. 

( ) c. comparing results of staff against contractors. 

( ) d. contracting for services, not using staff. 

 

6. List at least two advantages and two disadvantages of contracting a service. 

Advantages:   

   

Disadvantages:   
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7. Which of these would not be considered an appropriate characteristic of negotiations? 

( ) a. Discussion implied with compromise 

( ) b. Meet objectives of service providers and facility owners 

( ) c. Designed to give the facility manager an advantage 

( ) d. Specific performance measures and non-negotiable minimums 

 

8. The most effective way to resolve contract disputes is by  

( ) a. using incentives and rewards. 

( ) b. establishing concrete and mutually understood SLAs. 

( ) c. using flexible scheduling and providing access to human resources. 

( ) d. maintaining a positive attitude. 
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Progress check answers 

1. b (p. 4-90) 

2. a (p. 4-92) 

3. a, c and d (p. 4-93) 

4. d (p. 4-93) 

5. d (p. 4-93) 

6. Advantages of contracting: cost control, potential improvement in service quality, reduced liability 

 Disadvantages: lack of loyalty, loss of control, different goals and agendas (p. 4-95) 

7. c (p. 4-97) 

8. b (p. 4-106) 
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Chapter 6: Measure Operations and Maintenance 

Performance 

 

 

After completing this chapter, students will be able to: 

 Understand life-cycle cost analysis relative to total cost of ownership. 

 Understand the use of measuring and data-gathering tools such as reliability-centered 

maintenance, design for reliability, energy modeling and risk assessment. 

 Understand how to apply the workflow process and measure work performance. 

 Understand how to consolidate performance measures using a balanced scorecard. 

 Recognize how to determine key performance indicators that represent the strategic 

facility plan. 

 Understand how to learn what occupants/customers need and deliver results in a 

measurable service quotient for continuous improvement. 

 
 

 Topic 1: Determine Life-Cycle Cost 

Life-cycle cost 
analysis 

Once an asset is placed in operation, the facility manager uses life-cycle cost 

analysis and related factors to help determine whether to service, refurbish or 

replace that asset later on in its life cycle. To accurately identify and track life-

cycle costs, the facility manager should capture all time expended and 

materials used to maintain facilities because this: 

 Factually supports and helps justify repair versus replacement decisions. 

 Provides input to evaluate and calibrate or estimate task completion times. 

 Produces more complete and accurate information on work activities to 

support facility management decisions. 

 Helps allocate resources properly and justify those allocations. 

 Provides data to measure against key performance indicators to assess 

compliance, challenges and potential changes. 

 Supports a focused approach to a strategic facility plan for effective use of 

the facility as it accomplishes its mission. 

 

 Other fiscal factors and estimates that relate to LCC include total cost of 

ownership, economic analysis sources, forecasting and sampling. 

 

Total cost of 
ownership (TCO) 

Total cost of ownership is a financial management strategy that accounts for the 

complete life-cycle (cradle-to-grave) measurement and management of a physical 
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asset’s useful life. This includes both direct costs that are specifically related to the 

item or asset as well as indirect costs shared by several grouped assets. 

 

The life cycle of a building can generally be divided into planning, design and 

construction; operations and maintenance; and capital renewal and renovation 

through disposal. All activities except initial planning/design/construction are 

usually in the realm of the facility manager. They usually represent 60 to 80 

percent of the total cost of ownership and, thus, a significant responsibility. 

Facility managers must understand and apply life-cycle cost analysis to develop 

budgets for, determine actual costs of, and make decisions about whether to 

service, refurbish or replace elements.  

 

A model of factors related to total cost of ownership is shown in Exhibit 4-23. 

 
Exhibit 4-23: Asset Life-Cycle Model for Total Cost of Ownership 

 
 
 

 
 

 

 

 

 As a financial estimate, TCO helps the facility manager (and others who have 

a need or requirement) calculate known and anticipated costs of an asset. 

These costs may include: 

 Initial purchase costs. 

 Operating expenses.  
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 Hidden costs (e.g., negative social costs such as pollution that affect the 

neighborhood or society).  

  Carrying charges.  

 Replacement and decommissioning costs. 

 Residual value.  

 

 While operational expenses and capital replacement/renewal are often divided 

into separate budgets, it is useful to consider impacts on both budgets from a 

specific action. For example, the capital replacement cost for replacing a 

chiller may also be supported because it could significantly reduce operating 

costs through lower utility bills. 

 

These considerations are useful for small upgrades as well as acquisitions and 

major renovations. The TCO analysis is also useful to indicate the payback 

period (the length of time it will take to recoup the initial investment cost). 

This may indicate the value (and wisdom) of acquiring a specific asset in the 

first place. For example, if the TCO analysis indicates that the payback period 

exceeds the useful life of the upgrade or the initial asset, the facility manager 

may consider less expensive alternatives. 

 

Economic analysis 
sources 

The facility manager also refers to other sources to support the LCC economic 

analysis. These references may include: 

 Studies presenting experience with similar components or systems. 

 Maintenance experience gathered from contractors, staff or other facility 

managers familiar with the component or system.  

 Published data by the equipment/system manufacturer on maintenance 

cycles, specifications and so forth. 

 Information or requirements available from local, regional or national 

regulatory or planning boards. 

 

Each of these resources may provide information that the facility manager 

includes in a complete analysis that anticipates life-cycle costs for a material, 

component, equipment or system. All may be considered by the facility 

manager. 

 

Forecasting The facility manager may also forecast the costs for maintaining an asset at a 

predetermined service level. Forecasting helps the facility manager develop 

long-term capital budgets. It also gives the facility manager the means to 

assess operations and maintenance plans relative to life-cycle costs.  
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This input can be projected to a budget that reflects an understanding of:  

 What is anticipated to happen among the various assets of the entire 

infrastructure. 

 What total costs are associated with O&M across the entire infrastructure. 

 

The level of detail and accuracy of a forecast depends upon the expertise, time 

constraints and information available to the facility manager. The forecast may 

be intuitive and approximate on some aspects, use generic standards for 

others, and have comprehensive data on still others. The final result will be as 

dependable as the quality and accuracy of its business and financial inputs. 

 

Sampling A facility manager may decide to include sampling (also known as parametrics) 

as a way to increase accuracy or confidence in a life-cycle costing estimate. 

Sampling is the practice of gathering a subset of the total data available from a 

process or a population. For example, the facility manager may estimate utility 

costs for one area by looking at specifications for energy use by all devices in 

that area and then applying that same measurement to similar areas in the 

facility. By preparing a sample cost for one area, the facility manager can more 

reasonably and accurately anticipate similar costs for other, similar areas. 

 

Potential areas or aspects a facility manager might sample could include: 

 Personnel costs for particular tasks. 

 Utilities. 

 Maintenance. 

 Breakdown emergencies (productivity losses). 

 Repair/alteration projects. 

 Furnishings and fixtures. 

 Grounds (roads, signs, traffic management and so forth). 

 

These sampled calculations can provide insights into key areas where replacing 

an asset might be a better alternative than keeping it, even if its operating life is 

not over. For example, the facility manager may look at utilities costs and loss of 

productivity during breakdowns and determine that a specific system or item of 

equipment should be replaced because a more energy-efficient and reliable 

alternative should produce an overall savings against utility, personnel and 

breakdown losses. 

 

Importance of 
LCC 

Life-cycle costing is important to the facility manager because it can indicate 

general guidelines for when replacement may be more suitable than repair. 

Properly prepared LCC information is made possible with accurate, complete 
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work log records and maintenance reports. These records and reports should 

include the following information: 

 The age of the component, equipment or system compared to factory 

specifications on durability or estimated useful life 

 Reliability records, including all service activities, results and costs 

(which can be projected to show a trend against manufacturer or facility 

manager estimates of typical costs for the asset) 

 Total cost of owning the asset compared for best value against alternate 

assets considered to fulfill the same function 

 Relative value of operational and hidden costs/benefits to improve 

productivity, support occupant needs and promote sustainability 

 Predictive measures of expenses to avoid such as emergency or after-

hours repairs, temporary relocations, lost business or productivity as a 

threshold number that would support replacement or renovation over 

repair or maintenance of a deteriorating asset 

 

This type of information helps the facility manager anticipate the life cycle of 

an asset and the point at which replacement is prudent. This is most relevant 

because an estimated useful life is fairly predictable for most building systems 

and components.  

 

Recognizing an 
asset’s useful 
life 

Useful life refers to the generally expected time that a component can be left in 

service before it will start to experience a rapidly increasing probability of failure. 

 

There is no standard rule to predict useful life across all the different materials, 

components, equipment or systems that may be found in a facility. However, 

some general principles for all of these assets can be suggested: 

 All assets deteriorate over time. 

 Assets deteriorate at different rates (for example, a lamp fails before the 

electrical system wiring fails). 

 Routine or preventive maintenance may not extend service life beyond 

expectations, but it can avoid rapid deterioration that may shorten life 

compared to expectations. 

 

Two useful approaches to determine an asset’s useful life are degradation curves 

and data-measuring tools. 

 

Degradation curves The facility manager may acquire and use or even develop degradation curves, 

which estimate the rate and probability at which a component, piece of 

equipment or system may continue to meet or achieve its intended function 
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over time. Degradation curves may be developed for virtually any known 

element, including structures, roofs, roadways, planned maintenance and so 

forth. Estimates generally relate to asset functionality or condition measured 

over time and assume proper planned maintenance. Equipment manufacturers 

may also provide statistics and even warranties on typical useful operating life 

for their products. Exhibit 4-24 illustrates a generic degradation curve.  

 
Exhibit 4-24: Degradation Curve 

 

 

 

 An actual curve would indicate expected product condition or capability across a 

course of time such as years. Depending upon the purpose of the asset, the 

information might estimate its value, functionality, reliability, maintenance cost, 

efficiency, or other factors over time.  

 

For example, a sample review of the condition of carpeting or paint may reveal 

that it should be replaced or repainted because of aesthetic rather than functional 

reasons. A parametric sampling (discussed previously) of one building or a few 

floors could represent the measurement of several buildings and become part of 

a degradation curve estimate as well as a forecasting approach. 

 

Forecasting may incorporate degradation curves as part of the information to 

project future performance based on historical data and measures of current 

conditions. 

 

Data-measuring 
tools 

A range of possible measuring and data-gathering tools are also available to the 

facility manager. Several have already been mentioned to measure total cost of 

ownership and life-cycle costs.  
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These tools could include the following: 

 

 Reliability-centered maintenance (which was introduced in Chapter 3) is 

an ongoing process that determines the mix of reactive, preventive and 

proactive maintenance practices to provide the required reliability at the 

minimum cost. It can use diagnostic tools and measurements to assess when 

a component is near failure and should be replaced. The purpose is to 

eliminate more costly unscheduled maintenance and minimize preventive 

maintenance. 

 

  Total productive maintenance is an approach that emphasizes having the 

equipment operator be responsible for and knowledgeable about the 

equipment’s performance and maintaining that performance.  

 

 Design for maintainability is a quality effort in which the product is 

designed with greater maintenance ease built in, for example, by making 

grease fittings prominent and accessible on the front of a machine. 

 

 Design for reliability is a quality effort in which the dependability of the 

product is produced by design rather than through inspection.  

 

 Energy modeling compares specific materials, systems and equipment 

relative to their expected annual energy cost, lifetime performance and any 

efficiencies that might enhance them. 

 

 Probabilistic risk assessment is a top-down approach used to apportion 

risk to individual areas of plant and equipment and possibly to individual 

assets so as to achieve an overall target level of risk for a plant, site or 

organization. These levels of risk are then used in risk-based techniques, 

such as reliability-centered maintenance.  

 

 Hazard and operability (HAZOP) studies help develop appropriate 

equipment maintenance strategies that identify required equipment 

modifications. A HAZOP study is generally done by experienced teams 

who examine engineering and process standards to uncover potential 

operational hazards or malfunctions and how they might affect the facility 

and surrounding area.  

 

Whether acquiring or tracking assets by using approaches such as these, the 

facility manager can strike a balance for the lowest risk, the lowest cost, and the 

highest benefit for a given asset.  
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Exhibit 4-25 illustrates that, with maintenance, an asset should generally 

provide excellent or good service to service level standards for a predictable 

period. The exhibit is shown for illustration purposes only and does not 

represent an actual asset or relationship to any group of assets. What it shows is 

that, at some point, the cost of maintaining the asset at a required level of 

quality exceeds the value the asset provides when compared to a replacement. 

 
Exhibit 4-25: Life-Cycle Costs and Estimated Useful Life 

 

 

 The point at which natural deterioration makes continued maintenance 

impractical can be recognized as a trend in maintenance costs and reliability 

concerns reported in work order logs. If the facility manager waits too long to 

make appropriate repairs or replacement, the cost to bring the component or 

system back to serviceable condition may be much more than the cost of 

making the repair or replacement. 

 

 Topic 2: Monitor Use and Performance of Facilities 

 Facility managers recognize that the performance of virtually any facility 

would most likely benefit from improvement. This places several expectations 

on the facility manager: 

 

 Tell the facility management story. Promote the work and achievements 

of O&M across equipment, systems and occupant services. Be prepared 

with information—results, needs, ideas and accomplishments—so that 

executives and occupants alike are aware of what facility management is 

doing and how it supports the strategic mission. 
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 Justify appropriate resources. Develop the means and measurements to 

factually represent what the facility needs, including staff and contracted 

resources, capital and maintenance budgets, and the plans for managing 

everything wisely. 

 

  Support accountability and transparency. Develop metrics and data-

gathering approaches that offer reasonable and factual measurements so that 

executives and all interested parties understand how facility management is 

proceeding and how it is doing. 

 

 Provide credible performance measures. Use data-gathering tools, 

performance goals and measurement approaches that deliver accurate 

information that decision makers understand with confidence and that sustain 

the facility mission. 

 

Facility managers must not be content with simply doing a good job; they must 

also be aware of the need to measure, justify and clearly communicate what is 

being accomplished. It is important to promote what facility management is 

doing and what’s needed so that this vital activity is integrated with and enhances 

the purpose of the facility. 

 

Respond to the 
plan 

The facility manager is responsible for overseeing the O&M of the facility and its 

systems and the proper execution of occupant services. Service level agreements, 

statements of work and standard operating procedures describe what and how it is 

done; maintenance schedules and workflow processes describe when and where it 

is done.  

 

The facility manager oversees the conduct of these activities to support the mission 

of the facility and its strategic facility plan and the O&M approach that is 

developed from it. In this way, the emphasis of O&M is on outcome, not merely on 

activity.  

 

As first introduced in Chapter 1, the activities that occur with O&M (as well as 

paralleling tactical planning areas such as budgeting and design/ construction) are 

driven by the business strategy for the facility and the entire organization to the 

benefit of customers.  

 

This relationship was first shown in Chapter 1 (Exhibit 4-4: “Strategic Planning 

Overview Model”). Exhibit 4-26 extends that model by adding details to the 

tactical planning level and completing the model by including execution, 

measurement and feedback phases. The model thus outlines the approach a facility 
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manager may take to turn the organization’s strategy into a sound facilities plan and 

an O&M program with measured results. 

 
Exhibit 4-26: Strategic Planning Overview Model Extended 

 

 

 The facility manager takes direction from the strategic facility plan and 

interprets its goals into the specific activities, assignments and outcomes that 

generate the work of O&M for building systems and occupant services.  

 

Measure 
performance 

Whether the workflow process represents planned or unplanned maintenance or 

occupant services, the approach can be generally the same. It was first described 

in Chapter 3 and is repeated in Exhibit 4-27. 
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Exhibit 4-27: Typical Workflow Process 
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 The facility manager measures actual performance against realistic, quantitative 

goals. These goals may be described as performance requirements, and 

performance requirements may be summarized into a few, mission-critical ones 

called key performance indicators (KPIs).  

 

By defining outcomes to achieve specific goals, the facility manager has the 

means to develop appropriate work plans, oversee their accomplishment and 

compare actual results to desired performance. This is the basis for professional 

facility management that can provide building owners and executives with useful 

information on how well O&M outcomes are supporting strategic business goals.  

 

In short, the strategy of the facility plan determines tactics and the delivery of the 

workflow process executes that plan. This capability is built around knowing: 

 What to measure (performance indicators). 

 How they compare (benchmarks that represent a point of reference). 

 How to bring it together (balanced scorecard). 

 How to track and record it (work log results). 

 

By applying these techniques, the facility manager has an accurate and 

meaningful presentation that justifies what activities were undertaken, what work 

plan decisions were made, and how facility operations supported the building’s 

purpose and its occupants. It is not only the basis for how things have been 

accomplished but is an organized approach for continuous improvement. 
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Determine 
performance 
measurements 

In determining what performance to measure, the facility manager considers 

the facility mission. For example, if it is a production facility, a performance 

measurement could be minimal anticipated downtime. If it is a hospital or 

apartments, a performance measurement could be customer satisfaction.  

 

Key performance indicators are business metrics that stipulate outcomes 

crucial to the success of the organization. They are identified so that O&M 

activities can be measured against expected results. KPIs usually summarize 

or collect lower-level performance measurements into representative critical 

outcomes. They may be qualitative or quantitative. 

 

The facility manager compares actual results to KPIs to evaluate how 

successful a maintenance activity in the statement of work or SLA/SOW has 

been accomplished relative to KPI expectations. Key performance indicators 

may be generally described using the SMART approach, varied types, and 

quantitative and qualitative measures. 

 

SMART approach 
 

The SMART approach is a way to develop feasible key performance indicators (or 

any performance outcomes) that represent a critical facility management goal. 

SMART is an acronym that represents a test of feasibility with a KPI that is:  

 

 Specific and clear to avoid misinterpretation. The KPI or performance 

measurement should represent a single element of the performance outcome 

and be written so that any stakeholder with a basic understanding of the 

facility’s purpose can understand it. 

 

 Measurable to be compared to other data. The KPI should define how to 

measure whether it is achieved; this is usually a quantitative measurement that 

represents a specific, understood outcome. 

 

 Achievable (attainable) with a reasonable expectation to be reached under the 

conditions expected. This means that the goal can be met using the skills, 

assets and capabilities of the intended staff/contractor and work plan. It also 

assumes that requirements do not conflict with each other. 

 

 Realistic in that it fits within the organization’s current capabilities and is 

cost-effective. It must be feasible and agreed upon by the responsible parties 

(those who do the work as well as those who oversee the work). 

 

 Timely in that it can be accomplished within the given duration and is 

appropriate compared to other priorities or capabilities of O&M and the 

facility mission. Accurately estimated deadlines promote efficiency and 

provide a foundation for reporting and control. 
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SMART goals are further discussed in the Project Management competency.  

 

Consolidate in 
a balanced 
scorecard 

The facility manager uses the balanced scorecard method and related metrics 

to assess how well goals are being achieved and to optimize the performance 

of the entire infrastructure. This helps the facility manager operate the facility 

with greater confidence and smarter business sense.  

 

A balanced scorecard is based on the premise that intangible assets such as 

employees, information technology and image are important to an 

organization’s success. To accomplish this, the balanced scorecard views the 

organization from four perspectives that facility managers turn into self-

assessing questions: 

 Stakeholder measures reflect the satisfaction of customers or occupants. 

Ask: What do customers/occupants think of facility management 

performance? 

 Internal measures reflect performance of key business processes.  

Ask: Do we excel at what we do and apply best practices? 

 Learning and growth measures reflect on the organization’s learning 

curve or capabilities and position.  

Ask: Is our staff adequately trained and capable? 

 Financial measures reflect fiscal performance.  

Ask: Are we taking care of assets? 

 

With these four perspectives, the BSC helps compare short- and long-term 

objectives, outcomes desired and the performance aspects that drive those 

outcomes as objective/subjective measures.  

 

In an ideal planning cycle, the BSC is derived from the entire organization’s 

strategic plan, the more specific strategic facility plan and the work plan 

process written into SLAs. In this way, the entire approach to managing the 

facility is aligned with and directed to the facility mission. The results of the 

work log tell the facility manager how well O&M activities are achieving 

KPIs to meet BSC goals. The relationships are illustrated in Exhibit 4-28.  

 
Exhibit 4-28: Performance Relationships 

 

Key performance 

indicators

Workflow process 

benchmarks

Balanced 

scorecard 

comparative 

results
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Compare to 
work log 
results 

The facility manager incorporates several aspects to relate work log results 

(or workflow process benchmarks) to the BSC. These aspects may be 

summarized as follows: 

 The approach begins with knowledge of the strategic facility plan. 

 That plan identifies measurable goals for facility management.  

 Metrics assess the O&M of assets relative to, for example, total cost 

of ownership and most favorable life-cycle cost.  

 These metrics provide measurable goals that are defined as key 

performance indicators and included in the BSC. 

 

The tracked results of the work plan log may be compiled within the 

CMMS to provide current, accurate, complete information on all 

accomplished O&M and related activities. By analyzing work log results 

(work plan data or work orders) and summarizing or comparing that 

information as KPIs in the BSC, the facility manager can: 

 

 Compare planned to actual performance. A current and complete 

inventory/register should contain measurable cost and performance 

information taken from work logs and operations, maintenance and 

repair inputs. 

 

 Select appropriate metrics. The more common facility metrics 

include the:  

 Facility condition index (FCI).  

 Planned maintenance to corrective maintenance. 

 Preventive maintenance completion and percentage of re-work.  

 Work order aging and response time.  

 Customer/occupant satisfaction.  

 Custodial level of service.  

 System reliability, unscheduled downtime and productivity.  

 Top ten work orders by type.  

 Mean time between failures (MTBF).  

 Percentage root cause analysis.  

 

 Identify underperforming elements. The facility manager 

recognizes assets that are not performing as expected and develops 

ways to set improvement goals, develop corrective action, monitor the 

approach and continue to measure results.  
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Recommend 
future asset 
purchases 

By collecting work log data and summarizing it into trends, the facility 

manager can begin to predict when an asset may need to be replaced or its 

function substituted with a renovation. By staying current and researching new 

alternatives for an asset, the facility manager can begin to develop an estimate 

for the total overall cost of ownership for that asset supported by life-cycle 

cost analysis and, over time, by balanced scorecard measurements of key 

performance indicators. 

 

The facility manager analyzes material, equipment and systems to determine 

the most cost-efficient choices. Relative to performance measurements, these 

considerations can include:  

 Best durability level at lowest overall cost.  

 Cost efficiency that considers total cost of ownership. 

 Stakeholder needs. The facility manager supports a team approach 

represented by the range of individuals who own, manage, occupy and 

support the facility. 

 

 Topic 3: Monitor Occupant Satisfaction  

Occupant 
satisfaction 
described 

Occupant satisfaction is important because it indicates customer approval, and 

the approval and satisfaction of customers is critical to the success of any 

business, public and private. Serving customers/occupants well is a vital step 

toward success and, ultimately, a facility’s ability to fulfill its mission. 

 

The comfort, confidence and productivity of occupants is at the core of a 

facility’s purpose. The delivery of excellent operations and maintenance 

service should be seamless and invisible. 

 

Quality occupant service is motivated and determined by several 

considerations, including the following:  

 Occupants/customers determine what defines quality, not the facility 

manager or owner. 

 There should be continuous improvement, not simply sustaining the 

current status. 

 The facility manager and owner/executive management need to be willing 

to measure occupant satisfaction. 

 The facility manager, maintenance staff and contractors should be willing 

to be measured through occupant surveys and other feedback. 

 The facility manager should use a total quality management approach to 

determine, measure, monitor and improve occupant satisfaction standards.  
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 Staff and contractors should be held accountable to the expectations of the 

facility manager and the wishes of occupants. 

 Staff and contractors are aware of, understand, and are knowledgeable 

about how to communicate with occupants, how to respond to them, and 

how to include feedback in work plans or surveys. 

 

IFMA researchers have often summarized the main complaints facility 

managers hear from occupants. Over the years the types of complaints remain 

similar and vary only in their ranking among the top ten. A general summary 

of typical occupant complaints is shown in Exhibit 4-29. 

 
Exhibit 4-29: Typical Top Complaints to Facility Managers 

 

 It is too cold; it is too hot. 

 Custodial service is poor. 

 Not enough conference 
rooms; not enough space for 
me. 
 

 
 Poor indoor air quality. 

 No privacy in my workspace. 

 Inadequate parking. 

 Computer problems. 

 Too noisy; high noise level. 

 

 

Service 
quotient 
defined 

A measurement of occupant satisfaction may also be called a service quotient or, 

more broadly, a customer service index. Relative to O&M, a service quotient is a 

measurement of how satisfied occupants are with their service at a given point in 

time. In this way, a service quotient describes the quality of occupant satisfaction 

as the goal; it can be expressed as a quantity or proportion increase or decrease 

when measured over time. 

 

The foundation of that measurement starts by assessing the facility’s current level 

of occupant satisfaction. Just as an inventory/register of all assets is needed to 

competently manage operations and maintenance, an accounting of occupant 

opinion is needed as a starting point to know how that O&M is perceived. 

 

If a facility manager has never requested or summarized occupant feedback on 

the status of O&M services, then the first satisfaction survey provides the basis to 

compare against future measurements. This starting point provides the standard 

so that any change in performance can be recognized.  

 

A service quotient is distinct and original to the facility and its occupants. The 

initial survey sets the base. Ongoing surveys reveal improvements and 

weaknesses. Because the goal is continuous improvement, the facility manager 

uses inputs to help refine the work plan and approach to continually improve 

occupant satisfaction.  
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Gathering 
satisfaction 
data 
 

Occupant satisfaction data may be gathered informally through conversations 

or solicited suggestions as well as more formally though surveys and work 

plan analyses. Thorough, complete and periodic requests for feedback are 

generally an excellent approach that gives the facility manager a better 

understanding of where and how to respond through operations and 

maintenance.  

 

The facility manager may decide to allow occupants to remain anonymous, 

which would encourage more candid responses. However, it can be helpful to 

know what specific projects or work activities an occupant may be responding 

to as a way to compare inputs against the work plan. This can reveal other 

levels of detail such as: 

 Correlations to service providers working on specific activities and trends 

among individuals or teams. 

 Responses or dissatisfaction correlated to specific work activities or 

challenging work plans. 

 Correlations among work plans, worker competencies, occupant areas 

and/or service levels. 

 

Did You Know? 

Standards-setting bodies suggest that occupants should be surveyed at least annually 

to achieve a level of 6 or a higher rating on a 1 to 10 facility management requirement 

scale. Communications with occupants should demonstrate that they are valued, heard 

and responded to. Survey inputs are two-directional: occupants are asked for their 

feedback and that feedback is returned to occupants as actions, communications and 

responses that indicate improvements are being made. 

 

 

 The facility manager may use other sources to develop a more comprehensive 

picture of occupant requirements and the facility’s ability to respond to those 

requirements. These sources may include:  

 O&M operational data summarized from work logs and summary reports. 

 Input from contractors performing work within the facility. 

 Input from other service providers (such as local telephone services, 

utilities providers, hired experts and others). 

 Input from O&M staff and other department employees regarding their 

challenges, concerns, feedback from occupants and so forth. 

 Visitors and guests who can offer their first impressions of the facility and 

its operation. 
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Benefits Occupant surveys offer several benefits: 

 Performed regularly, they demonstrate trends and reveal strengths and 

weaknesses. 

 They provide input on the state of operations and maintenance perceived by 

users for the most direct understanding of occupant needs and wishes. 

 They indicate to occupants the desire and promise of responsive and satisfactory 

facility management as long as occupant requests and concerns receive attention 

and action. 

 When survey outcomes produce O&M response, occupants gain confidence in 

service providers as well as services rendered, fostering a higher sense of 

professionalism and interest. Good service is a competitive advantage created by 

excellent operations and maintenance. 

 Signs of occupant dissatisfaction can be identified and corrected early before 

they become a concern to senior management. 

 Underperforming systems, spaces and service providers can be identified so that 

corrective actions can be taken. 

 

Satisfaction 
improvement 

The facility manager’s goal relative to occupant satisfaction is to continually 

improve and raise the service quotient score. To do this, the facility manager:  

 Provides the mechanisms and engagement that encourage early feedback on 

problems. 

 Learns what occupants expect through surveys and active solicitations of 

opinion from all sources. 

 Understands what occupants depend on, are aware of and otherwise use of the 

infrastructure. 

 Develops this understanding into key performance indicators. 

 Identifies critical interfaces with occupants (such as through maintenance staff, 

at moments of service interruption and so forth). 

 Knows how to define what is wrong in order to understand what to improve. 

 Understands how to respond to problems in ways that support occupant 

expectations, enhance relationships and demonstrate appreciation of needs. 

 Identifies exchanges or procedures that are not working because of ignorance, 

poor communication, lack of response, lost feedback and so forth. 

 Observes performances through performance measures and ongoing feedback. 

 Identifies opportunities to improve efficiency and effectiveness. 

 Implements and manages/oversees changes. 

 Validates improvements through occupant feedback and process results. 

 

This cycle is the basis for continued improvement for higher occupant satisfaction 

reflected in an ever-improving service quotient.  
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Progress Check Questions 

Directions: Read each question and respond in the space provided. Answers and page references follow 

the questions. 

 

1. How does total cost of ownership (TCO) relate to life-cycle cost (LCC)? 

( ) a. They are identical terms. 

( ) b. TCO is an annual update of the entire life-cycle cost of an asset. 

( ) c. TCO provides life-cycle (cradle-to-grave) costs needed to perform the LCC. 

( ) d. TCO is only an accounting tool; LCC is only a maintenance tool. 

 

2. What is the purpose of a degradation curve relative to life-cycle cost analysis? 

( ) a. It indicates unforeseen gaps such as carrying charges or hidden competitive costs. 

( ) b. It accounts for replacement and decommissioning costs. 

( ) c. It factors in inflation, technology improvements and obsolescence. 

( ) d. It estimates the rate and probability at which an asset may become impaired in intended 

function. 

 

3. Which of the following statements about predicting the useful life of all assets is correct? (Circle all 

that apply.) 

( ) a. LCC provide a useful standard rule for this process. 

( ) b. All assets deteriorate over time. 

( ) c. Different assets deteriorate at different rates. 

( ) d. Routine maintenance can extend service life beyond expectations. 

 

4. What is the typical relationship between a strategic facility plan (SFP) and the O&M approach? 

( ) a. They are not related; SFP is for the entire facility strategy and O&M is just schedules. 

( ) b. O&M activities should have outcomes that support the SFP. 

( ) c. They are the same in that the SFP schedules O&M. 

( ) d. O&M measurements determine with the SFP plan should be. 

 

The strategic facility plan determines tactics and the workflow process executes the plan. Match the 

following assessment stages to their tool description. 

5.     Know what to measure 

6.    Know how to consolidate 

7.    Know how to track and record 

a. Work log results 

b. Balanced scorecard 

c. Performance indicators 
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8. How does the SMART approach relate to key performance indicators (KPIs)? 

( ) a. KPIs may be developed using the SMART approach. 

( ) b. SMART is a KPI. 

( ) c. KPIs measure performance; SMART measures effectiveness. 

( ) d. SMART has nothing to do with KPIs. 

 

9. A facility condition index, mean time between failures, work order aging and custodial level of 

service are all examples of what? 

( ) a. Failed or out-of-specification conditions 

( ) b. Engineering predictive and preventive maintenance tasks 

( ) c. Typical key performance indicators (KPIs) 

( ) d. Life-cycle cost analysis tools 

 

10. Which of these is the best way the facility manager develops plans that reflect occupant expectations? 

( ) a. By surveying occupants 

( ) b. By hiring more contract services 

( ) c. By reducing disruptions during moves and relocations 

( ) d. By installing higher-quality fixtures, furnishings and equipment 

 

11. What is the best description of a service quotient for facilities management? 

( ) a. Total annual costs of a facility’s O&M for occupant services 

( ) b. Standard percentage for customer satisfaction; usually 95 to 98 percent 

( ) c. Measurement of occupant satisfaction 

( ) d. Difference in energy costs after a new device or system is installed 
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Progress check answers 

1. c (p. 4-112) 

2. d (p. 4-116) 

3. b and c (p. 4-116) 

4. b (p. 4-121) 

5. c (p. 4-122) 

6. b (p. 4-122) 

7. a (p. 4-122) 

8. a (p. 4-123) 

9. c (p. 4-125) 

10. a (p. 4-128) 

11. c (p. 4-127) 

 

 

 

Next Steps 

You have completed this competency of the IFMA Facility Management Learning 

System. Next, check your understanding by completing the online competency-

specific chapter quizzes and case study to help you identify any concepts that 

need additional study. Check your understanding another way by selecting the 

competency-specific eFlashcards, or visit the Resource Center to download 

printable flashcards. 

Once you have completed the chapter quizzes, reviewed the eFlashcards, 

completed the case study and feel confident that you have mastered the 

information, you can advance to the next competency. 
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